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1 [bookmark: _Toc122434485][bookmark: _Toc149915124]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk37 related to the title of this CR.
Contact:  Bhise Parikshit
parikshit.bhise@rohde-schwarz.com
2 [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc149915125]Corrections required
2.1 [bookmark: _Toc106975634][bookmark: _Toc122623878][bookmark: _Toc109680267][bookmark: _Toc325725665][bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc149915126]Change 1
	Function name
	Function fl_TC_8_2_3_17_1_ENDC_EUTRA_TestBody

	Reason for change
	When the testcase is run in Eutra band 38, the current TTCN implementation configures two ARFCNs, 37850 and 38150 respectively.

In the function f_GERAN_SystemInformation_InterRAT, for the case No UTRAN, if lengthof(v_EUTRA_SysInfo) is 3 or 4, then the IE v_CellArray[v_Index].sysInfo.si2quater_2 is initialized, otherwise not.

With this setting, the function call f_TC_6_2_2_2_GERAN  v_SI2quater2 := f_GERAN_SysInfo_GetSI2q_2 (geran_Cell24); is called, it results in a runtime error, because the IE si2quater_2 is not initialized.

This needs to be addressed.

	Summary of change
	It is proposed to update the function f_GERAN_SysInfo_GetSI2q_2 to be able to return template (omit) SYSTEMINFORMATIONTYPE2quater

	TTCN module
	GERAN_Component.ttcn



	function f_GERAN_SysInfo_GetSI2q_2(GERAN_CellId_Type p_CellId) runs on GERAN_PTC return SYSTEMINFORMATIONTYPE2quater
  {
    var GERAN_SystemInformation_Type v_SysInfo := f_GERAN_SysInfo_Get (p_CellId);
    return v_SysInfo.si2quater_2;
  }


After Change:

	function f_GERAN_SysInfo_GetSI2q_2(GERAN_CellId_Type p_CellId) runs on GERAN_PTC return template (omit)SYSTEMINFORMATIONTYPE2quater //WA#6.2.2.2 E38-GSM
  {
    var GERAN_SystemInformation_Type v_SysInfo := f_GERAN_SysInfo_Get (p_CellId);
    return v_SysInfo.si2quater_2;
  }



