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	Reason for change:
	In the current TTCN implementation, the local release is done after the data inactivity timer is expired. 
This results in a situation when the UE tries to access the cell when the local release is ongoing which and causes TC failure.

	
	

	Summary of change:
	It is proposed to call the local release before starting the data inactivity timer.

	
	

	Consequences if not approved:
	A conformant UE will fail this test case.
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	Function name
	f_TC_7_1_1_10_1_NR_TestBody () 

	Reason for change
	In the current TTCN implementation, the local release is done after the data inactivity timer is expired. 
This results in a situation when the UE tries to access the cell when the local release is ongoing which and causes TC failure.

	Summary of change
	It is proposed to call the local release before starting the data inactivity timer. 

	TTCN module
	7_1_1\MAC_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	function f_TC_7_1_1_10_1_NR_TestBody(DRB_Identity p_NR_DRB_Id) runs on NR5GC_PTC
  {
      ……
        
    //Disable SR reception indication
    //f_NR_SS_SystemIndCtrlConfig(nr_Cell1, cds_NR_SystemIndCtrl_SchedReq(disable));
    //@siclog "Step 13 " siclog@
    
    f_Delay (f_NR_SetTimerToleranceMin (nr_Cell1, l2Timer, 10.0));//@sic R5s210438 sic@
    f_NR_RRCRelease_Local(nr_Cell1, f_NR_GetNextSendOccasion_DL(nr_Cell1));

    //@siclog "Step 14" siclog@
    //Check: does the test result of generic test procedure in TS 38.508-1 [4] subclause 4.9.4 indicate that the UE is in RRC_IDLE?
    //@sic R5-206322 R5s210438 sic@
    f_NR5GC_CheckCampedOnNewCell(nr_Cell1);
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 14");
    };


After Change:
	function f_TC_7_1_1_10_1_NR_TestBody(DRB_Identity p_NR_DRB_Id) runs on NR5GC_PTC
  {
      ……
        
    //Disable SR reception indication
    //f_NR_SS_SystemIndCtrlConfig(nr_Cell1, cds_NR_SystemIndCtrl_SchedReq(disable));
    //@siclog "Step 13 " siclog@
    f_NR_RRCRelease_Local(nr_Cell1, f_NR_GetNextSendOccasion_DL(nr_Cell1));
    f_Delay (f_NR_SetTimerToleranceMin (nr_Cell1, l2Timer, 10.0));//@sic R5s210438 sic@
        //@siclog "Step 14" siclog@
    //Check: does the test result of generic test procedure in TS 38.508-1 [4] subclause 4.9.4 indicate that the UE is in RRC_IDLE?
    //@sic R5-206322 R5s210438 sic@
    f_NR5GC_CheckCampedOnNewCell(nr_Cell1);
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 14");
    };



