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	Reason for change:
	At step 14a1, is sending PDU SESSION ESTABLISHMENT ACCEPT with an NSSAI from the configured pending NSSAI list (SST 1). Due to this the UE can immediately send PDU SESSION RELEASE REQUEST.


	
	

	Summary of change:
	Use SST 2 (from allowed NSSAI list) in PDU SESSION ESTABLISHMENT ACCEPT
Note : An associated prose CR on 38.523-1 will be raised at RAN5#101
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1. [bookmark: _Toc122434485][bookmark: _Toc126242285]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk37 related to the title of this CR.
Contact:	Shaun Harry 
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc126242286]Corrections required

1.1 [bookmark: _Toc139301353]Change 1
	Function name
	fl_TC_9_1_10_3_TestBody()

	Reason for change
	At step 14a1, is sending PDU SESSION ESTABLISHMENT ACCEPT with an NSSAI from the configured pending NSSAI list (SST 1). Due to this the UE can immediately send PDU SESSION RELEASE REQUEST.

	Summary of change
	Use SST 2 (from allowed NSSAI list) in PDU SESSION ESTABLISHMENT ACCEPT
Note : An associated prose CR on 38.523-1 will be raised at RAN5#101

	TTCN module
	NetworkSlicingEnh_NR5GC.ttcn.

	MCC160 Comment
	



Before Change:
	    function fl_TC_9_1_10_3_TestBody() runs on NR5GC_PTC
  {
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_CellsOnDifferentPLMN);
    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;
    var NR_SRB_COMMON_IND v_ReceivedAsp;
    var GMM_MobilityInfo_Type v_GMM_MobilityInfo;
    var GSM_MobilityInfo_Type v_GSM_MobilityInfo;
    var NG_NAS_UL_Message_Type v_GSMMsg;
    var GSM_MobilityInfo_Type v_GSM_MobilityInfo_s;
    var ProcedureTransactionIdentifier v_PTI := '00'O;
    var NR_RadioBearerId_Type v_SRB := tsc_NR_RbId_SRB1;       //@sic R5s220948 sic@

/* Skipping the code */

    //@siclog "Step 13" siclog@
    f_NR5GC_Registration_Complete(v_NGC_NASCellA);
    
    //@siclog "Step 14a" siclog@
    if (pc_noOf_PDUsSameConnection > 0 ){
      f_NR5GC_PDUSessionEstablishment (v_NGC_NASCellA, -, tsc_NR_RbId_SRB1);
	    v_SRB := tsc_NR_RbId_SRB2;   //@sic R5s220948 sic@
    }

    //@siclog "Step 14A" siclog@

/*Skipping Code */

}



After Change:
	    function fl_TC_9_1_10_3_TestBody() runs on NR5GC_PTC
  {
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_CellsOnDifferentPLMN);
    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;
    var NR_SRB_COMMON_IND v_ReceivedAsp;
    var GMM_MobilityInfo_Type v_GMM_MobilityInfo;
    var GSM_MobilityInfo_Type v_GSM_MobilityInfo;
    var NG_NAS_UL_Message_Type v_GSMMsg;
    var GSM_MobilityInfo_Type v_GSM_MobilityInfo_s;
    var ProcedureTransactionIdentifier v_PTI := '00'O;
    var NR_RadioBearerId_Type v_SRB := tsc_NR_RbId_SRB1;       //@sic R5s220948 sic@

/* Skipping the code */

    //@siclog "Step 13" siclog@
    f_NR5GC_Registration_Complete(v_NGC_NASCellA);
  
    //@siclog "Step 14a" siclog@
    if (pc_noOf_PDUsSameConnection > 0 ){
     // cs_S_NSSAI_WithIEI('22'O, cs_S_NSSAI_SST3_MIoT);
     f_NR5GC_PDUSessionEstablishment (v_NGC_NASCellA, -, tsc_NR_RbId_SRB1,-,-,-,-,-,-,-,cs_S_NSSAI_WithIEI('22'O, cs_S_NSSAI_SST2_URLLC));
      v_SRB := tsc_NR_RbId_SRB2; // SRB2 is established during PDU Session Establishment, hence further NAS signalling will happen on SRB2
    }

/* Skipping the code */
}





