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1 [bookmark: _Toc122434485][bookmark: _Toc146270700]Overview
This document lists all the essential changes needed to correct problems in the iwd-TTCN3-B2022-09_D23wk37 related to the title of this CR.
Contact:	Parikshit Bhise
	parikshit.bhise@rohde-schwarz.com 
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2 [bookmark: _Toc146270701]Corrections required
2.1 [bookmark: _Toc146270702][bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc325725665]Function f_TC_6_1_2_26_NR5GC ()
	Function name
	function f_TC_6_1_2_26_NR5GC

	Reason for change
	1.  As per test prose Note 2:	The UE finishes in State DEREGISTRED because UE does not camp on any NR Cells after Step 11. Thus, current state is incorrect for postamble.

	Summary of change
	1. Updated postamble state as  STATE_DEREGISTERED.

	TTCN module
	.. 6_1_2\Idle_CellSelection_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	function f_TC_6_1_2_26_NR5GC() runs on NR5GC_PTC
  { // Cell Selection / RedCap
    //@sic R5-231531 sic@
    f_NR5GC_Init(NR_2); // System information combination NR-2 as defined in TS 38.508-1 clause 4.4.3.1.2 is used in NR cells

    // Create and configure cell
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_CellConfig_Def(nr_Cell11);
    // NR Cell 1 and NR Cell 11 have different tracking areas according to TS 38.508-1 Table 4.4.2-3

    // Preamble: The UE is in 1N-A state on NR Cell 1 using generic procedure parameter Connectivity (NR) and Test loop function(Off) according to TS 38.508-1
    f_NR5GC_Preamble (nr_Cell1, STATE_IDLE_1A);

    f_NR_TestBody_Set(true);

    f_TC_6_1_2_26_NR5GC_TestBody();

    f_NR_TestBody_Set(false);

    // Switch/Power off UE
    f_NR_Postamble(nr_Cell1, STATE_OFF_0A);
  } //end of f_TC_6_1_2_26_NR5GC 



After Change:
	function f_TC_6_1_2_26_NR5GC() runs on NR5GC_PTC
  { // Cell Selection / RedCap
    //@sic R5-231531 sic@
    f_NR5GC_Init(NR_2); // System information combination NR-2 as defined in TS 38.508-1 clause 4.4.3.1.2 is used in NR cells

    // Create and configure cell
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_CellConfig_Def(nr_Cell11);
    // NR Cell 1 and NR Cell 11 have different tracking areas according to TS 38.508-1 Table 4.4.2-3

    // Preamble: The UE is in 1N-A state on NR Cell 1 using generic procedure parameter Connectivity (NR) and Test loop function(Off) according to TS 38.508-1
    f_NR5GC_Preamble (nr_Cell1, STATE_IDLE_1A);

    f_NR_TestBody_Set(true);

    f_TC_6_1_2_26_NR5GC_TestBody();

    f_NR_TestBody_Set(false);

    // Switch/Power off UE
    f_NR_Postamble(nr_Cell1, STATE_DEREGISTERED); // WA#WI=1197278
  } //end of f_TC_6_1_2_26_NR5GC



