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2 [bookmark: _Toc149898503]Corrections required
2.1 Correction to function fl_TC_8_1_1_3_8_TestBody
	Function name
	fl_TC_8_1_1_3_8_TestBody

	Reason for change
	In current TTCN implementation for Step 10, the rrcRelease does not set the  IE mpsPriorityIndication to true.

	Summary of change
	Updated the TTCN so that the IE mpsPriorityIndication is set to true in Step 10.

	TTCN module
	RRCRelease.ttcn

	MCC160 Comment
	



Before 
<<SKIPPED CODE>>
  function fl_TC_8_1_1_3_8_TestBody() runs on NR5GC_PTC
  {
…
//@siclog "Step 10" siclog@
//The SS transmits an RRCRelease message (IE redirectedCarrierInfo including NR Cell 23 and IE mpsPriorityIndication).
    v_RedirectedCarrierInfo := cs_NR_redirectedCarrierInfo(f_NR_CellInfo_GetFrequencySSB(nr_Cell23), f_NR_CellInfo_GetSSB_SCS(nr_Cell23),     f_NR_GetSSB_MTC_InterFreqOdd(nr_Cell1,nr_Cell23));
    SRB.send(cas_NR_SRB1_RrcPdu_REQ(nr_Cell1, cs_TimingInfo_Now, cds_RRCRelease_v_1540(tsc_NR_RRC_TI_Def,-,v_RedirectedCarrierInfo,-,-,cs_RRCConnectionRelease_All_IEs_v1540(-, cs_RRCRelease_v1610_IEs(cs_RRCRelease_v1650_IEs)))));
…
  }
<<SKIPPED CODE>>





After
<<SKIPPED CODE>>
  function fl_TC_8_1_1_3_8_TestBody() runs on NR5GC_PTC
  {
…
//@siclog "Step 10" siclog@
//The SS transmits an RRCRelease message (IE redirectedCarrierInfo including NR Cell 23 and IE mpsPriorityIndication).
    v_RedirectedCarrierInfo := cs_NR_redirectedCarrierInfo(f_NR_CellInfo_GetFrequencySSB(nr_Cell23), f_NR_CellInfo_GetSSB_SCS(nr_Cell23),     f_NR_GetSSB_MTC_InterFreqOdd(nr_Cell1,nr_Cell23));
    SRB.send(cas_NR_SRB1_RrcPdu_REQ(nr_Cell1, cs_TimingInfo_Now, cds_RRCRelease_v_1540(tsc_NR_RRC_TI_Def,-,v_RedirectedCarrierInfo,-,-,-,cs_RRCConnectionRelease_All_IEs_v1540(-, cs_RRCRelease_v1610_IEs(cs_RRCRelease_v1650_IEs)))));
…
  }
<<SKIPPED CODE>>
