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1 [bookmark: _Toc132734390][bookmark: _Toc122434485]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk24 related to the title of this CR.
[bookmark: OLE_LINK8][bookmark: OLE_LINK9]Contact:	Pengchong Shen
	shenpengchong@cictmobile.com	

2 [bookmark: _Toc122434488][bookmark: _Toc132734391][bookmark: _Toc295288959]Corrections required
2. [bookmark: _Toc106975634][bookmark: _Toc122623878][bookmark: _Toc109680267][bookmark: _Toc132734392][bookmark: _Toc325725665][bookmark: _Toc122434493][bookmark: _Toc295288970]Change 1
	Function name
	fl_TC_6_3_1_3_TestBody() runs on NR5GC_PTC

	Reason for change
	A conformance UE may fail the test case in Step25E due to a mismatch on 5GMM cause. 

As per 38.523-1 Table 6.3.1.3.5-6, 5GMM cause shall be checked against value ‘00010110’B(Cause #22 (Congestion)). 

	Summary of change
	At Step 25E, 5GMM cause is set as ‘00010110’B

	TTCN module
	SOR_NR5GC.ttcn

	MCC160 Comment
	



Before Change
	function fl_TC_6_3_1_3_TestBody() runs on NR5GC_PTC
  {
    var GMM_MobilityInfo_Type v_GMM_MobilityInfo;//@sic R5-202599 sic@
    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;//@sic R5-202599 sic@
    var TypeOfRegistration_Type v_TypeOfRegistration;//@sic R5-202599 sic@
    var NAS_PlmnId v_PlmnID_2 := f_NR_Asn2Nas_PlmnId(f_NR_CellInfo_GetPLMN (nr_Cell11));
    var NAS_PlmnId v_PlmnID_3 := f_NR_Asn2Nas_PlmnId(f_NR_CellInfo_GetPLMN (nr_Cell12));//@sic R5-204543 sic@
    var O2_Type v_AccessTechId :='0800'O;//@sic R5s200680 sic@
    var octetstring v_Data:=v_PlmnID_2 & v_AccessTechId;
    var template (value) SOR_Header v_Header := crs_NG_SOR_Header('1'B,'1'B,'1'B,'0'B);
    timer t_Tmax;
    
......
......    
    //@siclog "Step 24" siclog@
    //The SS transmits an RRCSetup message on NR Cell 12.//@sic R5-202599 sic@
    //@siclog "Step 25" siclog@
    //The UE transmits an RRCSetupComplete message and a REGISTRATION REQUEST message on NR Cell 12.//@sic R5-202599 sic@
    v_TypeOfRegistration := f_NR5GC_InitialOrMobilityRegistrationRequest (v_GMM_MobilityInfo, v_ReceivedMsg, nr_Cell12);
    //@siclog "Step 25A-25F" siclog@
     // Steps 4-9 of Table 4.9.8.2.2-1 of the generic procedure in TS 38.508-1 [4] are performed.
    // Do Authentication and SMC
    f_NR5GC_RRC_Idle_Steps5_9_AKA (v_GMM_MobilityInfo, nr_Cell12, v_ReceivedMsg, v_PlmnID_3, v_TypeOfRegistration);


    SRB.send(cas_NR_SRB_NasPdu_REQ(nr_Cell12,
                                   tsc_NR_RbId_SRB1, // No SRB2 so must be on SRB1
                                   cs_TimingInfo_Now,
                                   cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered, cs_NG_REGISTRATION_REJECT(cs_GMM_GSM_Cause(omit, tsc_EmmCause_IllegalMe))))); // @sic R5s190435 sic@

    f_NR_RRCRelease (nr_Cell12);
    //@siclog "Steps 26-28a1 Void" siclog@//@sic R5-225375 sic@
}//End of fl_TC_6_3_1_3_TestBody 



[bookmark: _Toc84011981][bookmark: _Toc325725666][bookmark: _Toc122434494][bookmark: _Toc66864323][bookmark: _Toc295288971]
After Change
	function fl_TC_6_3_1_3_TestBody() runs on NR5GC_PTC
  {
    var GMM_MobilityInfo_Type v_GMM_MobilityInfo;//@sic R5-202599 sic@
    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;//@sic R5-202599 sic@
    var TypeOfRegistration_Type v_TypeOfRegistration;//@sic R5-202599 sic@
    var NAS_PlmnId v_PlmnID_2 := f_NR_Asn2Nas_PlmnId(f_NR_CellInfo_GetPLMN (nr_Cell11));
    var NAS_PlmnId v_PlmnID_3 := f_NR_Asn2Nas_PlmnId(f_NR_CellInfo_GetPLMN (nr_Cell12));//@sic R5-204543 sic@
    var O2_Type v_AccessTechId :='0800'O;//@sic R5s200680 sic@
    var octetstring v_Data:=v_PlmnID_2 & v_AccessTechId;
    var template (value) SOR_Header v_Header := crs_NG_SOR_Header('1'B,'1'B,'1'B,'0'B);
    timer t_Tmax;
    
......
......    
    //@siclog "Step 24" siclog@
    //The SS transmits an RRCSetup message on NR Cell 12.//@sic R5-202599 sic@
    //@siclog "Step 25" siclog@
    //The UE transmits an RRCSetupComplete message and a REGISTRATION REQUEST message on NR Cell 12.//@sic R5-202599 sic@
    v_TypeOfRegistration := f_NR5GC_InitialOrMobilityRegistrationRequest (v_GMM_MobilityInfo, v_ReceivedMsg, nr_Cell12);
    //@siclog "Step 25A-25F" siclog@
     // Steps 4-9 of Table 4.9.8.2.2-1 of the generic procedure in TS 38.508-1 [4] are performed.
    // Do Authentication and SMC
    f_NR5GC_RRC_Idle_Steps5_9_AKA (v_GMM_MobilityInfo, nr_Cell12, v_ReceivedMsg, v_PlmnID_3, v_TypeOfRegistration);


    SRB.send(cas_NR_SRB_NasPdu_REQ(nr_Cell12,
                                   tsc_NR_RbId_SRB1, // No SRB2 so must be on SRB1
                                   cs_TimingInfo_Now,
                                   cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered, cs_NG_REGISTRATION_REJECT(cs_GMM_GSM_Cause(omit, tsc_NR5GCCause_Congestion))))); // @sic R5s190435 sic@

    f_NR_RRCRelease (nr_Cell12);
    //@siclog "Steps 26-28a1 Void" siclog@//@sic R5-225375 sic@
}//End of fl_TC_6_3_1_3_TestBody 




