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	Reason for change:
	In reconfiguration message of step4,StatusReportRequired in PDCP-CONFIG  should be omit for RLC UM mode.

	
	

	Summary of change:
	Pass omit in template cs_38508_PDCP_Config
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	A conformant UE can fail this test case
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1. [bookmark: _Toc122434485][bookmark: _Toc150503176]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk37related to the title of this CR.
Contact:	Ting Gao
	gaoting@starpointcomm.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc150503177]Corrections required
1.1 [bookmark: _Toc150503178]Change 1

	Function name
	fl_TC_7_1_3_4_2_NR5GC_TestBody

	Reason for change
	In reconfiguration message of step4,StatusReportRequired in PDCP-CONFIG  should be omit for RLC UM mode.

	Summary of change
	Pass omit in template cs_38508_PDCP_Config

	TTCN module
	PDCP_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	function fl_TC_7_1_3_4_2_NR5GC_TestBody(NR_PDCP_SS_State_Type p_NR_PDCP_State) runs on NR5GC_PTC
 {
    var octetstring v_IPData := f_IPv4IPv6_IcmpEchoReply(f_LoopbackModeB_IP_Address_UE());
    var NR_SecurityParams_Type v_NR_Security:= f_NR_Security_Get();
    var integer k;
    var template (value) DL_DCCH_Message v_RRCReconfiguration;
    var template (value) NR_RachProcedureConfig_Type v_RachProcedureConfig ;
    var NR_PhysicalParameters_Type v_NR_PhysicalParameters := f_NR_CellInfo_GetPhysicalParameters(nr_Cell1);
    var template (omit) MasterKeyUpdate v_MasterKeyUpdate:= cs_MasterKeyUpdate(false, tsc_NR_38508_NextHopChainingCount); //@sic R5-202618 sic@
    var template (value) NR_RadioBearerList_Type v_SS_Drb_ConfigList := f_NR5GC_GetRadioBearerList(f_NR5GC_MobileInfo_GetDRBInfoList());//@sic R5s220503 sic@
    v_SS_Drb_ConfigList[0] := f_NR_GetRadioBearerConfig_FullUM(nr_Cell1,
                                                              p_NR_PDCP_State.DRB_Id,
                                                              -,
                                                              cs_NR_PDCP_RbConfig_TransparentMode(f_NR_38508_SetPDCP_SN_Size()), // @sic R5s220124, R5-227518 sic@
                                                              cs_SDAP_Configuration_None);
                                                                                                        
    v_RachProcedureConfig := cs_NR_RachProcedureConfig_CRNTI_HO(v_NR_PhysicalParameters, tsc_C_RNTI_Value3);
    v_RRCReconfiguration := f_NR5GC_RRCReconfiguration_IntraNR_HO(nr_Cell1,
                                                                  -,
                                                                  true,
                                                                  -,-,-,
                                                                  v_MasterKeyUpdate,
                                                                  -,-,-,-,
                                                                  cs_38508_PDCP_Config(-, ms80, -)); ////@sic R5-213445, R5-227518 sic@ 
…
  }


After Change:
	function fl_TC_7_1_3_4_2_NR5GC_TestBody(NR_PDCP_SS_State_Type p_NR_PDCP_State) runs on NR5GC_PTC
 {
    var octetstring v_IPData := f_IPv4IPv6_IcmpEchoReply(f_LoopbackModeB_IP_Address_UE());
    var NR_SecurityParams_Type v_NR_Security:= f_NR_Security_Get();
    var integer k;
    var template (value) DL_DCCH_Message v_RRCReconfiguration;
    var template (value) NR_RachProcedureConfig_Type v_RachProcedureConfig ;
    var NR_PhysicalParameters_Type v_NR_PhysicalParameters := f_NR_CellInfo_GetPhysicalParameters(nr_Cell1);
    var template (omit) MasterKeyUpdate v_MasterKeyUpdate:= cs_MasterKeyUpdate(false, tsc_NR_38508_NextHopChainingCount); //@sic R5-202618 sic@
    var template (value) NR_RadioBearerList_Type v_SS_Drb_ConfigList := f_NR5GC_GetRadioBearerList(f_NR5GC_MobileInfo_GetDRBInfoList());//@sic R5s220503 sic@
    v_SS_Drb_ConfigList[0] := f_NR_GetRadioBearerConfig_FullUM(nr_Cell1,
                                                              p_NR_PDCP_State.DRB_Id,
                                                              -,
                                                              cs_NR_PDCP_RbConfig_TransparentMode(f_NR_38508_SetPDCP_SN_Size()), // @sic R5s220124, R5-227518 sic@
                                                              cs_SDAP_Configuration_None);
                                                                                                        
    v_RachProcedureConfig := cs_NR_RachProcedureConfig_CRNTI_HO(v_NR_PhysicalParameters, tsc_C_RNTI_Value3);
    v_RRCReconfiguration := f_NR5GC_RRCReconfiguration_IntraNR_HO(nr_Cell1,
                                                                  -,
                                                                  true,
                                                                  -,-,-,
                                                                  v_MasterKeyUpdate,
                                                                  -,-,-,-,
                                                                  cs_38508_PDCP_Config(-, ms80, omit)); ////@sic R5-213445, R5-227518 sic@ 
…
  }



