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[bookmark: _Toc143514706]1	List of changes 
[bookmark: _Toc117256356][bookmark: _Toc143514707]1.1	On ENDC Test Suite
The following conditions set in each ENDC Testsuite in ttcn shall be updated to its value specified in Prose as shown below. This can affect control modules and selection expressions.

	Testsuite
	Spec
	Testcase
	Condition

	
	
	
	Prose
	value in ttcn

	ENDC
	38523-2 Table 4.1-2a
	TC_7_1_1_3_2b_ENDC
	C175
	R

	ENDC
	38523-2 Table 4.1-2a
	TC_7_1_1_3_3_ENDC
	C53
	R

	ENDC
	38523-2 Table 4.1-2a
	TC_7_1_2_3_2_ENDC
	C07A
	R

	ENDC
	38523-2 Table 4.1-2a
	TC_7_1_2_3_4_ENDC
	C07A
	R

	ENDC
	38523-2 Table 4.1-2a
	TC_7_1_2_3_5a_ENDC
	C07A
	R

	ENDC
	38523-2 Table 4.1-2a
	TC_7_1_3_1_2_ENDC
	C08A
	R

	ENDC
	38523-2 Table 4.1-2a
	TC_7_1_3_5_3_ENDC
	C01
	R

	ENDC
	38523-2 Table 4.1-2a
	TC_7_1_3_5_5_ENDC
	C62
	R

	ENDC
	38523-2 Table 4.1-3a
	TC_8_2_2_4_1_ENDC
	C01
	R

	ENDC
	38523-2 Table 4.1-3a
	TC_8_2_6_3_1_ENDC
	C255
	C225



 example of change 
· in module ENDC_Testsuite.ttcn
Before Change:
	if (f_NR_ExecutionGuideline("TC_8_2_6_3_1_ENDC") and f_SelectionExpr(NR_C225)) { execute(TC_8_2_6_3_1_ENDC()); } 




After Change:
	if (f_NR_ExecutionGuideline("TC_8_2_6_3_1_ENDC") and f_SelectionExpr(NR_C255)) { execute(TC_8_2_6_3_1_ENDC()); } 




· in module NR_38523_SelectionExpressions.ttcn
Added condition:
	..
      case(NR_C52){
        //UEs supporting 5G Core and NR measurements and Event A triggered reporting and (NR Intra-frequency and Inter frequency measurements and at least periodical reporting) and CSI-RSRP and CSI-RSRQ measurement
        v_ApplCond := pc_5GCN and pc_eventA_MeasAndReport and pc_intraAndInterF_MeasAndReport and (pc_csi_RSRP_AndRSRQ_MeasWithSSB or pc_csi_RSRP_AndRSRQ_MeasWithoutSSB);
      }
      case(NR_C53){
        // UEs supporting 5GS and Logical Channel SR-Delay Timer
        v_ApplCond := pc_logicalChannelSR_DelayTimer;
      }      
      case(NR_C54){
        //UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback
        v_ApplCond := pc_5GCN and (pc_eFDD or pc_eTDD) and pc_VoLTE and pc_EPS_fallback;
      }
..


[bookmark: _Toc117256361]
[bookmark: _Toc143514708]1.2	On NR5GC Test Suite
The following conditions set in each NR5GC Testsuite in ttcn shall be updated to its value specified in Prose as shown below. This can affect control modules and selection expressions.

	Testsuite
	Spec
	Testcase
	Condition

	
	
	
	Prose
	value in ttcn

	NR5GC
	38523-2 Table 4.1-1a
	TC_6_5_2_4_NR5GC
	C168
	C132

	NR5GC
	38523-2 Table 4.1-2a
	TC_7_1_1_3_3_NR5GC
	C53
	R

	NR5GC
	38523-2 Table 4.1-3a
	TC_8_1_4_1_7_1_NR5GC
	C41
	C44

	NR5GC
	38523-2 Table 4.1-3a
	TC_8_1_4_1_7_2_NR5GC
	C42
	C45

	NR5GC
	38523-2 Table 4.1-3a
	TC_8_1_4_1_7_3_NR5GC
	C43
	C46

	NR5GC
	38523-2 Table 4.1-3a
	TC_8_1_4_4_1_NR5GC
	C116
	C21

	NR5GC
	38523-2 Table 4.1-3a
	TC_8_1_4_4_2_NR5GC
	C115
	C21

	NR5GC
	38523-2 Table 4.1-3a
	TC_8_1_4_4_3_NR5GC
	C117
	C21

	NR5GC
	38523-2 Table 4.1-3a
	TC_8_1_4_4_4_NR5GC
	C115
	C21

	NR5GC
	38523-2 Table 4.1-3a
	TC_8_1_6_1_2_1_NR5GC
	C123
	C21

	NR5GC
	38523-2 Table 4.1-3a
	TC_8_1_6_1_2_15_NR5GC
	C267
	C268

	NR5GC
	38523-2 Table 4.1-3a
	TC_8_1_6_1_2_3_NR5GC
	C123
	C21

	NR5GC
	38523-2 Table 4.1-3a
	TC_8_1_6_1_2_9_NR5GC
	C124
	C129


 example of change 
· in module NR5GC_Testsuite.ttcn
Before Change:
	if (f_NR_ExecutionGuideline("TC_8_1_6_1_2_9_NR5GC") and f_SelectionExpr(NR_C129, false)) { execute(TC_8_1_6_1_2_9_NR5GC()); } 




After Change:
	if (f_NR_ExecutionGuideline("TC_8_1_6_1_2_9_NR5GC") and f_SelectionExpr(NR_C124, false)) { execute(TC_8_1_6_1_2_9_NR5GC()); } 




· in module NR_38523_SelectionExpressions.ttcn
Added condition:
	..
      case(NR_C116){
        // UEs supporting 5G Core and conditional handover and 2 trigger events for same execution condition
        v_ApplCond := pc_5GCN and pc_condHandover_r16 and pc_condHandoverTwoTriggerEvents_r16; // @sic R5-213513 sic@
      }
      case(NR_C117){
        // UEs supporting 5G Core and conditional handover and conditional handover during re-establishment procedure when the selected cell is configured as candidate cell for condition handover
        v_ApplCond := pc_5GCN and pc_condHandover_r16 and pc_condHandoverFailure_r16;
      }      
      case(NR_C118){ // @sic R5-225298 sic@
        // UEs supporting 5GS and Long DRX Cycle and DRX adaptation and SCell Dormancy indication outside active time and intra-band contiguous CA and UL NR CA with 2 carriers and two PUCCH group in CA with a same numerology
        v_ApplCond := pc_longDRX_Cycle and pc_DRX_Adaptation and pc_scellDormancyOutsideActiveTime_r16 and pc_UL_NR_CA_2CC and pc_twoPUCCH_group and (pc_IntraBand_Contiguous_CA_WithinFR1 or pc_IntraBand_Contiguous_CA_WithinFR2);
      }
..


[bookmark: _Toc143514709]1.3	On NR5GC_IRAT Test Suite
The following conditions set in each NR5GC_IRAT Testsuite in ttcn shall be updated to its value specified in Prose as shown below.

	Testsuite
	Spec
	Testcase
	Condition

	
	
	
	Prose
	value in ttcn

	NR5GC_IRAT
	38523-2 Table 4.1-3a
	TC_8_1_1_3_4_NR5GC
	C26
	C32

	NR5GC_IRAT
	38523-2 Table 4.1-3a
	TC_8_2_3_17_3_NEDC
	C268
	C267



· in module NR5GC_IRAT_Testsuite.ttcn
Before Change:
	..
if (f_NR_ExecutionGuideline("TC_8_1_1_3_4_NR5GC") and f_SelectionExpr(NR_C32)) { execute(TC_8_1_1_3_4_NR5GC()); }
..
if (f_NR_ExecutionGuideline("TC_8_2_3_17_3_NEDC") and f_SelectionExpr(NR_C267)) { execute(TC_8_2_3_17_3_NEDC()); }
..



After Change:
	..
if (f_NR_ExecutionGuideline("TC_8_1_1_3_4_NR5GC") and f_SelectionExpr(NR_C26)) { execute(TC_8_1_1_3_4_NR5GC()); }
..
if (f_NR_ExecutionGuideline("TC_8_2_3_17_3_NEDC") and f_SelectionExpr(NR_C268)) { execute(TC_8_2_3_17_3_NEDC()); }
..







[bookmark: _Toc143514710]1.4	TTCN issues affecting only selection expressions.
· in module NR_38523_SelectionExpressions.ttcn
	Condition
	
	Testcase selection expression

	C81
	TTCN
	(pc_IntraBand_Contiguous_CA_WithinFR1 or pc_IntraBand_Contiguous_CA_WithinFR2) and pc_UL_NR_CA_2CC

	
	Expected
	pc_5GCN and (pc_IntraBand_Contiguous_CA_WithinFR1 or pc_IntraBand_Contiguous_CA_WithinFR2) and pc_UL_NR_CA_2CC

	C82
	TTCN
	(pc_InterBand_CA_WithinFR1 or pc_InterBand_CA_WithinFR2 or pc_InterBand_CA_BetweenFR1_FR2) and pc_UL_NR_CA_2CC

	
	Expected
	pc_5GCN and (pc_InterBand_CA_WithinFR1 or pc_InterBand_CA_WithinFR2 or pc_InterBand_CA_BetweenFR1_FR2) and pc_UL_NR_CA_2CC

	C83
	TTCN
	(pc_IntraBand_NonContiguous_CA_WithinFR1 or pc_IntraBand_NonContiguous_CA_WithinFR2) and pc_UL_NR_CA_2CC

	
	Expected
	pc_5GCN and (pc_IntraBand_NonContiguous_CA_WithinFR1 or pc_IntraBand_NonContiguous_CA_WithinFR2) and pc_UL_NR_CA_2CC

	C85A
	TTCN
	(pc_5GCN and pc_TransferEmergencyPDUS1toN1noN26) and (pc_nrFDD or pc_nrTDD) and pc_EPS_IMS_EmergencyCall and pc_NR_5GC_EmergencyServices

	
	Expected
	(pc_5GCN and pc_TransferEmergencyPDUS1toN1noN26) and (pc_eFDD or pc_eTDD) and pc_EPS_IMS_EmergencyCall and pc_NR_5GC_EmergencyServices

	C85B
	TTCN
	(pc_5GCN and pc_TransferEmergencyPDUN1toS1noN26) and (pc_nrFDD or pc_nrTDD) and pc_EPS_IMS_EmergencyCall and pc_voiceOverNR

	
	Expected
	(pc_5GCN and pc_TransferEmergencyPDUN1toS1noN26) and (pc_eFDD or pc_eTDD) and pc_EPS_IMS_EmergencyCall and pc_voiceOverNR

	C93
	TTCN
	pc_EN_DC and pc_eventA_MeasAndReport and pc_intraAndInterF_MeasAndReport and ((pc_nrFDD_MultiBand or pc_nrTDD_MultiBand) or (pc_nrFDD or pc_nrTDD))

	
	Expected
	pc_EN_DC and pc_eventA_MeasAndReport and pc_intraAndInterF_MeasAndReport and (pc_nrFDD_MultiBand or pc_nrTDD_MultiBand or (pc_nrFDD and pc_nrTDD))

	C94
	TTCN
	pc_5GCN and ((pc_nrFDD_MultiBand or pc_nrTDD_MultiBand) or (pc_nrFDD or pc_nrTDD))

	
	Expected
	pc_5GCN and (pc_nrFDD_MultiBand or pc_nrTDD_MultiBand or (pc_nrFDD and pc_nrTDD))

	C99
	TTCN
	pc_5GCN and (pc_nrFDD_MultiBand or pc_nrTDD_MultiBand) and (pc_eutra_EPC_HO_ToNR_TDD_FR1_r15 or pc_eutra_EPC_HO_ToNR_FDD_FR1_r15 or pc_eutra_EPC_HO_ToNR_TDD_FR2_r15)

	
	Expected
	pc_5GCN and (pc_eFDD or pc_eTDD) and (pc_eutra_EPC_HO_ToNR_TDD_FR1_r15 or pc_eutra_EPC_HO_ToNR_FDD_FR1_r15 or pc_eutra_EPC_HO_ToNR_TDD_FR2_r15)

	C105
	TTCN
	(pc_IntraBand_Contiguous_CA_WithinFR1 or pc_IntraBand_Contiguous_CA_WithinFR2) and pc_NR_ehc_r16

	
	Expected
	(pc_um_WithLongSN or pc_um_WithShortSN) and pc_NR_ehc_r16

	C151
	TTCN
	pc_EN_DC and (pc_SFTD_MeasPSCell_MRDC_FDD and pc_SFTD_MeasPSCell_MRDC_TDD) and (pc_SFTD_MeasNR_Cell_FDD or pc_SFTD_MeasNR_Cell_TDD)

	
	Expected
	pc_EN_DC and (pc_SFTD_MeasPSCell_MRDC_FDD or pc_SFTD_MeasPSCell_MRDC_TDD) and (pc_SFTD_MeasNR_Cell_FDD or pc_SFTD_MeasNR_Cell_TDD)

	C156
	TTCN
	pc_5GCN and (pc_InterBand_ENDC_IncludingFR1_FR2 or pc_InterBand_NRDC_BetweenFR1_FR2 or pc_InterBand_CA_BetweenFR1_FR2) and pc_inactiveState and pc_directMCG_SCellActivationResume_r16

	
	Expected
	pc_5GCN and (pc_InterBand_CA_WithinFR1 or pc_InterBand_CA_WithinFR2) and pc_inactiveState and pc_directMCG_SCellActivationResume_r16

	C170
	TTCN
	pc_5GCN and (pc_eFDD or pc_eTDD) and pc_5GS_IMS_eCall_Only

	
	Expected
	pc_5GCN and (pc_eFDD or pc_eTDD) and pc_5GS_IMS_eCall_Only and pc_eCall_manual_Initiated

	C171
	TTCN
	pc_5GCN and (pc_eFDD or pc_eTDD) and pc_5GS_IMS_eCall_Only and pc_eCall_Test_Call

	
	Expected
	pc_5GCN and (pc_eFDD or pc_eTDD) and pc_5GS_IMS_eCall_Only and pc_eCall_manual_Initiated and pc_eCall_Test_Call

	C173
	TTCN
	pc_5GCN and (pc_eFDD or pc_eTDD) and pc_IMS_emergency_call

	
	Expected
	pc_5GCN and (pc_eFDD or pc_eTDD) and pc_NG114_v2_0

	C189
	TTCN
	pc_5GCN and (pc_UTRA or pc_GERAN) and pc_5GS_IMS_eCall_Only and pc_eCall_manual_Initiated

	
	Expected
	pc_5GCN and (pc_UTRA or pc_GERAN) and pc_5GS_IMS_eCall_Capable and pc_eCall_manual_Initiated

	C199
	TTCN
	pc_EN_DC and pc_directSCG_SCellActivation_r16 and (pc_IntraBand_Contiguous_ENDC or pc_IntraBand_Contiguous_CA_WithinFR2)

	
	Expected
	pc_EN_DC and pc_directSCG_SCellActivation_r16 and (pc_IntraBand_Contiguous_CA_WithinFR1 or pc_IntraBand_Contiguous_CA_WithinFR2)

	C201
	TTCN
	pc_EN_DC and pc_directSCG_SCellActivation_r16 and (pc_InterBand_ENDC_IncludingFR1_FR2 or pc_InterBand_NRDC_BetweenFR1_FR2 or pc_InterBand_CA_BetweenFR1_FR2)

	
	Expected
	pc_EN_DC and pc_directSCG_SCellActivation_r16 and (pc_InterBand_CA_WithinFR1 or pc_InterBand_CA_WithinFR2 or pc_InterBand_CA_BetweenFR1_FR2)

	C223
	TTCN
	pc_5GCN and (pc_InterBand_CA_WithinFR1 or pc_InterBand_CA_WithinFR2 or pc_InterBand_CA_BetweenFR1_FR2) and pc_inactiveState and pc_directSCG_SCellActivationResume_r16 and pc_InterBand_NRDC_BetweenFR1_FR2

	
	Expected
	pc_5GCN and (pc_InterBand_CA_WithinFR1 or pc_InterBand_CA_WithinFR2) and pc_inactiveState and pc_directSCG_SCellActivationResume_r16 and pc_InterBand_NRDC_BetweenFR1_FR2

	C225
	TTCN
	pc_EN_DC and pc_idleInactiveNR_MeasReport

	
	Expected
	pc_EN_DC and (pc_nrIdleInactiveNRFR1_MeasReport or pc_nrIdleInactiveNRFR2_MeasReport)

	C250
	TTCN
	pc_NE_DC and pc_inactiveState and pc_multiple_CEF_Report_r17

	
	Expected
	pc_5GCN and pc_multiple_CEF_Report_r17



