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1. [bookmark: _Toc122434485][bookmark: _Toc126242285]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk37related to the title of this CR.
Contact:	Ting Gao
	gaoting@starpointcomm.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc126242286]Corrections required
1.1 Change 1
	Function name
	fl_TC_9_1_5_1_3a_TestBody

	Reason for change
	In current ttcn implementation, step61 the AllowedNSSAI in RegistrationAccept message is the requestedNSSAI of registration Request message received from UE, in which the SST may missing.

	Summary of change
	Set SST value in step61according to TS38.523-1 Table 9.1.5.1.3a.3.3-14: REGISTRATION ACCEPT

	TTCN module
	Initial_Registration_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	function fl_TC_9_1_5_1_3a_TestBody() runs on NR5GC_PTC
  {
    …

    //@siclog "Steps 52-60" siclog@
    f_NR5GC_RRC_Idle_Steps5_13 (v_GMM_MobilityInfo, v_NGC_NASCellG, v_ReceivedMsg, v_PLMN, TESTMode_OFF, Initial_Secure);

    //@siclog "Step 61" siclog@
    v_AllowedNSSAI := v_ReceivedMsg.Pdu.PiggybackedPduList[0].Msg.registration_Request.requestedNSSAI;
    v_AllowedNSSAI.iei := '15'O;
    v_MsgToSend := f_Get_NG_RegistrationAcceptMsg (Initial_Secure,
                                                   v_GMM_MobilityInfo,  // @sic R5-206426 sic@
                                                   v_GUTIToSend,
                                                   v_TAIList,
                                                   omit,
                                                   v_AllowedNSSAI,
                                                   -,-,-,
                                                   v_GMM_MobilityInfo.SessionStatus //@sic R5-198509 sic@
                                                   );
    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellG, tsc_NR_RbId_SRB1, -, cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered, v_MsgToSend)));
    
    //@siclog "Steps 62-67" siclog@
f_NR5GC_RRC_Idle_Steps15_20(v_NGC_NASCellG, TESTMode_OFF, noRrcConnectionRelease); 

…
  }


After Change:
	function fl_TC_9_1_5_1_3a_TestBody() runs on NR5GC_PTC
  {
    …

    //@siclog "Steps 52-60" siclog@
    f_NR5GC_RRC_Idle_Steps5_13 (v_GMM_MobilityInfo, v_NGC_NASCellG, v_ReceivedMsg, v_PLMN, TESTMode_OFF, Initial_Secure);

    //@siclog "Step 61" siclog@
    v_AllowedNSSAI := v_ReceivedMsg.Pdu.PiggybackedPduList[0].Msg.registration_Request.requestedNSSAI;
v_AllowedNSSAI.iei := '15'O;
	v_AllowedNSSAI.lvPart.iel := '06'O;
	v_AllowedNSSAI.lvPart.s_nssai[0].vPart.mappedSST := '01'O;
	v_AllowedNSSAI.lvPart.s_nssai[1].vPart.mappedSST := '02'O;
	v_AllowedNSSAI.lvPart.s_nssai[0].iel := '02'O;
	v_AllowedNSSAI.lvPart.s_nssai[1].iel := '02'O;
    v_MsgToSend := f_Get_NG_RegistrationAcceptMsg (Initial_Secure,
                                                   v_GMM_MobilityInfo,  // @sic R5-206426 sic@
                                                   v_GUTIToSend,
                                                   v_TAIList,
                                                   omit,
                                                   v_AllowedNSSAI,
                                                   -,-,-,
                                                   v_GMM_MobilityInfo.SessionStatus //@sic R5-198509 sic@
                                                   );
    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellG, tsc_NR_RbId_SRB1, -, cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered, v_MsgToSend)));
    
    //@siclog "Steps 62-67" siclog@
f_NR5GC_RRC_Idle_Steps15_20(v_NGC_NASCellG, TESTMode_OFF, noRrcConnectionRelease); 

…
  }



