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2.1 [bookmark: _Toc138964075]Correction to the Function f_TC_8_1_6_1_1_2_NR5GC
	Function name
	f_TC_8_1_6_1_1_2_NR5GC

	Reason for change
	· In the current TTCN implementation of the function f_TC_8_1_6_1_1_2_NR5GC() , TEST_LOOPModeA_ON is configured in the preamble function “f_MultipleQoSPreamble_Part1” where as in the function “f_NR5GC_RRC_ConnectedState3N_Def” , TEST_LOOPModeB_ON is used.
· As this test case is also configuring v_IP_PDU_delay , it is proposed to stick with TEST_LOOPModeB_ON in preamble.

	Summary of change
	· f_MultipleQoSPreamble_Part1 is configured with TEST_LOOPModeB_ON

	TTCN module
	ttcn/develop/NR5GC/8_1_6/RRC_MDT_IntraNR_Immediate_NR5GC.ttcn

	MCC160 Comment
	



    
Before Change:
	  function f_TC_8_1_6_1_1_2_NR5GC() runs on NR5GC_PTC
  { //Immediate MDT / Measurement / Latency metrics for UL PDCP Packet Delay per DRB
   
    << SKIPPED CODE >>
    v_GSM_MobilityInfo_Type := f_MultipleQoSPreamble_Part1 (nr_Cell1, TEST_LOOPModeA_ON); //@sic R5s230321 sic@
    << SKIPPED CODE >>
}



After Change:
	function f_TC_8_1_6_1_1_2_NR5GC() runs on NR5GC_PTC
  { //Immediate MDT / Measurement / Latency metrics for UL PDCP Packet Delay per DRB
   
    << SKIPPED CODE >>
    v_GSM_MobilityInfo_Type := f_MultipleQoSPreamble_Part1 (nr_Cell1); //@sic R5s230321 sic@ //WA#WI=1166950
    << SKIPPED CODE >>
}



