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<< Unchanged sections omitted >>
7.6.2F.4	Test Description
7.6.2F.4.1	Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions and test frequencies based on the subset of E-UTRA operating bands defined for NB-IoT in clause 5.2F. All of these configurations shall be tested with applicable test parameters, and are shown in table 7.6.2F.4.1-1. The details of the downlink reference measurement channels (RMCs) are specified in Annex A.3. Configurations of NPDSCH and NPDCCH before measurement are specified in Annex C.2.
Table 7.6.2F.4.1-1: Test Configuration Table for FDD & TDD
	Initial Conditions

	Test Environment as specified in TS 36.508 [7] clause 8.1.1
	NC

	Test Frequencies as specified in TS36.508 [7] clause 8.1.3.1
	Frequency ranges defined in Annex K.1.1 (Note)

	Configuration ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	Subcarriers
	Modulation
	Ntones
	Subcarrier spacing

	1
	QPSK
	12
	BPSK
	1@0
	15 kHz

	Note:	Among all frequency bands ranges below 1GHz supported by the UEIf UE only supports one operating band below 1GHz, one test frequency chosen arbitrarily from low or high range of supported band defined in Annex K.1.1 is tested; Among all frequency bands ranges above 1GHz supported by the UEIf UE only supports one operating band above 1GHz, one test frequency chosen arbitrarily from low or high range of supported band defined in Annex K.1.1 is tested.



1.	Connect the SS to the UE antenna connector as shown in TS 36.508 [7] Annex A, Figure A.5 using only the main UE Tx/Rx antenna.
2.	The parameter settings for the cell are set up according to TS 36.508 [7] subclause 8.1.4.3.
< End of changes >>
