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<Start of modified section>
Table 4-1: Applicability of tests and additional information for testing
	Clause
	TC Title
	Release
	Applicability Condition
	Applicability Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	Idle mode operations
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	…
	
	
	
	
	
	
	
	

	8.1.3.15
	LTE RRC connection release / Success / With idle mode measurement information / No idle mode measurement capability provided
	Rel-15
	C372
	UEs supporting E-UTRA and idle mode measurements
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.16
	RRC connection release / Redirection to another E-UTRAN frequency / MPS Priority Indication
	Rel-16
	Cxxx
	UEs supporting E-UTRA and RRC connection release with MPS priority indication
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.1.1
	RRC connection reconfiguration / Radio bearer establishment for transition from RRC_IDLE to RRC_CONNECTED / Success / Default bearer / Early bearer establishment
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


<End of modified section>
<Start of modified section> 
Table 4-1a: Applicability of tests Conditions
	C01	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	…

	C420	IF A.4.4-1/117 AND A.4.4-1/239 AND A.4.4-1/25 THEN R ELSE N/A

	Cxxx       IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/yyy THEN R ELSE N/A


<End of modified section>
<Start of modified section> 

[bookmark: OLE_LINK7][bookmark: OLE_LINK8]Table A.4.4-1: Additional information
	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	

	…

	246
	Support of NTN features in GSO scenario in CE Mode A
	36.306, 4.3.38.5
	Rel-17
	pc_ntn_GSO_ScenarioSupport_CE_ModeA
	

	247
	Support of NTN features in NGSO scenario in CE Mode A
	36.306, 4.3.38.5
	Rel-17
	pc_ntn_NGSO_ScenarioSupport_CE_ModeA
	

	yyy
	Support of mpsPriorityIndication on RRC release with redirect
	36.306, 4.3.15.23
	Rel-16
	pc_EUTRA_mpspriorityindication_r16
	

	Note 1:	A UE supporting this PICS shall set pc_StandaloneGNSS_Location to true.



<End of modified section>
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