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Outline 

• Support QoE metrics for MBS and other new services 

• Enhancement on RVQoE 

• QoE support in new use cases e.g. NTN,NPN 

• Rel-18 leftover, including  

 Align MDT with QoE in idle/inactive state        

 Align MDT with QoE in NR-DC 

 Align immediate MDT with the QoE for UE returns from idle state 
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QoE metrics for MBS and other new service types 

• The MBS is specified as communication service type in R18 as SA4 

indication while the metrics is still unspecified. If the metrics for MBS 

service is specified by SA4 in R19, how the QoE is specified for the metrics 

of MBS should be further discussed in RAN.  

• SA4 may specify the metrics for some new service type in their new work 

items. The QoE for the new service type should be specified in the RAN 

specification.  

 

     Proposal 1: In R19, further discuss the support for MBS QoE metrics and    

     other new service types 
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RVQoE 

• In R17 and R18, the RVQoE is specified for RAN RRM optimization. But we 

have one limitation for the RVQoE triggered, i.e. the RVQoE metrics should 

be part of the metrics legacy QoE.  

• It is useful to consider how to remove the restriction mentioned above to 

enable the configuration of RVQoE metrics independent from the 

configured legacy QoE.  

 

     Proposal 2: Discuss how to specify the metrics of RVQoE independent      

     from the configured legacy QoE  
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QoE for other use cases 

• In the contributions of Rel-19 workshop, some companies proposed to 

study the QoE measurements in PC5, NTN, NPN scenarios etc. The QoE 

measurement may be impacted by these scenarios but not crystal clear.  

• Short study phase for the QoE under new scenarios, and if impact, add this 

topic in WI. 

 

 

      Proposal 3: It is proposed to have short study phase for the QoE  

      supporting in PC5, NTN, NPN scenarios in R19 
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Rel-18 Leftover 

 

• In the Nov RAN WGs meeting, the WI of R18 NR QoE is formally closed. But 

there are some topics not discussed due to the time limited including e.g.   
 how to support the alignment between the Idle QoE and logged MDT.  

 how to support the alignment between the immediate MDT and QoE for UE returns 

from idle state. 

 how to support the alignment between MDT and QoE in NR-DC.  

 

   Proposal 4: Specify the R18 leftover issue in R19, including but not limited     

   the following topics: alignment of MDT with QoE for UE in idle/inactive state     

   and  return connected state from idle state, alignment of MDT and QoE in NR- 

   DC. 
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Summary 

• Proposal 1: In R19, further discuss the support for MBS QoE metrics and    

      other new service types 

• Proposal 2: Discuss how to specify the metrics of RVQoE independent      

       from the configured legacy QoE  

• Proposal 3: It is proposed to have short study phase for the QoE  

       supporting in PC5, NTN, NPN scenarios in R19 

• Proposal 4: Specify the R18 leftover issue in R19, including but not limited  

the following topics: alignment of MDT with QoE for UE in idle/inactive 

state and  return connected state from idle state, alignment of MDT and 

QoE in NR-DC 
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