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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.104
	0519
	0
	Rel-16
	[NR_unlic] CR for 38.104: Removal of applicability rule (Rel-16, Cat F)
	F
	16.17.0
	-
	R4-2318091
	Nokia, Nokia Shanghai Bell
	NR_Unlic-Perf
	8.2.11.1
	

	38.104
	0520
	0
	Rel-17
	[NR_unlic] CR for 38.104: Removal of applicability rule (Rel-17, Cat A)
	A
	17.11.0
	-
	R4-2318092
	Nokia, Nokia Shanghai Bell
	NR_Unlic-Perf
	8.2.11.1
	

	38.104
	0521
	0
	Rel-18
	[NR_unlic] CR for 38.104: Removal of applicability rule (Rel-18, Cat A)
	A
	18.3.0
	-
	R4-2318093
	Nokia, Nokia Shanghai Bell
	NR_Unlic-Perf
	8.2.11.1
	

	38.133
	3661
	0
	Rel-16
	CR on R16 positioning test cases
	F
	16.17.0
	-
	R4-2318345
	CATT
	NR_pos-Perf
	A.7.6.9, A.7.6.10, A.7.6.11, A.7.7.12
	Test: TS 37.571


	38.133
	3662
	0
	Rel-17
	CR on R16 positioning test cases
	A
	17.11.0
	-
	R4-2318346
	CATT
	NR_pos-Perf
	A.7.6.9, A.7.6.10, A.7.6.11, A.7.7.12
	Test: TS 37.571


	38.133
	3663
	0
	Rel-18
	CR on R16 positioning test cases
	A
	18.3.0
	-
	R4-2318347
	CATT
	NR_pos-Perf
	A.7.6.9, A.7.6.10, A.7.6.11, A.7.7.12
	Test: TS 37.571


	38.133
	3723
	0
	Rel-16
	Draft CR on CSSF in NR-U
	F
	16.17.0
	-
	R4-2319158
	Ericsson
	NR_unlic-Core
	9.1.5.1.1, 9.1.5.1.2
	Test: TS38.533


	38.133
	3724
	0
	Rel-17
	CR on CSSF in NR-U
	A
	17.11.0
	-
	R4-2319159
	Ericsson
	NR_unlic-Core
	9.1.5.1, 9.1.5.1.1, 9.1.5.1.2
	Test: TS38.533


	38.133
	3725
	0
	Rel-18
	CR on CSSF in NR-U
	A
	18.3.0
	-
	R4-2319160
	Ericsson
	NR_unlic-Core
	9.1.5.1, 9.1.5.1.1, 9.1.5.1.2
	Test: TS38.533


	38.133
	3852
	0
	Rel-17
	[NR_unlic-Perf] HO test cases under CCA update
	A
	17.11.0
	-
	R4-2320479
	Qualcomm Incorporated
	NR_unlic-Perf
	A.11.2.1.7, A.11.2.1.8
	Test: TS 38.533


	38.133
	3853
	0
	Rel-18
	[NR_unlic-Perf] HO test cases under CCA update
	A
	18.3.0
	-
	R4-2320480
	Qualcomm Incorporated
	NR_unlic-Perf
	A.11.2.1.7, A.11.2.1.8
	Test: TS 38.533


	38.133
	3867
	1
	Rel-15
	[NR_newRAT-Core]: Modify the condition for gradual timing adjustment.
	F
	15.23.0
	-
	R4-2321539
	ZTE
	NR_newRAT-Core
	7.1.2.1
	

	38.133
	3868
	0
	Rel-16
	[NR_unlic-Core]: Modify the condition for gradual timing adjustment.
	A
	16.17.0
	-
	R4-2320569
	ZTE
	NR_unlic-Core
	7.1.2.1
	

	38.133
	3869
	0
	Rel-17
	[NR_unlic-Core]: Modify the condition for gradual timing adjustment.
	A
	17.11.0
	-
	R4-2320570
	ZTE
	NR_unlic-Core
	7.1.2.1
	

	38.133
	3870
	0
	Rel-18
	[NR_unlic-Core]: Modify the condition for gradual timing adjustment.
	A
	18.3.0
	-
	R4-2320571
	ZTE
	NR_unlic-Core
	7.1.2.1
	

	38.133
	3930
	0
	Rel-16
	[NR_unlic] EN-DC intra-frequency measurement test cases for NR-U - R16
	F
	16.17.0
	-
	R4-2320978
	Qualcomm
	NR_unlic-Perf
	A.10.4.1.1, A.10.4.1.2, A.10.4.1.3, A.10.4.1.4, A.10.4.1.5, A.10.4.1.5, A.10.4.1.7. A.10.4.1.8
	

	38.133
	3931
	0
	Rel-17
	[NR_unlic] EN-DC intra-frequency measurement test cases for NR-U - R17
	A
	17.11.0
	-
	R4-2320979
	Qualcomm
	NR_unlic-Perf
	A.10.4.1.1, A.10.4.1.2, A.10.4.1.3, A.10.4.1.4, A.10.4.1.5, A.10.4.1.5, A.10.4.1.7. A.10.4.1.8
	

	38.133
	3932
	0
	Rel-18
	[NR_unlic] EN-DC intra-frequency measurement test cases for NR-U - R18
	A
	18.3.0
	-
	R4-2320980
	Qualcomm
	NR_unlic-Perf
	A.10.4.1.1, A.10.4.1.2, A.10.4.1.3, A.10.4.1.4, A.10.4.1.5, A.10.4.1.5, A.10.4.1.7. A.10.4.1.8
	

	38.133
	3944
	0
	Rel-16
	[NR_unlic-Perf] HO test cases under CCA update
	F
	16.17.0
	-
	R4-2321001
	Qualcomm Incorporated
	NR_unlic-Perf
	A.11.2.1.7, A.11.2.1.8
	Test: TS 38.533


	38.141-1
	0381
	0
	Rel-16
	[NR_unlic-Perf] CR to TS 38.141-1 on correction of table numbers for Local Area BS in-channel selectivity for bands n46, n96 and n102
	F
	16.17.0
	-
	R4-2318369
	Nokia, Nokia Shanghai Bell
	NR_unlic-Perf
	7.8.5
	

	38.141-1
	0382
	0
	Rel-17
	[NR_unlic-Perf] CR to TS 38.141-1 on correction of table numbers for Local Area BS in-channel selectivity for bands n46, n96 and n102
	A
	17.11.0
	-
	R4-2318370
	Nokia, Nokia Shanghai Bell
	NR_unlic-Perf
	7.8.5
	

	38.141-1
	0383
	0
	Rel-18
	[NR_unlic-Perf] CR to TS 38.141-1 on correction of table numbers for Local Area BS in-channel selectivity for bands n46, n96 and n102
	A
	18.3.0
	-
	R4-2318371
	Nokia, Nokia Shanghai Bell
	NR_unlic-Perf
	7.8.5
	

	38.141-1
	0397
	0
	Rel-16
	CR on 38.141: Correction on applicability rules for different bandwidth for PRACH with LRA=1151 and 571(Rel-16)
	F
	16.17.0
	-
	CR-Form-v12.2
	Huawei,HiSilicon
	NR_unlic-Perf
	8.1.2.7.3
	

	38.141-1
	0398
	0
	Rel-17
	CR on 38.141-1: Correction on applicability rules for different bandwidth for PRACH with LRA=1151 and 571(Rel-17)
	A
	17.11.0
	-
	R4-2320209
	Huawei,HiSilicon
	NR_unlic-Perf
	8.1.2.7.3
	

	38.141-1
	0399
	0
	Rel-18
	CR on 38.141-1: Correction on applicability rules for different bandwidth for PRACH with LRA=1151 and 571(Rel-18)
	A
	18.3.0
	-
	R4-2320210
	Huawei,HiSilicon
	NR_unlic-Perf
	8.1.2.7.3
	




