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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.101-4
	0445
	0
	Rel-17
	Correction of CSI FR1 RMC table foramt for CQI table 1
	F
	17.10.0
	-
	R4-2319737
	Ericsson
	NR_redcap-Perf
	A.4
	Test: TS38.521-4


	38.101-4
	0446
	0
	Rel-18
	Correction of CSI FR1 RMC table foramt for CQI table 1
	A
	18.1.0
	-
	R4-2319738
	Ericsson
	NR_redcap-Perf
	A.4
	Test: TS38.521-4


	38.101-4
	0458
	1
	Rel-17
	[NR_redcap-Perf] Align Measurement channel to test rank in CQI Redcap tests (Rel.17 - Cat F)
	F
	17.10.0
	-
	R4-2321182
	Qualcomm Incorporated
	NR_redcap-Perf
	6.2.2.2.2.4
	Test: TS 38.521-4


	38.101-4
	0459
	0
	Rel-18
	[NR_redcap-Perf] Align Measurement channel to test rank in CQI Redcap tests (Rel.18 - Cat A)
	A
	18.1.0
	-
	R4-2320786
	Qualcomm Incorporated
	NR_redcap-Perf
	6.2.2.2.2.4
	Test: TS 38.521-4


	38.106
	0043
	1
	Rel-17
	CR to 38.106: Correction of terminologies for NR repeaters (Rel-17)
	F
	17.6.0
	-
	R4-2321168
	NEC
	NR_repeaters-Core
	3.1, 6.8.1, 6.10.2.1, 7.9.2.1, 7.9.3.1
	Test: TS 38.115-1, 38.115-2


	38.106
	0044
	0
	Rel-18
	CR to 38.106: Correction of terminologies for NR repeaters (Rel-18)
	A
	18.2.0
	-
	R4-2320163
	NEC
	NR_repeaters-Core
	3.1, 6.8.1, 6.10.2.1, 7.9.2.1, 7.9.3.1
	Test: TS 38.115-1, 38.115-2


	38.106
	0046
	0
	Rel-17
	CR to TS 38.106 with correction of co-existence and co-location requirements
	F
	17.6.0
	-
	R4-2320263
	Nokia, Nokia Shanghai Bell
	NR_repeaters-Core
	6.5.4.2.2, 6.5.4.2.3
	Test: TS 38.115-1


	38.106
	0047
	1
	Rel-18
	CR to TS 38.106 with correction of co-existence and co-location requirements
	F
	18.2.0
	-
	R4-2321171
	Nokia, Nokia Shanghai Bell
	NR_repeaters-Core
	6.5.4.2.2, 6.5.4.2.3
	Test: TS 38.115-1


	38.114
	0008
	0
	Rel-17
	CR to TS 38.114 with update to manufacturer declaration and references
	F
	17.3.0
	-
	R4-2320265
	Nokia, Nokia Shanghai Bell
	NR_repeaters-Core
	4.1, 4.2
	

	38.115-1
	0021
	1
	Rel-17
	CR to 38.115-1: Correction of terminologies for NR repeaters (Rel-17)
	F
	17.3.0
	-
	R4-2321169
	NEC
	NR_repeaters-Perf
	3.1, 6.8.1.1, 6.9.1, 6.10.2.1, 6.10.2.4.2, 6.10.2.5
	Core: TS 38.106
Test: TS 38.115-2


	38.115-1
	0022
	0
	Rel-18
	CR to 38.115-1: Correction of terminologies for NR repeaters (Rel-18)
	A
	18.2.0
	-
	R4-2320165
	NEC
	NR_repeaters-Perf
	3.1, 6.8.1.1, 6.9.1, 6.10.2.1, 6.10.2.4.2, 6.10.2.5
	Core: TS 38.106
Test: TS 38.115-2


	38.115-1
	0023
	0
	Rel-17
	CR to TS 38.115-1 with correction of co-existence and co-location requirements
	F
	17.3.0
	-
	R4-2320266
	Nokia, Nokia Shanghai Bell
	NR_repeaters-Perf
	6.5.4.5.2, 6.5.4.5.3
	Core: TS 38.106


	38.115-1
	0024
	0
	Rel-18
	CR to TS 38.115-1 with correction of co-existence and co-location requirements
	F
	18.2.0
	-
	R4-2320267
	Nokia, Nokia Shanghai Bell
	NR_repeaters-Perf
	6.5.4.5.2, 6.5.4.5.3
	Core: TS 38.106


	38.115-2
	0009
	0
	Rel-17
	CR for TS 38.115-2, Remove multi-band related content for repeater type 2-O
	F
	17.3.0
	-
	R4-2318287
	CATT
	NR_repeaters-Perf
	6.4.4.2, 6.6.1.4.1, 6.6.2.4.1, 6.6.2.4.2
	

	38.115-2
	0010
	1
	Rel-17
	CR to 38.115-2: Correction of terminologies for NR repeaters
	F
	17.3.0
	-
	R4-2321170
	NEC
	NR_repeaters-Perf
	3.1, 6.9.2.1, 6.9.2.3, 6.9.2.4.2
	Core: TS 38.106
Test: TS 38.115-1


	38.133
	3714
	0
	Rel-17
	[NR_redcap-Perf] CR to CSI-RS-based RLM for 2Rx RedCap
	F
	17.11.0
	-
	R4-2319121
	Anritsu Corporation
	NR_redcap-Perf
	A.16.5.1.10, A.16.5.1.12, A.16.5.1.14, A.16.5.1.16 Isolated impact analysis: No change to UE requirements, changes test parameters only.
	Test: TS 38.533


	38.133
	3715
	0
	Rel-18
	[NR_redcap-Perf] CR to CSI-RS-based RLM for 2Rx RedCap
	A
	18.3.0
	-
	R4-2319122
	Anritsu Corporation
	NR_redcap-Perf
	A.16.5.1.10, A.16.5.1.12, A.16.5.1.14, A.16.5.1.16 Isolated impact analysis: No change to UE requirements, changes test parameters only.
	Test: TS 38.533


	38.133
	3739
	1
	Rel-17
	[NR_redcap-Core] CR to Rel-17 TS 38.133: on NR RedCap HO
	F
	17.11.0
	-
	R4-2321479
	ZTE Corporation
	NR_redcap-Core
	6.1D.1.1
	Test: TS38.533


	38.133
	3740
	0
	Rel-18
	[NR_redcap-Core] CR to Rel-18 TS 38.133: on NR RedCap HO
	A
	18.3.0
	-
	R4-2319294
	ZTE Corporation
	NR_redcap-Core
	6.1D.1.1
	Test: TS38.533


	38.133
	3750
	0
	Rel-17
	[NR_redcap-Perf] Correction to FR1 RedCap test cases
	F
	17.11.0
	-
	R4-2319345
	Huawei, HiSilicon, Starpoint
	NR_redcap-Perf
	A.3.9A.2.1, A.3.9A.3.1, A.16.3.1.7, A.16.3.2.1, A.16.3.2.2, A.16.3.2.3, A.16.5.2.3, A.16.5.2.4, A.16.6.7
	Test: TS 38.533


	38.133
	3751
	0
	Rel-18
	[NR_redcap-Perf] Correction to FR1 RedCap test cases
	A
	18.3.0
	-
	R4-2319346
	Huawei, HiSilicon, Starpoint
	NR_redcap-Perf
	A.3.9A.2.1, A.3.9A.3.1, A.16.3.1.7, A.16.3.2.1, A.16.3.2.2, A.16.3.2.3, A.16.5.2.3, A.16.5.2.4, A.16.6.7
	Test: TS 38.533


	38.133
	3760
	0
	Rel-17
	Modification on interruption in paging reception for HD-FDD RedCap UEs
	F
	17.11.0
	-
	R4-2319385
	Huawei, HiSilicon
	NR_redcap-Core
	5.1B.2.6
	Test: TS38.533


	38.133
	3761
	0
	Rel-18
	Modification on interruption in paging reception for HD-FDD RedCap UEs
	A
	18.3.0
	-
	R4-2319386
	Huawei, HiSilicon
	NR_redcap-Core
	5.1B.2.6
	Test: TS38.533


	38.133
	3780
	0
	Rel-17
	[NR_redcap-Perf] CR to TS 38.133: Corrections to RedCap test cases (Rel 17)
	F
	17.11.0
	-
	R4-2319830
	Rohde & Schwarz
	NR_redcap-Perf
	A.16.3.2.2.5-8
	Test: TS 38.533


	38.133
	3781
	0
	Rel-18
	[NR_redcap-Perf] CR to TS 38.133: Corrections to RedCap test cases (Rel 18)
	A
	18.3.0
	-
	R4-2319831
	Rohde & Schwarz
	NR_redcap-Perf
	A.16.3.2.2.5-8
	Test: TS 38.533


	38.133
	3799
	2
	Rel-17
	[NR_redcap-Core] CR on INACTIVE requirements
	F
	17.11.0
	-
	R4-2321628
	Huawei, HiSilicon,MediaTek inc.
	NR_redcap-Core
	5.1.2
	

	38.133
	3800
	0
	Rel-18
	[NR_redcap-Core] CR on INACTIVE requirements R18
	A
	18.3.0
	-
	R4-2319976
	Huawei, HiSilicon,MediaTek inc.
	NR_redcap-Core
	5.1.2
	

	38.133
	3808
	0
	Rel-18
	DraftCR: L1-RSRP measurement for beam reporting accuracy
	A
	18.3.0
	-
	R4-2320131
	Ericsson, Huawei, HiSilicon
	NR_redcap-Perf
	A.16.7.4.1, A.16.7.4.2, A.16.7.4.3 and A.16.7.4.4
	

	38.133
	3811
	0
	Rel-18
	Correction of requirements and parameters for RedCap testing
	A
	18.3.0
	-
	R4-2320134
	Ericsson
	NR_redcap-Perf
	A.16.6.2
	

	38.133
	3855
	0
	Rel-18
	[NR_redcap-Perf] redCap HO test cases update
	A
	18.3.0
	-
	R4-2320482
	Qualcomm Incorporated
	NR_redcap-Perf
	A.16.3.1.7, A.16.3.1.8
	Test: TS 38.533


	38.133
	3892
	2
	Rel-17
	Corrections of SDT Test Case Parameters for RedCap
	F
	17.11.0
	-
	R4-2321550
	Nokia, Nokia Shanghai Bell, Ericsson, MediaTek inc.
	NR_redcap-Perf
	A.16.2.1.1.2, A.16.2.1.2.2, A.17.2.1.1.1
	Test: TS 38.533


	38.133
	3893
	0
	Rel-18
	Corrections of SDT Test Case Parameters for RedCap
	A
	18.3.0
	-
	R4-2320804
	Nokia, Nokia Shanghai Bell, Ericsson, MediaTek inc.
	NR_redcap-Perf
	A.16.2.1.1.2, A.16.2.1.2.2, A.17.2.1.1.1
	Test: TS 38.533


	38.133
	3894
	0
	Rel-17
	Corrections to NR Measurements with Autonomous Gaps for RedCap
	F
	17.11.0
	-
	R4-2320859
	Nokia, Nokia Shanghai Bell
	NR_redcap-Perf
	A.16.6.7.2.2
	Test: TS 38.533


	38.133
	3900
	0
	Rel-17
	DraftCR: L1-RSRP measurement for beam reporting accuracy
	F
	17.11.0
	-
	R4-2320874
	Ericsson, Huawei, HiSilicon
	NR_redcap-Perf
	A.16.7.4.1, A.16.7.4.2, A.16.7.4.3 and A.16.7.4.4
	

	38.133
	3901
	0
	Rel-18
	Editorial corrections to rel-17 RedCap test cases
	F
	18.3.0
	-
	R4-2320875
	Ericsson
	NR_redcap-Perf
	A.16.2.1.1
	Test: TS38.533


	38.133
	3902
	1
	Rel-17
	Correction of requirements and parameters for RedCap testing
	F
	17.11.0
	-
	R4-2321485
	Ericsson
	NR_redcap-Perf
	A.16.6.2
	

	38.133
	3908
	1
	Rel-17
	NR_redcap-Perf Formal CR to Rel-17 TS 38.133: on RedCap Perf maintenance in TS 38.133
	F
	17.11.0
	-
	R4-2321486
	MediaTek inc.
	NR_redcap-Perf
	A.16.4 and A.16.5
	Test: TS 38.533


	38.133
	3909
	1
	Rel-18
	NR_redcap-Perf Formal CR to Rel-18 TS 38.133: on RedCap Perf maintenance in TS 38.133
	A
	18.3.0
	-
	R4-2321487
	MediaTek inc.
	NR_redcap-Perf
	A.16.4, A.16.5.3.2.1
	Test: TS 38.533


	38.133
	3933
	0
	Rel-17
	[NR_redcap] RLM and BFD test cases in FR2 RedCap - R17
	F
	17.11.0
	-
	R4-2320981
	Qualcomm
	NR_redcap-Perf
	A.17.5.1.3, A.17.5.2.1, A.17.5.2.2
	

	38.133
	3934
	0
	Rel-18
	[NR_redcap] RLM and BFD test cases in FR2 RedCap - R18
	A
	18.3.0
	-
	R4-2320982
	Qualcomm
	NR_redcap-Perf
	A.17.5.1.3, A.17.5.2.1, A.17.5.2.2
	

	38.133
	3935
	1
	Rel-17
	[NR_redcap] High priority search with eDRX in IDLE mode - R17
	F
	17.11.0
	-
	R4-2321481
	Qualcomm
	NR_redcap-Core
	4.2.2.7
	

	38.133
	3936
	0
	Rel-18
	[NR_redcap] High priority search with eDRX in IDLE mode - R18
	A
	18.3.0
	-
	R4-2320984
	Qualcomm
	NR_redcap-Core
	4.2.2.7
	

	38.133
	3937
	1
	Rel-17
	[NR_redcap] Correction CR for eDRX operation in IDLE mode - RedCap clauses (R17)
	F
	17.11.0
	-
	R4-2321482
	Qualcomm
	NR_redcap-Core
	4.2B.2.2, 4.2B.2.3, 4.2B.2.4, 4.2B.2.5, 4.2B.2.9, 4.2B.2.10, 4.2B.2.11,
	

	38.133
	3938
	0
	Rel-18
	[NR_redcap] Correction CR for eDRX operation in IDLE mode - RedCap clauses (R18)
	A
	18.3.0
	-
	R4-2320986
	Qualcomm
	NR_redcap-Core
	4.2B.2.2, 4.2B.2.3, 4.2B.2.4, 4.2B.2.5, 4.2B.2.9, 4.2B.2.10, 4.2B.2.11,
	

	38.133
	3939
	1
	Rel-17
	[NR_redcap] Correction CR for eDRX operation in IDLE mode - Non-RedCap clauses (R17)
	F
	17.11.0
	-
	R4-2321483
	Qualcomm
	NR_redcap-Core
	4.2.2.2, 4.2.2.3, 4.2.2.4, 4.2.2.5, 4.2.2.9, 4.2.2.10, 4.2.2.11
	

	38.133
	3940
	0
	Rel-18
	[NR_redcap] Correction CR for eDRX operation in IDLE mode - Non-RedCap clauses (R18)
	A
	18.3.0
	-
	R4-2320988
	Qualcomm
	NR_redcap-Core
	4.2.2.2, 4.2.2.3, 4.2.2.4, 4.2.2.5, 4.2.2.9, 4.2.2.10, 4.2.2.11
	

	38.133
	3945
	0
	Rel-17
	[NR_redcap-Perf] redCap HO test cases update
	F
	17.11.0
	-
	R4-2321002
	Qualcomm Incorporated
	NR_redcap-Perf
	A.16.3.1.7, A.16.3.1.8
	Test: TS 38.533


	38.852
	0006
	1
	Rel-17
	Correction to TR 38.852
	F
	17.2.0
	-
	R4-2321172
	Union Inter. Chemins de Fer
	NR_RAIL_EU_1900MHz_TDD
	9
	

	38.853
	0006
	1
	Rel-17
	Correction to TR 38.853
	F
	17.2.0
	-
	R4-2321173
	Union Inter. Chemins de Fer
	NR_RAIL_EU_900MHz
	9
	




