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********************* Start of the change ********************
[bookmark: _Toc368026179]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
- References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
- For a specific reference, subsequent revisions do not apply.
- For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	ITU-R Recommendation SM.329-10, "Unwanted emissions in the spurious domain"
[3]	ITU-R Recommendation M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000".
[bookmark: OLE_LINK44][bookmark: OLE_LINK45][4]	3GPP TS 36.211: "Physical Channels and Modulation".
[5]	3GPP TS 36.212: "Multiplexing and channel coding".
[6]	3GPP TS 36.213: "Physical layer procedures".
[7]	3GPP TS 36.331: " Requirements for support of radio resource management ".
[8]	3GPP TS 36.307: " Requirements on User Equipments (UEs) supporting a release-independent frequency band".
[9]	3GPP TS 36.423: "X2 application protocol (X2AP) ".
[10]	3GPP TS 23.303: "Technical Specification Group Services and System Aspects; Proximity-based services (ProSe); Stage 2".
[11]	3GPP TS36.300: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2".
[12]	3GPP TS36.104: "Base Station (BS) radio transmission and reception".
[13]	ETSI TS 102 792: "Intelligent Transport Systems (ITS); Mitigation techniques to avoid interference between European CEN Dedicated Short Range Communication (CEN DSRC) equipment and Intelligent Transport Systems (ITS) operating in the 5 GHz frequency range".
[14]	3GPP TS 36.306: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio access capabilities".
[15]	3GPP TS 23.401: “General Packet Radio Service (GPRS) enhancements for Evolved Universal Terrestrial Radio Access Network (E-UTRAN) access”
[16]	3GPP TS 23.256: “Support of Uncrewed Aerial Systems (UAS) connectivity, identification and tracking; Stage 2”.

********************* Unchanged Clauses Omitted *********************

[bookmark: _Toc368026181]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply in the case of a single component carrier. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
Aerial UE: UE supporting UAS (Uncrewed Aircraft Systems) with an aerial subscription as described in TS 23.401 [15] and supporting the respective mandatory capabilities as described in TS 36.306 [14]. The UE is considered to have an aerial subscription after the UE has performed a successful authentication and authorization of the aerial subscription as described in TS 23.256 [16].
Aggregated Channel Bandwidth: The RF bandwidth in which a UE transmits and receives multiple contiguously aggregated carriers.
Aggregated Transmission Bandwidth Configuration: The number of resource block allocated within the aggregated channel bandwidth.
Carrier aggregation: Aggregation of two or more component carriers in order to support wider transmission bandwidths.
Carrier aggregation band: A set of one or more operating bands across which multiple carriers are aggregated with a specific set of technical requirements.
Carrier aggregation bandwidth class: A class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by a UE.
Carrier aggregation configuration: A combination of CA operating band(s) and CA bandwidth class(es) supported by a UE.
Channel edge: The lowest and highest frequency of the carrier, separated by the channel bandwidth.
Channel bandwidth: The RF bandwidth supporting a single E-UTRA RF carrier with the transmission bandwidth configured in the uplink or downlink of a cell. The channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.
Composite spectrum emission mask: Emission mask requirement for intraband non-contiguous carrier aggregation which is a combination of individual sub-block spectrum emissions masks.
Composite spurious emission requirement: Spurious emission requirement for intraband non-contiguous carrier aggregation which is a combination of individual sub-block spurious emission requirements.
Contiguous carriers: A set of two or more carriers configured in a spectrum block where there are no RF requirements based on co-existence for un-coordinated operation within the spectrum block.
Contiguous resource allocation: A resource allocation of consecutive resource blocks within one carrier or across contiguously aggregated carriers. The gap between contiguously aggregated carriers due to the nominal channel spacing is allowed.
Contiguous spectrum: Spectrum consisting of a contiguous block of spectrum with no sub-block gaps.
Enhanced downlink control channel performance requirements type A: This defines performance requirements for downlink control channel assuming as baseline receiver reference symbol based linear minimum mean square error interference rejection combining plus CRS interference cancellation.
Enhanced downlink control channel performance requirements type B: This defines performance requirements for downlink control channel assuming as baseline receiver reference symbol based enhanced linear minimum mean square error interference rejection combining plus CRS interference cancellation.
Enhanced performance requirements type A: This defines performance requirements assuming as baseline receiver reference symbol based linear minimum mean square error interference rejection combining.
Enhanced performance requirements type B: This defines performance requirements assuming as baseline receiver using network assisted interference cancelation and suppression.
Enhanced performance requirements type C: This defines performance requirements assuming as baseline receiver      inter-stream interference cancellation.
Inter-band carrier aggregation: Carrier aggregation of component carriers in different operating bands.
NOTE:	Carriers aggregated in each band can be contiguous or non-contiguous.
Intra-band contiguous carrier aggregation: Contiguous carriers aggregated in the same operating band.
Intra-band non-contiguous carrier aggregation: Non-contiguous carriers aggregated in the same operating band.
Lower sub-block edge: The frequency at the lower edge of one sub-block. It is used as a frequency reference point for both transmitter and receiver requirements.
Category NB1/NB2 stand-alone operation: category NB1/NB2 is operating standalone when it utilizes its own spectrum, for example the spectrum used by GERAN systems as a replacement of one or more GSM carriers, as well as scattered spectrum for potential IoT deployment.
Category NB1/NB2 guard band operation: category NB1/NB2 is operating in guard band when it utilizes the unused resource block(s) within a E-UTRA carrier’s guard-band.
Category NB1/NB2 in-band operation: category NB1/NB2 is operating in-band when it utilizes the resource block(s) within a normal E-UTRA carrier or within a normal NR carrier plus 15 kHz at each edge (and not within NR minimum guard band).
Non-contiguous spectrum: Spectrum consisting of two or more sub-blocks separated by sub-block gap(s).
ProSe-enabled UE: A UE that supports ProSe requirements and associated procedures.
NOTE: As defined in TS 23.303 [10].
ProSe Direct Communication: A communication between two or more UEs in proximity that are ProSe-enabled.
NOTE: As defined in TS 23.303 [10].
ProSe Direct Discovery: A procedure employed by a ProSe-enabled UE to discover other ProSe-enabled UEs in its vicinity.
NOTE: As defined in TS 23.303 [10].
sTTI : A transmission time interval (TTI) of either one slot or one subslot as defined in TS 36.211 [4] on either uplink or downlink.
Sub-block: This is one contiguous allocated block of spectrum for transmission and reception by the same UE. There may be multiple instances of sub-blocks within an RF bandwidth.
Sub-block bandwidth: The bandwidth of one sub-block.
Sub-block gap: A frequency gap between two consecutive sub-blocks within an RF bandwidth, where the RF requirements in the gap are based on co-existence for un-coordinated operation.
Synchronized operation: Operation of TDD in two different systems, where no simultaneous uplink and downlink occur.
Unsynchronized operation: Operation of TDD in two different systems, where the conditions for synchronized operation are not met.
Upper sub-block edge: The frequency at the upper edge of one sub-block. It is used as a frequency reference point for both transmitter and receiver requirements.
V2X Communication: V2X (Vehicle to Everything) service is operating in ITS spectrum and/or LTE licensed operating bands.

********************* Unchanged Clauses Omitted *********************

[bookmark: _Toc368026183]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
ABS	Almost Blank Subframe
ACLR	Adjacent Channel Leakage Ratio
ACS	Adjacent Channel Selectivity
A-MPR	Additional Maximum Power Reduction
AWGN	Additive White Gaussian Noise
BS	Base Station
CA	Carrier Aggregation
CA_X	Intra-band contiguous CA of component carriers in one sub-block within Band X where X is the applicable E-UTRA operating band
CA_X-X	Intra-band non-contiguous CA of component carriers in two sub-blocks within Band X where X is the applicable E-UTRA operating band
CA_X-X-X	Intra-band non-contiguous CA of component carriers in three sub-blocks within Band X where X is the applicable E-UTRA operating band
CA_X-X-X-X	Intra-band non-contiguous CA of component carriers in four sub-blocks within Band X where X is the applicable E-UTRA operating band
CA_X-Y	Inter-band CA of component carrier(s) in one sub-block within Band X and component carrier(s) in one sub-block within Band Y where X and Y are the applicable E-UTRA operating band
CA_X-X-Y	CA of component carriers in two sub-blocks within Band X and component carrier(s) in one sub-block within Band Y where X and Y are the applicable E-UTRA operating bands
CC	Component Carriers
CG	Carrier Group
CPE	Customer Premise Equipment
CPE_X	Customer Premise Equipment for E-UTRA operating band X
CW	Continuous Wave
DC	Dual Connectivity
DC_X-Y	Inter-band DC of component carrier(s) in one sub-block within Band X and component carrier(s) in one sub-block within Band Y where X and Y are the applicable E-UTRA operating band
DL	Downlink
DIP	Dominant Interferer Proportion
EARFCN 	E-UTRA Absolute Radio Frequency Channel Number
EIRP	Effective Isotropic Radiated Power
EPRE	Energy Per Resource Element
E-UTRA 	Evolved UMTS Terrestrial Radio Access
EUTRAN	Evolved UMTS Terrestrial Radio Access Network
EVM	Error Vector Magnitude
FDD	Frequency Division Duplex
FRC	Fixed Reference Channel
GNSS	Global Navigation Satellite Systems
HD	Half-Duplex for Sidelink Operation
HD-FDD	Half- Duplex FDD
ITS	Intelligent Transportation Systems
MCS	Modulation and Coding Scheme
MCG	Master Cell Group
MOP	Maximum Output Power
MPR	Maximum Power Reduction
MSD	Maximum Sensitivity Degradation
OCNG	OFDMA Channel Noise Generator
OFDMA	Orthogonal Frequency Division Multiple Access
OOB	Out-of-band
PA	Power Amplifier
PCC	Primary Component Carrier
PMCH	Physical Multicast Channel
P-MPR	Power Management Maximum Power Reduction
ProSe	Proximity-based Services
PSBCH	Physical Sidelink Broadcast CHannel
PSCCH	Physical Sidelink Control CHannel
PSDCH	Physical Sidelink Discovery CHannel
PSS	Primary Synchronization Signal
PSS_RA	PSS-to-RS EPRE ratio for the channel PSS
SSSS	Secondary Sidelink Synchronization Signal
PSSCH	Physical Sidelink Shared CHannel
PSSS	Primary Sidelink Synchronization Signal
RE	Resource Element
REFSENS	Reference Sensitivity power level
r.m.s	Root Mean Square
SCC	Secondary Component Carrier
SDO	Standalone Downlink Only
SCG	Secondary Cell Group
SINR	Signal-to-Interference-and-Noise Ratio
SNR	Signal-to-Noise Ratio
SSS	Secondary Synchronization Signal
SSS_RA	SSS-to-RS EPRE ratio for the channel SSSSSSS	Secondary Sidelink Synchronization Signal
TDD	Time Division Duplex
UAV	Uncrewed Aerial Vehicle
UE	User Equipment
UL	Uplink
UL-MIMO	Up Link Multiple Antenna transmission
UMTS	Universal Mobile Telecommunications System
UTRA	UMTS Terrestrial Radio Access
UTRAN	UMTS Terrestrial Radio Access Network
V2X	Vehicle to Everything
xCH_RA	xCH-to-RS EPRE ratio for the channel xCH in all transmitted OFDM symbols not containing cell-specific RS
xCH_RB	xCH-to-RS EPRE ratio for the channel xCH in all transmitted OFDM symbols containing cell-specific RS

********************* Unchanged Clauses Omitted *********************

[bookmark: _Toc368026188]4.3A	Applicability of minimum requirements (CA, UL-MIMO, ProSe, Dual Connectivity, UE category 0, UE category M1, UE category M2, UE category 1bis, UE category NB1 and NB2, V2X Communication, MBMS UE, LTE based 5G terrestrial broadcast, Aerial UE)
The feature-specific requirements in clauses 5, 6 and 7 which are specific related to CA, UL-MIMO, ProSe, Dual Connectivity, UE category 0, UE category M1, UE category M2, UE category 1bis, UE category NB1 and NB2, V2X Communication, and LTE based 5G terrestrial broadcast and Aerial UE are specified as suffix A, B, C, D, E, F, G, and H and K where;
a)	Suffix A additional requirements need to support CA
b)	Suffix B additional requirements need to support UL-MIMO
c)	Suffix C additional requirements need to support Dual Connectivity
d)	Suffix D additional requirements need to support ProSe
e)	Suffix E additional requirements need to support UE category 0, category M1, category M2, and category 1bis
f)	Suffix F additional requirements need to support UE category NB1 and NB2
g)	Suffix G additional requirements need to support V2X Communication
h)  Suffix H additional requirements needed to support LTE based 5G terrestrial broadcast
i)  Suffix K additional requirements needed to support Aerial UEs (UAV)
A terminal which supports the above features needs to meet both the general requirements and the additional requirement applicable to the additional subclause (suffix A, B, C, D, E, F, G, and H and K) in clauses 5, 6 and 7. Where there is a difference in requirement between the general requirements and the additional subclause requirements (suffix A, B, C, D, E, F, G and, H and K) in clauses 5, 6 and 7, the tighter requirements are applicable unless stated otherwise in the additional subclause.
A terminal which supports more than one of above features (CA, UL-MIMO, ProSe, Dual Connectivity, UE category 0, UE category M1, UE category M2, UE category 1bis, UE category NB1 and NB2, V2X Communication, and LTE based 5G terrestrial broadcast) in clauses 5, 6 and 7 shall meet all of the separate corresponding requirements.
For a terminal supporting CA, compliance with minimum requirements for non-contiguous intra-band carrier aggregation in any given operating band does not imply compliance with minimum requirements for contiguous intra-band carrier aggregation in the same operating band. 
For a terminal supporting CA, compliance with minimum requirements for contiguous intra-band carrier aggregation in any given operating band does not imply compliance with minimum requirements for non- contiguous intra-band carrier aggregation in the same operating band.
A terminal which supports a DL CA configuration shall support all the lower order fallback DL CA combinations and it shall support at least one bandwidth combination set for each of the constituent lower order DL combinations containing all the bandwidths specified within each specific combination set of the upper order DL combination.
A terminal which supports CA, for each supported CA configuration, shall support Pcell transmissions in each of the aggregated Component Carriers unless indicated otherwise in clause 5.6A.1.
Terminal supporting Dual Connectivity configuration shall meet the minimum requirements for corresponding CA configuration (suffix A), unless otherwise specified.
For a terminal that supports ProSe Direct Communication and/or ProSe Direct Discovery, the minimum requirements are applicable when
-	the UE is associated with a serving cell on the ProSe carrier, or
-	the UE is not associated with a serving cell on the ProSe carrier and is provisioned with the preconfigured radio parameters for ProSe Direct Communications and/or ProSe Direct Discovery that are associated with known Geographical Area, or
-	the UE is associated with a serving cell on a carrier different than the ProSe carrier, and the radio parameters for ProSe Direct Discovery on the ProSe carrier are provided by the serving cell, or
-	the UE is associated with a serving cell on a carrier different than the ProSe carrier, and has a non-serving cell selected on the ProSe carrier that supports ProSe Direct Discovery and/or ProSe Direct Communication.
When the ProSe UE is not associated with a serving cell on the ProSe carrier, and the UE does not have knowledge of its geographical area, or is provisioned with preconfigured radio parameters that are not associated with any Geographical Area, ProSe transmissions are not allowed, and the requirements in Section 6.3.3D apply.
A terminal that supports simultaneous E-UTRA ProSe sidelink transmissions and E-UTRA uplink transmissions for the inter-band E-UTRA ProSe/E-UTRA bands specified in Table 5.5D-2, shall meet the minimum requirements for the corresponding inter-band UL CA configuration (suffix A), unless otherwise specified. For transmitter characteristics specified in clause 6, the terminal is required to meet the conformance tests for the corresponding inter-band UL CA configuration and is not required to be retested with simultaneous E-UTRA ProSe sidelink and E-UTRA uplink transmissions.
A terminal that supports E-UTRA V2X intra-band multi-carrier operation including carrier aggregation for the band specified in Table 5.5G-3, shall meet the corresponding transmitter characteristics requirements (in subclauses with suffix G in Section 6) only when there are multiple active transmissions on all of the configured carrier components. When there is only one active transmission on one of the configured carrier components, the corresponding requirements for V2X single carrier operation apply for the corresponding active carrier component.
A terminal which supports MBMS (including 15 kHz, 7.5 kHz ,1.25 kHz, 2.5 kHz and 0.37 kHz subcarrier spacing), shall meet the minimum requirements in clauses 5 and 7. A terminal which supports MBMS is not required to support all kinds of subcarrier spacing.
A terminal that supports multiple TTI patterns in different carriers, different TTI patterns can only be used when the carriers are aggregated in inter-band manner. For intra-band carrier aggregation, only same TTI patterns and same TAG are allowed in aggregated carriers.

********************* Unchanged Clauses Omitted *********************
5.5H	Operating bands for LTE based 5G terrestrial broadcast
LTE based 5G terrestrial broadcast is designed to operate in the the operating bands defined in Table 5.5H-1.
Table 5.5H-1 5G terrestrial broadcast operating bands
	Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	

	107
	
	N/A
	
	612 MHz
	–
	652 MHz
	SDO

	108
	
	N/A
	
	470 MHz
	–
	698 MHz
	SDO



5.5K	Operating bands for Aerial UE
Aerial UE is designed to operate in LTE operating bands as defined in Table 5.5-1, following applicable spectrum regulations, e.g. ECC Decision (22)07 [x] for CEPT countries.


********************* Unchanged Clauses Omitted *********************


6.2.2G	UE maximum output power for V2X Communication
When UE is configured for E-UTRA V2X sidelink transmissions non-concurrent with E-UTRA uplink transmissions for E-UTRA V2X operating bands specified in Table 5.5G-1, the allowed V2X UE maximum output power for shall be as applied in Table 6.2.2-1 in subclause 6.2.2.
For V2X UE is configured for simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions for inter-band E-UTRA V2X / E-UTRA bands specified in Table 5.5G-2, the UE maximum output power shall be as specified in Table 6.2.2G-1 in subclause 6.2.2G for the corresponding inter-band con-current operation with uplink assigned to two bands.
Table 6.2.2G-1: Inter-band con-current V2X UE Power Class (two bands)
	V2X con-current band Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	V2X_3A-47A
	
	
	
	
	23
	+2/-34
	
	

	V2X_5A-47A
	
	
	
	
	23
	+2/-34
	
	

	V2X_7A-47A
	
	
	
	
	23
	+2/-34
	
	

	V2X_8A-47A
	
	
	
	
	23
	+2/-34
	
	

	V2X_20A-47A
	
	
	
	
	23
	+2/-34
	
	

	V2X_28A-47A
	
	
	
	
	23
	+2/-34
	
	

	V2X_34A-47A
	
	
	
	
	23
	+2/-34
	
	

	V2X_39A-47A
	
	
	
	
	23
	+2/-34
	
	

	V2X_41A-47A
	
	
	
	
	23
	+2/-34
	
	

	V2X_71A-47A
	
	
	
	
	23
	+2/-34
	
	

	NOTE 1: 	The con-current band combinations is used for V2X Service.
NOTE 2: 	PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 3: 	For inter-band con-current aggregation the maximum power requirement apply to the total transmitted power over all component carriers (per UE).
NOTE 4:	4 refers to the transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB



For intra-band contiguous multi-carrier operation, the maximum output power is defined in Table 6.2.2G-2.
Table 6.2.2G-2: V2X UE Power Class for intra-band contiguous multi-carrier operation
	V2X intra-band multi-carrier configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	V2X_47B
	
	
	
	
	23
	±2
	
	

	V2X_47C
	
	
	
	
	23
	±2
	
	

	NOTE 1: PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 2: For intra-band multi-carrier operation, the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).



When a UE is configured for E-UTRA V2X sidelink transmissions in Band 47, the UE shall meet the following additional requirements for transmission within the frequency ranges 5855-5925 MHz:
-	The maximum mean power spectral density shall be restricted to 23 dBm/MHz EIRP when the network signaling value NS_33 or NS_34 is indicated.
where the network signaling values are specified in clause 6.2.4G.
NOTE:	The PSD limit in EIRP shall be converted to conducted requirement depend on the supported post antenna connector gain Gpost connector declared by the UE following the principle described in annex I.
[bookmark: OLE_LINK11]For V2X UE supporting Transmit Diversity, if the UE transmits on two connectors at the same time, the maximum output power for any transmission bandwidth within the channel bandwidth is specified in Table 6.2.2G-3. The maximum output power is measured as the sum of the maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1ms).
Table 6.2.2G-3: V2X UE Power Class for Transmit Diversity scheme
	E-UTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	47
	
	
	26
	+2/-3
	23
	+2/-3
	
	



[bookmark: _Toc368026219]If the UE transmits on one antenna connector at a time, the requirements in Table 6.2.2-1 shall apply to the active antenna connector.
6.2.2K	UE maximum output power for Aerial UE
For Aerial UE, the requirements for power class 3 specified in clause 6.2.2 apply.

6.2.3	UE maximum output power for modulation / channel bandwidth
For UE Power Class 1, 2 and 3, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2-1due to higher order modulation and transmit bandwidth configuration (resource blocks) is specified in Table 6.2.3-1.
Table 6.2.3-1: Maximum Power Reduction (MPR) for Power Class 1, 2 and 3
	Modulation
	Channel bandwidth / Transmission bandwidth (NRB)
	MPR (dB)

	
	1.4
MHz
	3.0
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	

	QPSK
	> 5 
	> 4 
	> 8 
	> 12
	> 16
	> 18
	≤ 1

	16 QAM
	≤ 5 
	≤ 4
	≤ 8
	≤ 12
	≤ 16
	≤ 18
	≤ 1

	16 QAM
	> 5 
	> 4
	> 8
	> 12
	> 16
	> 18
	≤ 2

	64 QAM
	≤ 5 
	≤ 4
	≤ 8
	≤ 12
	≤ 16
	≤ 18
	≤ 2

	64 QAM
	> 5 
	> 4
	> 8
	> 12
	> 16
	> 18
	≤ 3

	256 QAM
	≥ 1
	≤ 5



For PRACH, PUCCH and SRS transmissions, the allowed MPR is according to that specified for PUSCH QPSK modulation for the corresponding transmission bandwidth.
For each TTI pattern, the MPR shall be evaluated per Teval period as specified in table 6.2.3-2 and given by the maximum value taken over the transmission(s) within that period; the maximum MPR over TREF is then applied for TREF.
Table 6.2.3-2: MPR evaluation period
	TTI pattern
	TREF
	Teval

	Subframe
	1 subframe
	1 slot

	Slot
	7 OS
	Min(Tno_hopping, 7OS)

	Sublot
	2 OS, 3OS
	Min(Tno_hopping, 2OS/3OS)



For UE Power Class 1 and 3 transmissions with non-contiguous resource allocation in single component carrier, the allowed Maximum Power Reduction (MPR) for the maximum output power in table 6.2.2-1, is specified as follows
MPR = CEIL {MA, 0.5}
Where MA is defined as follows for QPSK, 16 QAM and 64 QAM
MA =	8.00-10.12A		; 0.00< A ≤ 0.33
5.67 - 3.07A		; 0.33< A ≤0.77
3.31				; 0.77< A ≤1.00
Where MA is defined as follows for 256 QAM
MA = 8.00-10.12A		; 0.00< A ≤ 0.25
	5.50				; 0.25< A < 1.00
Where
	A = NRB_alloc / NRB.
	CEIL{MA, 0.5} means rounding upwards to closest 0.5dB, i.e. MPR  [3.0, 3.5 4.0 4.5 5.0 5.5 6.0 6.5 7.0 7.5 8.0]
The allowed MPR for transmission on an Scell in Band 46 or Band 49 within a component carrier of a nominal channel bandwidth of 10 MHz or 20 MHz is in accordance with 6.2.3-1 for RIV = ‘11111’ (10 MHz) and L = 10 (20 MHz) with L defined in Clause 8.1.4 of [6]. For all other possible values of the RIV defined in Clause 8.1.4 of [6] the allowed MPR is 2.5 dB for QPSK modulation, 3 dB for 16QAM modulation and 4 dB for 64QAM modulation (256QAM is FFS).
For a power class 2 capable UE operating on Band 41, when an IE P-max as defined in [7] of 23 dBm or lower is indicated in the cell or if the uplink/downlink configuration is 0 or 6, the requirements for power class 2 are not applicable, and the corresponding requirements for a power class 3 UE shall apply.
For each supported frequency band other than Band 14 and Band 41, the UE shall:
-	if the UE supports a different power class than the default UE power class for the band and the supported power class enables the higher maximum output power than that of the default power class:
-	if the band is a TDD band whose frame configuration is 0 or 6; or
-	if the IE P-Max as defined in TS 36.331 [7] is not provided; or
-	if the IE P-Max as defined in TS 36.331 [7] is provided and set to the maximum output power of the default power class or lower;
-	meet all requirements for the default power class of the operating band in which the UE is operating and set its configured transmitted power as specified in sub-clause 6.2.5;
-	else (i.e the IE P-Max as defined in TS 36.331 [7] is provided and set to the higher value than the maximum output power of the default power class):
-	meet all requirements for the supported power class and set its configured transmitted power class as specified in sub-clause 6.2.5.
For UE Power Class 2 transmissions with non-contiguous resource allocation in single component carrier, the allowed Maximum Power Reduction (MPR) for the maximum output power is not specified in this version of the specification.
For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2.5 apply.

********************* Unchanged Clauses Omitted *********************

6.2.3G.2	MPR for Power class 2 V2X UE
[bookmark: OLE_LINK66]For contiguous allocation of PSCCH and PSSCH simultaneous transmission, the allowed MPR for the maximum output power for V2X physical channels PSCCH and PSSCH shall be as specified in Table 6.2.3G.2-1 for power class 2.
Table 6.2.3G.2-1: Maximum Power Reduction (MPR) for power class 2 V2X Communication (Contiguous PSCCH and PSSCH transmission)
	Modulation
	Channel bandwidth / Transmission bandwidth (NRB)
	MPR (dB)

	
	1.4
MHz
	3.0
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	

	QPSK
	
	
	
	
	
	
	≤ 2

	16 QAM
	
	
	
	
	
	
	≤ 2.5

	64QAM
	
	
	
	
	
	
	≤ 3



For non-contiguous allocation of PSCCH and PSSCH simultaneous transmission, the allowed MPR for the maximum output power for V2X physical channels PSCCH and PSSCH shall be as specified as follows:
MPR = CEIL {MA, 0.5}
Where MA is defined as follows
For 10MHz channel bandwidth         MA =	4.5		         ; 0.0< A ≤ 0.2
8.5 – 20.0A		; 0.2< A ≤0.3
2.5				   ; 0.3< A ≤1.00
For 20MHz channel bandwidth         MA =	9.0		         ; 0.0< A ≤ 0.1
12.0 – 30.0A		; 0.1< A ≤0.3
3.0				   ; 0.3< A ≤1.00
Where
	A = NRB_alloc / NRB.
	        CEIL{MA, 0.5} means rounding upwards to closest 0.5dB.
6.2.3K	UE maximum output power for modulation / channel bandwidth for Aerial UE
For Aerial UE of Power Class 3, the allowed MPR for the maximum output power in Table 6.2.2-1 due to higher order modulation and transmit bandwidth configuration is specified in clause 6.2.3.

6.2.4	UE maximum output power with additional requirements
Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction (A-MPR) is allowed for the output power as specified in Table 6.2.2-1. Unless stated otherwise, an A-MPR of 0 dB shall be used.
For UE Power Class 1, 2 and 3 the specific requirements and identified subclauses are specified in Table 6.2.4-1 along with the allowed A-MPR values that may be used to meet these requirements. The allowed A-MPR values specified below in tables of this clause Table 6.2.4.-1 to 6.2.4-15 are in addition to the allowed MPR requirements specified in subclause 6.2.3.
Table 6.2.4-1: Additional Maximum Power Reduction (A-MPR)
	Network Signalling value
	Requirements (subclause)
	E-UTRA Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_01
	6.6.2.1.1
	Table 5.5-1
	1.4, 3, 5, 10, 15, 20
	Table 5.6-1
	N/A

	NS_03
	6.6.2.2.1
	2, 4,10, 23, 25, 35, 36, 66, 70
	3
	>5 
	≤ 1

	
	
	
	5
	>6
	≤ 1

	
	
	
	10
	>6
	≤ 1

	
	
	
	15
	>8
	≤ 1

	
	
	
	20
	>10
	≤ 1

	NS_04
	6.6.2.2.2, 6.6.3.3.19
	41
	5, 10, 15, 20
	Table 6.2.4-4, Table 6.2.4-4a

	NS_05
	6.6.3.3.1
	1
	10,15,20
	≥ 50 (NOTE1)
	≤ 1 (NOTE 1)

	
	
	
	15, 20
	Table 6.2.4-18 (NOTE2)

	
	
	65 (NOTE 3)
	10,15,20
	≥ 50
	≤ 1 (NOTE 1)

	
	
	
	15,20
	Table 6.2.4-18 (NOTE 2)

	NS_06
	6.6.2.2.3
	12, 13, 14, 17
	1.4, 3, 5, 10
	Table 5.6-1
	Clause
6.2.4-34b (NOTE 9)

	
	
	85
	5, 10
	Table 5.6-1
	N/A

	NS_07
	6.6.2.2.3
6.6.3.3.2
	13
	10
	Table 6.2.4-2

	NS_08
	6.6.3.3.3
	19
	10, 15
	> 44
	≤ 3

	NS_09
	6.6.3.3.4
	21
	10, 15
	> 40
	≤ 1

	
	
	
	
	> 55
	≤ 2

	
	
	74 (NOTE 6)
	10, 15
	> 40
	≤ 1

	
	
	
	
	> 55
	≤ 2

	NS_10
	
	20
	15, 20
	Table 6.2.4-3

	NS_11
	6.6.2.2.1 6.6.3.3.13
	23
	1.4, 3, 5, 10, 15, 20
	Table 6.2.4-5

	NS_12
	6.6.3.3.5
	26
	1.4, 3, 5, 10, 15
	Table 6.2.4-6

	NS_13
	6.6.3.3.6
	26
	5
	Table 6.2.4-7

	NS_14
	6.6.3.3.7
	26
	10, 15
	Table 6.2.4-8

	NS_15
	6.6.3.3.8
	26
	1.4, 3, 5, 10, 15
	Table 6.2.4-9
Table 6.2.4-10

	NS_16
	6.6.3.3.9
	27
	3, 5, 10
	Table 6.2.4-11, Table 6.2.4-12, Table 6.2.4-13

	NS_17
	6.6.3.3.10
	28
	3, 5, 10
	Table 5.6-1
	N/A

	NS_18
	6.6.3.3.11
	28
	5
	≥ 2
	≤ 1

	
	
	
	10, 15, 20
	≥ 1
	≤ 4

	NS_19
	6.6.3.3.12
	44
	10, 15, 20
	Table 6.2.4-14

	NS_20
	6.2.2
6.6.2.2.1
6.6.3.3.14
	23
	5, 10, 15, 20
	Table 6.2.4-15

	NS_21
	6.6.2.2.1 6.6.3.3.15
	30
	5, 10
	Table 6.2.4-16

	NS_22
	6.6.3.3.16
	42(NOTE 8), 43
	5, 10, 15, 20
	Table 6.2.4-17

	NS_23
	6.6.3.3.17
	42(NOTE 8), 43
	5, 10, 15, 20
	N/A

	NS_24
	6.6.3.3.20
	65 (NOTE 4)
	5, 10, 15, 20
	Table 6.2.4-19

	NS_25
	6.6.3.3.21
	65 (NOTE 4)
	5, 10, 15, 20
	Table 6.2.4-20

	NS_26
	6.6.3.3.22
	68
	10, 15
	Table 6.2.4-21

	NS_27
	6.6.2.2.5,
6.6.3.3.23
	48
	5, 10, 15, 20
	Table 6.2.4-22

	NS_28
	6.2.2A,
6.6.2.2.6
6.6.3.3.24
	46 (NOTE 5)
	20
	Table 6.2.4-23

	NS_29
	6.2.2A,
6.6.2.3.1a, 6.6.3.3.25
	46 (NOTE 5)
	20
	Table 6.2.4-24

	NS_30
	6.2.2A, 6.6.3.3.26
	46 (NOTE 5)
	20
	Table 6.2.4-25

	NS_31
	6.2.2A, 6.6.3.3.27
	46 (NOTE 5)
	20
	Table 6.2.4-26

	NS_32
	-
	-
	-
	-
	-

	…
	
	
	
	
	

	NS_35
	6.6.2.2.7
	71
	5, 10, 15, 20
	N/A

	NS_36
	6.6.3.3.28
	68
	5, 10, 15
	Table 6.2.4-27

	NS_38
	6.6.3.3.29
	74
	1.4, 3, 5, 10, 15, 20
	Table 6.2.4-28

	NS_39
	6.6.3.3.30
	74
	10, 15, 20
	Table 6.2.4-29

	NS_40
	6.6.3.3.31
	51
	3, 5
	Table 6.2.4-30a, Table 6.2.4-30b

	NS_41
	6.6.3.3.31
	50
	3, 5, 10, 15, 20
	Table 6.2.4-31

	NS_42
	6.6.3.3.32
	50
	3, 5, 10, 15, 20
	Table 6.2.4-32

	NS_43
	6.6.2.2.5
6.6.3.3.23
	49
	20
	Table 6.2.4-33

	NS_44
	6.6.3.3.33
	38 (Note 7)
	5, 10, 15, 20
	Table 6.2.4-34

	NS_45
	6.6.3.3.34
	53
	1.4, 3, 5, 10
	N/A

	..
	
	
	
	

	NS_56
	6.6.3.3.35
	24
	5, 10
	Table 6.2.4-34a

	..
	
	
	
	

	NS_62
	6.6.3.3.36
	54
	1.4, 3, 5
	N/A

	NS_UAV_7010
	6.6.3K
	3
	1.4, 3, 5, 10, 15, 20
	Table 6.6.3K-1

	NS_UAV_4410
	6.6.3K
	38 
	5, 10, 15, 20
	Table 6.6.3K-2

	NS_UAV_4610
	6.6.3K
	7 
	5, 10, 15, 20
	Table 6.6.3K-3

	NOTE 1:	Applicable when the lower edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1915.7 MHz) + 4 MHz + the channel BW assigned, where channel BW is as defined in subclause 5.6.  A-MPR for operations below this frequency is not covered in this version of specifications except for the channel assignments in NOTE2 as the emissions requirement in 6.6.3.3.1 may not be met. For 10MHz channel bandwidth whose carrier frequency is larger than or equal to 1945 MHz or 15 MHz channel bandwidth whose carrier frequency is larger than or equal to 1947.5 MHz, no A-MPR applies.
NOTE 2:	Applicable when carrier frequency is 1932.5 MHz for 15MHz channel bandwidth or 1930 MHz for 20MHz channel bandwidth case.
NOTE 3:	Applicable when the E-UTRA carrier is within 1920-1980 MHz.
NOTE 4:	Applicable when the upper edge of the channel bandwidth frequency is greater than 1980MHz.
NOTE 5:	Applicable only for an LAA Scell configured in Band 46.
NOTE 6:	Applicable when the E-UTRA carrier is within 1447.9 – 1462.9 MHz
NOTE 7:	Applicable for power class 2 UE in E-UTRA carrier with channel bandwidth is confined within 2570 MHz and 2615 MHz
NOTE 8:	Not applicable for power class 2 UE in Band 42
NOTE 9: 	Applicable only for power class 1 UE in Band 12. Not applicable for all other cases.
NOTE 10:The index of the sequence NS_UAV corresponds to the value of [additionalSpectrumEmissionUAV]





Table 6.2.4-2: A-MPR for "NS_07"
	Parameters
	Region A
	Region B
	Region C

	RBstart
	0 - 12
	13 – 18
	19 – 42
	43 – 49

	LCRB [RBs]
	6-8
	1 to 5 and 9-50
	≥8
	≥18
	≤2

	A-MPR [dB]
	≤ 8
	≤ 12
	≤ 12
	≤ 6
	≤ 3

	NOTE 1;	RBstart indicates the lowest RB index of transmitted resource blocks
NOTE 2;	LCRB is the length of a contiguous resource block allocation
NOTE 3:	For intra-subframe frequency hopping between two regions, notes 1 and 2 apply on a per slot basis. For intra-slot or intra-subslot frequency hopping between two regions, notes 1 and 2 apply on a per Tno_hopping basis.
NOTE 4;	For intra-subframe frequency hopping between two regions, the larger A-MPR value of the two regions may be applied for both slots in the subframe. For intra-slot frequency hopping between two regions, the larger A-MPR value of the two regions may be applied for the slot. For intra-subslot frequency hopping between two regions, the larger A-MPR value of the two regions may be applied for the subslot.



Table 6.2.4-3: A-MPR for "NS_10"
	Channel
bandwidth [MHz]
	Parameters
	Region A

	15
	RBstart
	0 – 10

	
	LCRB [RBs]
	1 -20

	
	A-MPR [dB]
	≤ 2

	20
	RBstart
	0 – 15

	
	LCRB [RBs]
	1 -20

	
	A-MPR [dB]
	≤ 5

	NOTE 1:	RBstart indicates the lowest RB index of transmitted resource blocks
NOTE 2:	LCRB is the length of a contiguous resource block allocation
NOTE 3:	For intra-subframe frequency hopping which intersects Region A, notes 1 and 2 apply on a per slot basis. For intra-slot or intra-subslot frequency hopping which intersects Region A, notes 1 and 2 apply on a Tno_hopping basis.
NOTE 4:	For intra-subframe frequency hopping which intersect Region A, the larger A-MPR value may be applied for both slots in the subframe. For intra-slot frequency hopping which intersects Region A, the larger A-MPR value may be applied for the slot. For intra-subslot frequency hopping which intersects Region A, the larger A-MPR value may be applied for the subslot.



Table 6.2.4-4: A-MPR requirements for "NS_04" for Power Class 3 UE
	Channel bandwidth [MHz]
	Parameters


	5
	Fc [MHz]
	≤ 2500.5
	> 2500.5

	
	RBstart
	0 - 8
	9 – 24
	0 - 24

	
	LCRB [RBs]
	> 0
	> 0
	> 0

	
	A-MPR [dB]
	≤ 2
	0
	0

	10
	Fc [MHz]
	≤ 2504
	> 2504

	
	RBstart
	0 - 8
	9 - 35
	36 - 49
	0 - 49

	
	LCRB [RBs]
	≤ 15
	> 15 and < 25
	≥ 25
	N/A
	> 0
	> 0

	
	RBstart + LCRB [RBs]
	N/A
	N/A
	N/A
	≥ 45
	N/A 
	N/A

	
	A-MPR [dB]
	≤ 3
	≤ 1
	≤ 2
	≤ 1
	0
	0

	15
	Fc [MHz]
	≤ 2510.8
	> 2510.8

	
	RBstart
	0 - 13
	14 – 59
	60 – 74
	0 - 74

	
	LCRB [RBs]
	≤ 18 or ≥ 36
	> 18 and < 36
	N/A
	> 0
	> 0

	
	RBstart + LCRB [RBs]
	N/A
	N/A
	≥ 62
	N/A 
	N/A

	
	A-MPR [dB]
	≤ 3
	≤ 1
	≤ 1
	0
	0

	20
	Fc [MHz]
	≤ 2517.5
	> 2517.5

	
	RBstart
	0 – 22
	23 – 76
	77 – 99
	0 - 99

	
	LCRB [RBs]
	≤ 18 or ≥ 40
	> 18 and < 40
	N/A
	> 0
	> 0

	
	RBstart + LCRB [RBs]
	N/A
	N/A
	≥ 86
	N/A 
	N/A

	
	A-MPR [dB]
	≤ 3
	≤ 1
	≤ 1
	0
	0

	NOTE 1:	RBstart indicates the lowest RB index of transmitted resource blocks
NOTE 2:	LCRB is the length of a contiguous resource block allocation
NOTE 3:	For intra-subframe frequency hopping which intersects regions, notes 1 and 2 apply on a per slot basis. For intra-slot or intra-subslot frequency hopping which intersects regions, notes 1 and 2 apply on a per Tno_hopping basis.
NOTE 4:	For intra-subframe frequency hopping which intersects regions, the larger A-MPR value may be applied for both slots in the subframe. For intra-slot frequency hopping which intersects regions, the larger A-MPR value may be applied for the slot. For intra-subslot frequency hopping which intersects regions, the larger A-MPR value may be applied for the subslot.



Table 6.2.4-4a: A-MPR requirements for "NS_04" for Power Class 2 UE
	Channel bandwidth [MHz]
	Parameters

	5
	Fc [MHz]
	≤ 2500.5
	> 2500.5

	
	RBstart
	0 - 8
	9 - 24
	0 - 24

	
	LCRB [RBs]
	> 0
	> 0
	> 0

	
	A-MPR [dB]
	≤ 3
	0
	0

	10
	Fc [MHz]
	≤ 2504
	> 2504

	
	RBstart
	0 – 8
	9 - 35
	36 - 49
	0 - 49

	
	LCRB [RBs]
	≤ 15
	> 15 and < 25
	≥ 25
	N/A
	> 0
	> 0

	
	RBstart + LCRB [RBs]
	N/A
	N/A
	N/A
	≥ 45
	N/A 
	N/A

	
	A-MPR [dB]
	≤ 5
	≤ 2
	≤ 3
	≤ 1
	0
	0

	15
	Fc [MHz]
	≤ 2510.8
	> 2510.8

	
	RBstart
	0 – 13
	14 – 59
	60 – 74
	0 - 74

	
	LCRB [RBs]
	≤ 18
	> 18 and < 36
	≥ 36
	N/A
	> 0
	> 0

	
	RBstart + LCRB [RBs]
	N/A
	N/A
	N/A
	≥ 62
	N/A 
	N/A

	
	A-MPR [dB]
	≤ 5
	≤ 2
	≤ 4
	≤ 3
	0
	0

	20
	Fc [MHz]
	≤ 2517.5
	> 2517.5

	
	RBstart
	0 – 22
	
	23 – 76
	77 – 99
	0 - 99

	
	LCRB [RBs]
	≤ 18 
	> 18 and < 40
	≥ 40
	N/A
	> 0
	> 0

	
	RBstart + LCRB [RBs]
	N/A
	N/A
	N/A
	≥ 86
	N/A 
	N/A

	
	A-MPR [dB]
	≤ 5
	≤ 2
	≤ 4
	≤ 3
	0
	0

	NOTE 1:	RBstart indicates the lowest RB index of transmitted resource blocks
NOTE 2:	LCRB is the length of a contiguous resource block allocation
NOTE 3:	For intra-subframe frequency hopping which intersects regions, notes 1 and 2 apply on a per slot basis. For intra-slot or intra-subslot frequency hopping which intersects regions, notes 1 and 2 apply on a per Tno_hopping basis.
NOTE 4:	For intra-subframe frequency hopping which intersects regions, the larger A-MPR value may be applied for both slots in the subframe. For intra-slot frequency hopping which intersects regions, the larger A-MPR value may be applied for the slot. For intra-subslot frequency hopping which intersects regions, the larger A-MPR value may be applied for the subslot.



For a power class 2 capable UE operating in Band 41, A-MPR according to Table 6.2.4-4 for power class 3 is allowed when an IE P-max as defined in [7] of 23 dBm or lower is indicated in the cell or if the uplink/downlink configuration is 0 or 6.
Table 6.2.4-5: A-MPR for "NS_11"
	Channel Bandwidth [MHz]
	Parameters


	3
	Fc [MHz]
	<2004
	≥2004
	

	
	LCRB [RBs]
	1-15
	>5
	

	
	A-MPR [dB]
	≤5
	≤ 1
	

	5
	Fc [MHz]
	<2004
	2004 ≤ Fc <2007
	≥2007

	
	LCRB [RBs]
	1-25
	1-6 & 15-25
	8-12
	>6

	
	A-MPR [dB]
	≤7
	≤ 4
	0
	≤ 1

	10
	Fc [MHz]
	2005 ≤ Fc <2015
	2015

	
	RBstart
	0-49
	0-49

	
	LCRB [RBs]
	1-50
	1-50

	
	A-MPR [dB]
	≤ 12
	0

	15
	Fc [MHz]
	<2012.5

	
	RBstart
	0-4
	5-21
	22-56
	57-74

	
	LCRB [RBs]
	≥1
	7-50
	0-6 & ≥50
	≤25
	>25
	>0

	
	A-MPR [dB]
	≤15
	≤7
	≤10
	0
	≤6
	≤15

	
	Fc [MHz]
	2012.5

	
	RBstart
	0-12
	13-39
	40-65
	66-74

	
	LCRB [RBs]
	≥1
	≥30
	<30
	≥ (69 – RBstart)
	≥1

	
	A-MPR [dB]
	≤10
	≤6
	0
	≤2
	≤6.5

	20
	Fc [MHz]
	2010

	
	RBstart
	0-12
	13-29
	30-68
	69-99

	
	LCRB [RBs]
	≥1
	10-60
	1-9 & >60
	1-24
	≥25
	≥1

	
	A-MPR [dB]
	≤15
	≤7
	≤10
	0
	≤7
	≤15



Table 6.2.4-6: A-MPR for "NS_12"
	Channel bandwidth [MHz]
	Parameters
	Region A
	Region B

	1.4
	RBstart
	0
	1-2

	
	LCRB [RBs]
	≤3
	≥4
	≥4

	
	A-MPR [dB]
	≤3
	≤6
	≤3

	3
	RBstart
	0-3
	4-5

	
	LCRB [RBs]
	1-15
	≥9

	
	A-MPR [dB]
	≤4
	≤3

	5
	RBstart
	0-6
	0-9

	
	LCRB [RBs]
	≤8
	≥9

	
	A-MPR [dB]
	≤5
	≤3

	10
	RBstart
	0-15
	0-22

	
	LCRB [RBs]
	≤18
	≥20

	
	A-MPR [dB]
	≤4
	≤2

	15
	RBstart
	0-30
	0-30

	
	LCRB [RBs]
	≤30
	≥32

	
	A-MPR [dB]
	≤4
	≤3



Table 6.2.4-7: A-MPR for "NS_13"
	Channel bandwidth [MHz]
	Parameters
	Region A

	5
	RBstart
	0-2

	
	LCRB [RBs]
	≤5
	≥18

	
	A-MPR [dB]
	≤3
	≤2



Table 6.2.4-8: A-MPR for "NS_14"
	Channel bandwidth [MHz]
	Parameters
	Region A

	10
	RBstart
	0

	
	LCRB [RBs]
	≤5
	=50

	
	A-MPR [dB]
	≤3
	≤1

	15
	RBstart
	≤8

	
	LCRB [RBs]
	≤16
	≥50

	
	A-MPR [dB]
	≤3
	≤1



Table 6.2.4-9: A-MPR for "NS_15" for E-UTRA highest channel edge > 845 MHz and ≤ 849 MHz
	Channel bandwidth
[MHz]
	Parameters
	Region A
	Region B
	Region C

	1.4
	RBend [RB]
	
	
	4-5

	
	A-MPR [dB]
	
	
	≤3

	3
	RBend [RB]
	0-1
	8-12
	13-14

	
	LCRB [RB]
	≤2
	≥8
	>0

	
	A-MPR [dB]
	≤4
	≤4
	≤9

	5
	RBend [RB]
	0-4
	12-19
	20-24

	
	LCRB [RB]
	≤2
	≥8
	>0

	
	A-MPR [dB]
	≤4
	≤5
	≤9

	10
	RBend [RB]
	0-12
	23-36
	37-49

	
	LCRB [RB]
	≤2
	≥15
	>0

	
	A-MPR [dB]
	≤4
	≤6
	≤9

	15
	RBend [RB]
	0-20
	26-53
	54-74

	
	LCRB [RB]
	≤2
	≥20 
	>0

	
	A-MPR [dB]
	≤4
	≤5
	≤9



Table 6.2.4-10: A-MPR for "NS_15" for E-UTRA highest channel edge ≤ 845 MHz
	Channel bandwidth
[MHz]
	Parameters
	Region A
	Region B
	Region C

	5
	RBend [RB]
	
	
	19-24

	
	LCRB [RB]
	
	
	≥18

	
	A-MPR [dB]
	
	
	≤2

	10
	RBend [RB]
	0-4
	29-44
	45-49

	
	LCRB [RB]
	≤2
	≥24
	>0

	
	A-MPR [dB]
	≤4
	≤4
	≤9

	15
	RBend [RB]
	0-12
	44-61
	62-74

	
	LCRB [RB]
	≤2
	≥20
	>0

	
	A-MPR [dB]
	≤4
	≤5
	≤9



Table 6.2.4-11: A-MPR for "NS_16" with channel lower edge at ≥807 MHz and <808.5 MHz
	Channel bandwidth [MHz]
	Parameter
	Region A
	Region B
	Region C
	Region D
	Region E

	3 MHz
	RBstart
	0
	1-2
	
	
	

	
	LCRB [RBs]
	≥12
	12
	
	
	

	
	A-MPR [dB]
	≤2
	≤1
	
	
	

	5 MHz
	RBstart
	0-1
	2
	2-9
	2-5
	

	
	LCRB [RBs]
	1 - 25
	12
	15-18
	20
	

	
	A-MPR [dB]
	≤5
	≤1
	≤2
	≤3
	

	10 MHz
	RBstart
	0 - 8
	0-14
	15-20
	15-24

	
	LCRB [RBs]
	1 - 12
	15-20
	≥24
	≥30
	24-27

	
	A-MPR [dB]
	≤5
	≤3
	≤7
	≤3
	≤1



Table 6.2.4-12: A-MPR for "NS_16" with channel lower edge at ≥808.5 MHz and <812 MHz
	Channel bandwidth [MHz]
	Parameter
	Region A
	Region B
	Region C
	Region D
	Region E

	5 MHz
	RBstart
	0
	0-1
	1-5
	
	

	
	LCRB [RBs]
	16-20
	≥24
	16-20
	
	

	
	A-MPR [dB]
	≤2
	≤3
	≤1
	
	

	10 MHz
	RBstart
	0-6
	0-10
	0-14
	11-20

	
	LCRB [RBs]
	1-12
	15-20
	24-32
	≥36
	24-32

	
	A-MPR [dB]
	≤5
	≤2
	≤4
	≤5
	≤1



Table 6.2.4-13: A-MPR for "NS_16" with channel lower edge at ≥812 MHz
	Channel bandwidth [MHz]
	Parameter
	Region A
	Region B
	Region C
	Region D

	10 MHz
	RBstart
	0 - 9
	0
	1-14
	0-5

	
	LCRB [RBs]
	27-32
	36-40
	36-40
	≥45

	
	A-MPR [dB]
	≤1
	≤2
	≤1
	≤3



Table 6.2.4-14: A-MPR for "NS_19"
	Channel bandwidth [MHz]
	Parameters
	Region A
	Region B

	10
	RBstart
	
	0-6

	
	LCRB [RBs]
	
	≥40

	
	A-MPR [dB]
	
	≤1

	15
	RBstart
	0-6
	7-20

	
	LCRB [RBs]
	≤18
	≥36
	≥42

	
	A-MPR [dB]
	≤2
	≤3
	≤2

	20
	RBstart
	0-14
	15-30

	
	LCRB [RBs]
	≤40
	≥45
	≥50

	
	A-MPR [dB]
	≤2
	≤3
	≤2



Table 6.2.4-15: A-MPR for "NS_20"
	Channel Bandwidth [MHz]
	Parameters

	5
	Fc [MHz]
	< 2007.5
	2007.5 ≤ Fc < 2012.5
	2012.5 ≤ Fc ≤ 2017.5

	
	RBstart
	≤24
	0-3
	4-6
	≤24

	
	LCRB [RBs]
	>0
	15-19
	≥20
	≥18
	1-25

	
	A-MPR [dB]
	≤17
	≤1
	≤4
	≤2
	≤ 0

	10
	Fc [MHz]
	2005

	
	RBstart
	0-25
	26-34
	35-49

	
	LCRB [RBs]
	>0
	8-15
	>15
	>0

	
	A-MPR [dB]
	≤16
	≤2
	≤5
	≤ 6

	
	Fc [MHz]
	2015

	
	RBstart
	0-5
	6-10

	
	LCRB [RBs]
	≥32
	≥40

	
	A-MPR [dB]
	≤4
	≤2

	15
	Fc [MHz]
	2012.5

	
	RBstart
	0-14
	15-24
	25-39
	61-74

	
	LCRB [RBs]
	1-9 & 40-75
	10-39
	24-29
	≥30
	≥36
	≤6

	
	A-MPR [dB]
	≤11
	≤6
	≤1
	≤7
	≤5
	≤6

	20
	Fc [MHz]
	2010

	
	RBstart
	0-21
	22-31
	32-38
	39-49
	50-68
	69-99

	
	LCRB [RBs]
	>0
	1-9 & 31-75
	10-30
	≥15
	≥24
	≥25
	>0

	
	A-MPR [dB]
	≤17
	≤12
	≤6
	≤9
	≤7
	≤5
	≤16

	NOTE 1:	When NS_20 is signaled the minimum requirements for the 10 MHz bandwidth are specified for E‑UTRA UL carrier center frequencies of 2005 MHz or 2015 MHz.
NOTE 2:	When NS_20 is signaled the minimum requirements for the 15 MHz channel bandwidth are specified for E‑UTRA UL carrier center frequency of 2012.5 MHz.



Table 6.2.4-16: A-MPR for "NS_21"
	Channel Bandwidth [MHz]
	 Parameters
	Region A
	Region B

	10
	RBstart
	0 – 6
	0 – 6
	N/A
	N/A

	
	RBend
	N/A
	N/A
	43 – 49
	43 – 49

	
	LCRB [RBs]
	1 – 2
	3 – 12, 32 - 50
	1 – 2
	3 – 12, 32 - 50

	
	 A-MPR [dB]
	≤ 4
	≤ 3
	≤ 4
	≤ 3



Table 6.2.4-17: A-MPR for "NS_22"
	Channel
bandwidth [MHz]
	Parameters
	Region A
	Region B
	Region C
	Region D

	5
	No A-MPR is needed for 5 MHz channel bandwidth

	10
	RBstart
	0-13
	0-17
	≤ 6
	≥12

	
	LCRB [RBs]
	> 36
	33-36
	≤ 32
	≤ 32

	
	RBstart + LCRB [RBs]
	N/A
	N/A
	N/A
	≥44

	
	A-MPR [dB]
	≤ 4
	≤ 3
	≤ 3
	≤ 3

	15
	RBstart
	0-24
	0-38
	≤ 14
	≥ 23

	
	LCRB [RBs]
	> 50
	37-50
	≤ 36
	≤ 36

	
	RBstart + LCRB [RBs]
	N/A
	N/A
	N/A
	≥59

	
	A-MPR [dB]
	≤ 5
	≤ 4
	≤ 3
	≤ 3

	20
	RBstart
	0-35
	0-51
	≤ 21
	≥ 31

	
	LCRB [RBs]
	> 64
	49-64
	≤ 48
	≤ 48

	
	RBstart + LCRB [RBs]
	N/A
	N/A
	N/A
	≥79

	
	A-MPR [dB]
	≤ 5
	≤ 4
	≤ 3
	≤ 3

	NOTE 1;	RBstart indicates the lowest RB index of transmitted resource blocks
NOTE 2;	LCRB is the length of a contiguous resource block allocation
NOTE 3:	For intra-subframe frequency hopping between two regions, notes 1 and 2 apply on a per slot basis. For intra-slot or intra-subslot frequency hopping between two regions, notes 1 and 2 apply on a per Tno_hopping basis.
NOTE 4;	For intra-subframe frequency hopping between two regions, the larger A-MPR value of the two regions may be applied for both slots in the subframe. For intra-slot frequency hopping between two regions, the larger A-MPR value may be applied for the slot. For intra-subslot frequency hopping between two regions, the larger A-MPR value may be applied for the subslot.



Table 6.2.4-18: A-MPR for "NS_05"
	Channel Bandwidth [MHz]
	Parameters


	15
	Fc [MHz]
	1932.5

	
	RBstart
	0-7
	8 – 66
	67-74

	
	LCRB [RBs]
	≥1
	≤30
	31 – 54
	>54
	≤6
	>6

	
	A-MPR [dB]
	≤11
	0
	≤3
	≤5
	≤5
	≤1

	20
	Fc [MHz]
	1930

	
	RBstart
	0-23
	24-75
	76-99

	
	LCRB [RBs]
	≥1
	≤24
	25 – 40
	41 – 50
	> 50
	≤6
	>6

	
	A-MPR [dB]
	≤11
	0
	≤3
	≤5
	≤10
	≤5
	≤1



Table 6.2.4-18E: A-MPR requirements for "NS_05" for Cat-M2 power class 3 UE
	BW [MHz]
	20

	Fc [MHz]
	1930

	(NBindex,RBstart)
	(0,<6)
	(0,<6)
	(1,<6)
	(2,<6)
	(2,<6)

	LCRB
	9, 12
	≥15
	≥15
	18
	24

	A-MPR [dB]
	≤1
	≤4
	≤3
	≤1
	≤2

	NOTE 1:	NBindex is the narrowband index that is defined in 6.2.7 in [4]. The resource block assignment is defined within the narrowband as defined in 5.3.3.1.12 and 5.3.3.1.13 in [5].



Table 6.2.4-19: A-MPR for "NS_24"
	Channel Bandwidth [MHz]
	Parameters

	5
	Fc [MHz]
	Fc > [1987.5]

	
	RBstart
	0 - 24

	
	LCRB [RBs]
	0 - 24

	
	A-MPR [dB]
	≤ 10

	10
	Fc [MHz]
	1975 < Fc ≤ 1985
	1985<Fc≤1995
	Fc>1995

	
	RBstart
	0 - 1
	2 - 14
	15 - 26
	36 - 49
	0 - 49
	0 - 49

	
	LCRB [RBs]
	> 10
	≥ 35
	N/A
	≤ 2
	> 11
	0 - 49
	0 - 49

	
	RBend
	N/A
	N/A
	> 48
	N/A
	N/A
	N/A
	N/A

	
	A-MPR [dB]
	≤ 2
	≤ 2
	1
	≤ 3
	≤ 1
	≤ 9
	≤ 17

	15
	Fc [MHz]
	1972.5 < Fc ≤ 1987.5
	Fc > 1987.5

	
	RBstart
	0 - 11
	12 - 74
	0 - 74

	
	LCRB [RBs]
	≤ 45
	> 45
	> 3
	0 - 74

	
	RBend
	N/A
	N/A
	≥ 45
	N/A

	
	A-MPR [dB]
	≤ 2
	≤ 8
	≤ 7
	≤ 17

	20
	Fc [MHz]
	Fc > 1970

	
	RBstart
	0 - 99

	
	LCRB [RBs]
	0 - 99

	
	A-MPR [dB]
	≤ 17



Table 6.2.4-20: A-MPR for "NS_25"
	Channel Bandwidth [MHz]
	
	Parameters

	5
	Fc [MHz]
	Fc > [1997.5]

	
	RBstart
	0 - 9
	10 - 24

	
	LCRB [RBs]
	> 12
	N/A

	
	RBend
	N/A
	≥ 22

	
	A-MPR [dB]
	≤ 5
	≤ 2

	10
	Fc [MHz]
	1975 < Fc ≤ 1985
	1985 < Fc ≤ 1995
	Fc > 1995

	
	RBstart
	0-1
	2-49
	0
	1 - 18
	19-49
	0-6
	7-15
	16-49

	
	LCRB [RBs]
	> 10
	N/A
	≤ 25
	> 25
	> 25
	N/A
	N/A
	> 20
	N/A

	
	RBend
	N/A
	> 48
	N/A
	N/A
	N/A
	> 42
	N/A
	N/A
	> 35

	
	A-MPR [dB]
	≤ 1
	≤ 1
	≤ 1
	≤ 5
	≤ 5
	≤ 1
	≤ 10
	≤ 7
	≤ 11

	15
	Fc [MHz]
	1972.5 < Fc ≤ 1987.5
	Fc > 1987.5

	
	RBstart
	0 - 4
	5 - 30
	31 - 62
	63 - 74
	0 - 74

	
	LCRB [RBs]
	≥ 15
	≥ 45
	N/A
	N/A
	0 - 74

	
	RBend
	N/A
	N/A
	> 71
	N/A
	N/A

	
	A-MPR [dB]
	≤ 4
	≤ 3
	≤ 1
	≤ 1
	≤ 13

	20
	Fc [MHz]
	1970 < Fc ≤ 1990
	Fc > 1990

	
	RBstart
	0 - 13
	14 - 40
	41 - 99
	0 - 99

	
	LCRB [RBs]
	N/A
	≥ 32
	N/A
	0 - 99

	
	RBend
	N/A
	N/A
	> 72
	N/A

	
	A-MPR [dB]
	≤ 11
	≤ 11
	≤13
	≤ 13



Table 6.2.4-21: A-MPR for "NS_26"
	Bandwidth (MHz)
	RBstart
	L_crb
	A-MPR

	10
	0 - 10
	≥ 1
	≤ 1

	15
	0 - 17
	≥ 1
	≤ 1



Table 6.2.4-22: A-MPR for "NS_27"
	Parameters

	Channel bandwidth
[MHz]
	RBstart
	RBend
	LCRB
	A-MPR

	15
	0 – 6
	
	≤ 15
	≤ 4 dB

	
	
	68 – 74
	
	

	
	≥ 0
	
	≥ 60
	≤ 2 dB

	20
	0 – 12
	
	≤ 20
	≤ 4 dB

	
	
	87 – 99
	
	

	
	13 – 15
	
	≤ 3
	≤ 1 dB

	
	
	84 – 86
	
	

	
	≥ 0
	
	≥ 60
	≤ 3 dB



Table 6.2.4-23: A-MPR for "NS_28"
	Parameters

	Channel Bandwidth
[MHz]
	Carrier centre frequency (FC)
[MHz]
	Uplink resource allocation
	A-MPR
[dB]

	20
	5160 ≤ FC < 5179.8
5320.2 < FC ≤ 5340
5480 ≤ FC < 5499.8
	L = 10 (RIV = 19)
	9

	
	
	Any other RIV
	8

	
	5680.2 < FC ≤ 5715
	L = 10 (RIV = 19)
	9

	
	
	Any other RIV
	8

	
	5179.8 ≤ FC ≤ 5320.2
5499.8 ≤ FC ≤ 5680.2
	L = 10 (RIV = 19)
	2

	
	
	Any other RIV
	2

	NOTE 1:	The carrier centre frequencies and corresponding EARFCN allowed for operation in Band 46 are specified in [12]. The uplink resource allocation is defined in Clause 8.1.4 of [6].



Table 6.2.4-24: A-MPR for "NS_29"
	Parameters

	Channel Bandwidth
[MHz]
	Carrier centre frequency (FC)
[MHz]
	Uplink resource allocation
	A-MPR
[dB]

	20
	5179.8 ≤ FC ≤ 5320.2
5499.8 ≤ FC ≤ 5700.2
	L = 10 (RIV = 19)
	2

	
	
	Any other RIV
	1

	NOTE 1:	The carrier centre frequencies and corresponding EARFCN allowed for operation in Band 46 are specified in [12]. The uplink resource allocation is defined in Clause 8.1.4 of [6].



Table 6.2.4-25: A-MPR for "NS_30"
	Parameters

	Channel Bandwidth
[MHz]
	Carrier centre frequency (FC)
[MHz]
	Uplink resource allocation
	A-MPR
[dB]

	20
	5160 ≤ FC < 5179.8
5320.2 < FC ≤ 5340
	L = 10 (RIV = 19)
	15

	
	
	Any other RIV
	16

	
	5179.8 ≤ FC < 5199.8
5300.2 < FC ≤ 5320.2
	L = 10 (RIV = 19)
	3

	
	
	Any other RIV
	3

	
	5480 ≤ FC < 5499.8
	L = 10 (RIV = 19)
	11

	
	
	Any other RIV
	11

	
	5680.2 < FC ≤ 5715
	L = 10 (RIV = 19)
	6

	
	
	Any other RIV
	6

	
	5199.8 ≤ FC ≤ 5300.2
5499.8 ≤ FC ≤ 5680.2
	L = 10 (RIV = 19)
	1

	
	
	Any other RIV
	N/A

	NOTE 1:	The carrier centre frequencies and corresponding EARFCN allowed for operation in Band 46 are specified in [12]. The uplink resource allocation is defined in Clause 8.1.4 of [6]. The uplink resource allocation is defined in Clause 8.1.4 of [6].



Table 6.2.4-26: A-MPR for "NS_31"
	Channel Bandwidth
[MHz]
	Carrier centre frequency (FC)
[MHz]
	Uplink resource allocation
	A-MPR
[dB]

	20
	5239.8 ≤ FC ≤ 5240.2
	L = 10 (RIV = 19)
	7

	
	
	Any other RIV
	7

	
	5160 ≤ FC < 5179.8
5260 ≤ FC < 5279.8
5320.2 < FC ≤ 5340
5480 ≤ FC < 5499.8
	L = 10 (RIV = 19)
	6

	
	
	Any other RIV
	6

	
	5680.2 < FC ≤ 5715
5805.2 < FC ≤ 5840
	L = 10 (RIV = 19)
	6

	
	
	Any other RIV
	6

	
	5735 ≤ FC < 5764.8
	L = 10 (RIV = 19)
	6

	
	
	Any other RIV
	6

	
	5179.8 ≤ FC ≤ 5220.2
5279.8 ≤ FC ≤ 5320.2
5499.8 ≤ FC ≤ 5680.2
5764.8 ≤ FC ≤ 5805.2
	L = 10 (RIV = 19)
	2

	
	
	Any other RIV
	1

	NOTE 1:	The carrier centre frequencies and corresponding EARFCN allowed for operation in Band 46 are specified in [12]. The uplink resource allocation is defined in Clause 8.1.4 of [6].



Table 6.2.4-27: A-MPR for “NS_36”
	Channel
Bandwidth
[MHz]
	Parameters

	5 MHz
	Fc [MHz]
	700.5 ≤ Fc < 705.5

	
	RBstart
	0
	1-4

	
	LCRB [RBs]
	1
	≥ 15
	15 - 23
	24

	
	A-MPR [dB]
	≤ 2
	≤ 4
	≤ 1
	≤ 3

	10 MHz
	Fc [MHz]
	703 ≤ Fc < 708

	
	RBstart
	0 - 8
	9 - 12
	13 - 39
	40 - 43

	
	LCRB [RBs]
	> 0
	> 12
	> 16
	> 0

	
	A-MPR [dB]
	≤ 10
	≤ 8
	≤ 6
	≤ 6

	15 MHz
	Fc [MHz]
	Fc = 705.5

	
	RBstart
	0 - 16
	17 - 23
	24 - 56
	57 - 60

	
	LCRB [RBs]
	> 0
	> 12
	> 20
	< 6

	
	A-MPR [dB]
	≤ 10
	≤ 9
	≤ 7
	≤ 6

	NOTE 1:	RBstart indicates the lowest RB index of transmitted resource blocks
NOTE 2:	LCRB is the length of a contiguous resource block allocation
NOTE 3:	For intra-subframe frequency hopping between two regions, notes 1 and 2 apply on a per slot basis. For intra-slot or intra-subslot frequency hopping between two regions, notes 1 and 2 apply on a per Tno_hopping basis.
NOTE 4:	For intra-subframe frequency hopping between two regions, the larger A-MPR value of the two regions may be applied for both slots in the subframe. For intra-slot frequency hopping between two regions, the larger A-MPR value may be applied for the slot. For intra-subslot frequency hopping between two regions, the larger A-MPR value may be applied for the subslot.

	

	

	



Table 6.2.4-28: A-MPR for "NS_38"
	Channel Bandwidth
[MHz]
	Carrier centre frequency (FC)
[MHz]
	Parameters
	Region A
	Region B
	Region C
	Region D
	Region E

	1.4
	1427.7 ≤ FC < 1429.1
	A-MPR [dB]
	≤ [16]
	
	
	
	

	3
	1428.5 ≤ FC < 1431.5
	RBstart
	0
	1– 2
	3 – 6
	
	
	
	

	
	
	LCRB [RBs]
	1
	≥2
	2
	≥ 3
	5-7
	≥8
	
	
	
	

	
	
	A-MPR [dB]
	≤ 11
	≤ 16
	≤ 9
	≤ 15
	≤ 12
	≤ 14
	
	
	
	

	5
	1429.5 ≤ FC < 1434.5
	RBstart
	0 - 1
	2 – 4
	5 – 7
	8 – 10
	

	
	
	LCRB [RBs]
	2
	≥3
	4-6
	≥ 7
	8-10
	≥11
	12-14
	≥15
	
	

	
	
	A-MPR [dB]
	≤ 12
	≤ 16
	≤ 13
	≤ 16
	≤ 12
	≤ 15
	≤ 10
	≤ 12
	
	

	10
	1432 ≤ FC < 1442
	RBstart
	0
	1 – 4
	5 – 9
	10 – 14
	15 – 21

	
	
	LCRB [RBs]
	3-4
	≥5
	5-8
	≥ 9
	9-16
	≥17
	15-23
	≥24
	24-29
	≥30

	
	
	A-MPR [dB]
	≤ 13
	≤ 16
	≤ 13
	≤ 16
	≤ 13
	≤ 16
	≤ 11
	≤ 14
	≤ 11
	≤ 13

	15
	1434.5 ≤ FC < 1447.5
	RBstart
	0 -1
	2 – 7
	8 – 17
	18 – 23
	24 – 30

	
	
	LCRB [RBs]
	5-10
	≥11
	8-12
	≥ 13
	15-25
	≥26
	26-40
	≥41
	≥ 36

	
	
	A-MPR [dB]
	≤ 14
	≤ 16
	≤ 13
	≤ 16
	≤ 13
	≤ 16
	≤ 12
	≤ 14
	≤ 12

	20
	1437 ≤ FC < 1450
	RBstart
	0 -4
	5 – 9
	10 – 19
	20 – 29
	30 – 40

	
	
	LCRB [RBs]
	6-10
	≥11
	11-20
	≥ 21
	17-32
	≥33
	28-45
	≥46
	41-54
	≥55

	
	
	A-MPR [dB]
	≤ 13
	≤ 16
	≤ 13
	≤ 16
	≤ 13
	≤ 16
	≤ 12
	≤ 14
	≤ 11
	≤ 13



Table 6.2.4-29: A-MPR for "NS_39"
	Channel Bandwidth
[MHz]
	Carrier centre frequency (FC)
[MHz]
	Parameters
	Region A
	Region B
	Region C

	10
	1462 < FC ≤1465
	RBstart
	43-50
	
	

	
	
	LCRB [RBs]
	≤ 3
	> 3 and ≤ 25
	≥ 32
	
	

	
	
	A-MPR [dB]
	≤ 4
	≤ 3
	≤ 3
	
	

	15
	1456.3 < FC ≤ 1462.5
	RBstart
	56-75
	64-75
	60-75

	
	
	LCRB [RBs]
	≥ 36
	≥ 13 and ≤ 35
	≥ 5 and ≤ 12
	< 5

	
	
	A-MPR [dB]
	≤ 3
	≤ 2
	≤ 3
	≤ 4

	20
	1450.8 < FC ≤ 1460
	RBstart
	71-100
	>76
	

	
	
	LCRB [RBs]
	≥ 36
	≥ 7 and ≤ 35
	< 7
	

	
	
	A-MPR [dB]
	≤ 3
	≤ 3
	≤ 4
	



Table 6.2.4-30a: A-MPR for "NS_40"
	Channel bandwidth confined to 1427-1432MHz (B51)

	Channel bandwidth [MHz]
	Carrier centre frequency (FC)
[MHz]
	Parameters
	Region A
	Region B
	Region C
	Region D

	3MHz
	1428.5 MHz ≤ FC ≤  1430.5 MHZ
	RBstart
	0
	1– 2
	3 – 6
	 
	 

	
	
	LCRB [RBs]
	1
	≥2
	2
	≥ 3
	 5-6
	≥8
	 
	 

	
	
	A-MPR [dB]
	≤ 11
	≤ 16
	≤ 9
	≤ 15
	≤ 12
	≤ 14
	 
	 

	5MHz
	1429.5 MHz ≤ FC ≤ 1432 MHz
	RBstart
	0 - 1 
	2 – 4
	5 – 7
	8 – 10

	
	
	LCRB [RBs]
	2
	≥3
	 4-6
	≥ 7
	 8-10
	≥11
	12
	≥15

	
	
	A-MPR [dB]
	≤ 12
	≤ 16
	≤ 13
	≤ 16
	≤ 12
	≤ 15
	≤ 10
	≤ 12



Table 6.2.4-30b: A-MPR for "NS_40"
	Channel bandwidth confined to 1429-1432MHz (B51)

	Channel bandwidth [MHz]
	Carrier centre frequency (FC)
[MHz]
	Parameters
	Region A

	3MHz
	1430.5 MHz < FC ≤ 1432  MHZ
	RBstart
	0

	
	
	LCRB [RBs]
	12

	
	
	A-MPR [dB]
	≤ 9



Table 6.2.4-31: A-MPR for "NS_41"
	Channel bandwidth confined to 1432-1452MHz (B50)

	Channel bandwidth [MHz]
	Parameters
	Region A
	Region B
	Region C
	Region D
	Region E
	Region F
	Region G
	Region H

	3MHz
	RBstart
	 
	 
	 
	 
	 
	 
	 
	 

	
	LCRB [RBs]
	 
	 
	 
	 
	 
	 
	 
	 

	
	A-MPR [dB]
	 
	 
	 
	 
	 
	 
	 
	 

	5MHz
	RBstart
	 
	 
	 
	 
	 
	 
	 
	 

	
	LCRB [RBs]
	 
	 
	 
	 
	 
	 
	 
	 

	
	A-MPR [dB]
	 
	 
	 
	 
	 
	 
	 
	 

	10MHz
	RBstart
	0 – 4
	5 – 6
	 
	 
	 
	 
	 
	 

	
	LCRB [RBs]
	≥ 36
	≥ 40
	 
	 
	 
	 
	 
	 

	
	A-MPR [dB]
	≤ 11
	≤ 10
	 
	 
	 
	 
	 
	 

	15MHz
	RBstart
	0-1
	 02-06
	  07-11
	  12-13
	  14-15
	 
	 
	 

	
	LCRB [RBs]
	≥ 36
	≥ 40
	≥ 48
	26-40
	≥ 54
	 
	 
	 

	
	A-MPR [dB]
	≤ 12
	≤ 12
	≤ 11
	≤ 10
	≤ 10
	 
	 
	 

	20 MHz
	RBstart
	0
	1 – 4
	  5-6
	   7-9
	10 – 11
	12 – 16
	17 – 20
	21 – 26

	
	LCRB [RBs]
	≥ 36
	 45-53
	≥ 54
	≥ 33
	≥ 48
	≥ 50
	≥ 60
	≥ 64
	≥ 64

	
	A-MPR [dB]
	≤ 12
	≤ 11
	≤ 12
	≤ 12
	≤ 12
	≤ 12
	≤ 12
	≤ 11
	≤ 10



Table 6.2.4-32: A-MPR for “NS_42”
	Channel bandwidth [MHz]
	Carrier centre frequency (FC)
[MHz]
	Parameters
	Region A
	Region B
	Region C
	Region D
	Region E

	3MHz
	1512.5 MHz ≤ FC ≤ 1515.5 MHZ
	RBstart
	0 – 3
	4 – 7
	 8-10
	 11-14
	 

	
	
	LCRB [RBs]
	 8-11
	≥ 12
	[bookmark: RANGE!S27]≥ 8
	≥ 3
	≥ 1
	 

	
	
	A-MPR [dB]
	≤ 3
	≤ 5
	[bookmark: RANGE!S28]≤ 6
	≤ 3
	≤ 3
	 

	[bookmark: OLE_LINK242][bookmark: RANGE!E23][bookmark: RANGE!E24]3MHz
	1511 MHz ≤ FC < 1512.5 MHz
	RBstart
	0
	 
	 
	 
	 

	
	
	LCRB [RBs]
	12
	 
	 
	 
	 

	
	
	A-MPR [dB]
	≤ 1
	 
	 
	 
	 

	5MHz
	1507 MHz ≤ FC ≤ 1514.5 MHz
	RBstart
	0 – 5
	6 – 11
	 12-16
	17-24
	 

	
	
	LCRB [RBs]
	 12-16
	≥ 17
	 9-12
	≥ 13
	 5-8
	≥ 9
	 1-6
	≥ 7
	 

	
	
	A-MPR [dB]
	≤ 5
	≤ 9
	[bookmark: RANGE!S34]≤ 6
	≤ 10
	≤ 4
	≤ 9
	≤ 4
	≤ 6
	 

	10MHz
	1502 MHz ≤ FC ≤ 1512 MHz
	RBstart
	0 – 22
	23 – 27
	28-35
	36-49
	 

	
	
	LCRB [RBs]
	≥ 20
	15-19
	≥ 20
	 3-14
	≥ 15
	 1-9
	≥ 10
	 

	
	
	A-MPR [dB]
	≤ 4
	≤ 4
	≤ 9
	≤ 4
	≤ 10
	≤ 3
	≤ 8
	 

	10MHz
	1497 MHz ≤ FC < 1502 MHz
	RBstart
	0 – 5
	 
	 
	 
	 

	
	
	LCRB [RBs]
	40
	 
	 
	 
	 

	
	
	A-MPR [dB]
	≤ 1
	 
	 
	 
	 

	15MHz
	1497 MHz ≤ FC ≤ 1509.5 MHz
	RBstart
	0 – 22
	23 – 48
	49-60
	61-74
	 

	
	
	LCRB [RBs]
	≥ 36
	 9-23
	≥ 24
	 1-14
	[bookmark: RANGE!H32][bookmark: RANGE!V42]≥ 15
	≥ 1
	 

	
	
	A-MPR [dB]
	≤ 4
	≤ 3
	≤ 5
	≤ 3
	≤ 9
	≤ 4
	 

	20 MHz
	1492 MHz ≤  FC ≤ 1507 MHz
	RBstart
	0 – 20
	21 – 40
	41 – 60
	61 – 80
	81 – 99

	
	
	LCRB [RBs]
	24-47
	≥ 48
	≥ 40
	15-29
	≥ 30
	 1-17
	≥18
	 1-14
	≥ 15

	
	
	A-MPR [dB]
	≤ 2
	≤ 4
	≤ 3
	≤2
	≤ 4
	≤ 3
	≤ 4
	≤ 3
	≤ 6




Table 6.2.4-32a: Void
Table 6.2.4-32b: Void

Table 6.2.4-33: A-MPR for “NS_43”
	Parameters

	Channel bandwidth
(MHz)
	Carrier centre frequency (FC)
(MHz)
	Uplink resource allocation
	A-MPR
(dB)

	20
	3580 ≤ FC ≤ 3670
	L = 10 (RIV = 19)
	[1]

	
	
	Any other RIV
	[2]

	
	3560 ≤ FC < 3580
3670 < FC ≤ 3690
	L = 10 (RIV = 19)
	[4]

	
	
	Any other RIV
	[4]

	NOTE 1:	The uplink resource allocation is defined in Clause 8.1.4 of TS 36.213 [6].



Table 6.2.4-34: A-MPR requirements for “NS_44” for Power Class 2 UE
	Channel bandwidth [MHz]
	Parameters

	10
	Fc [MHz]
	≥2605
	<2605

	
	RBstart
	0 – 5
	38-49
	0 - 49

	
	LCRB [RBs]
	≥ 45
	< 13
	> 0

	
	RBstart + LCRB [RBs]
	N/A
	NA
	N/A

	
	A-MPR [dB]
	≤ 1
	≤ 1
	0

	15
	Fc [MHz]
	≥2597.5
	<2597.5

	
	RBstart
	0 – 18
	19-30
	54-74
	0 - 74

	
	LCRB [RBs]
	N/A
	≥ 45& <56
	< 17
	> 0

	
	RBstart + LCRB [RBs]
	≥ 63
	N/A
	NA
	N/A

	
	A-MPR [dB]
	≤ 1
	≤ 1
	≤ 1
	0

	20
	Fc [MHz]
	≥2590
	<2590

	
	RBstart
	0 – 31
	32-55
	70-99
	0 - 99

	
	LCRB [RBs]
	N/A
	≥ 45& <68
	< 19
	> 0

	
	RBstart + LCRB [RBs]
	≥ 76
	N/A
	NA
	N/A

	
	A-MPR [dB]
	≤ 2
	≤ 1
	≤ 1
	0



Table 6.2.4-34a: A-MPR for "NS_56"
	Channel bandwidth confined to 1627.5- 1637.5MHz

	Channel bandwidth 
	Carrier centre frequency (FC)
(MHz)
	Parameters
	Region A
	Region B
	Region C
	Region D
	Region E
	Region F
	Region G

	5 MHz
	1630.0, 1630.3
	RBstart
	≤ 8
	≤ 8
	 N/A
	N/A
	N/A
	N/A
	N/A

	
	
	LCRB [RBs]
	≤ 8
	> 8
	 N/A
	N/A
	N/A
	N/A
	N/A

	
	
	A-MPR [dB]
	8
	2
	N/A
	N/A
	N/A
	N/A
	N/A

	
	1635.0 
	No A-MPR needed

	
	1649.0
	

	
	1654.0
	

	10 MHz
	1632.5
	RBstart
	≤ 5
	≤ 5
	6 to18
	≤ 18
	35 to 39
	35 to 39
	≥ 40
	≥ 40

	
	
	LCRB [RBs]
	≤ 5
	6 to 12
	≤ 12
	> 12
	≤ 7
	> 7
	≤ 7
	> 7

	
	
	A-MPR [dB]
	7
	5
	7
	4
	2
	5
	3

	
	1651.5
	No A-MPR needed

	



Table 6.2.4-34b: A-MPR for "NS_06" for Power Class 1 UE in Band 12
	Channel bandwidth [MHz]
	LCRB
	Allocation positions
	Modulation / A-MPR [dB]

	
	
	
	QPSK
	16-QAM
	64-QAM
	256-QAM

	1.4
	all
	all
	0
	0
	0
	0

	3
	= 15
	RBstart = 0
	1
	0.5
	0
	0

	5
	 15
	RBstart  2
or
RBstart + LCRB  23
	1
	0.5
	0
	0

	10
	 18
	RBstart  2
or
RBstart + LCRB  48
	1
	0.5
	0
	0



For PRACH, PUCCH and SRS transmissions, the allowed A-MPR is according to that specified for PUSCH QPSK modulation for the corresponding transmission bandwidth.
For each TTI pattern, the A-MPR shall be evaluated per Teval period as specified in table 6.2.4-35 and given by the maximum value taken over the transmission(s) within that period; the maximum A-MPR over the TREF is then applied for TREF.
Table 6.2.4-35: A-MPR evaluation period
	TTI pattern
	TREF
	Teval

	Subframe
	1 subframe
	1 slot

	Slot
	7 OS
	Min(Tno_hopping, 7OS)

	Sublot
	2 OS, 3OS
	Min(Tno_hopping, 2OS/3OS)



For the UE maximum output power modified by A-MPR, the power limits specified in subclause 6.2.5 apply.


Table 6.2.4-36: A-MPR requirements for NS_UAV_70 (Power Class 3)
	Channel bandwidth [MHz] 
	Carrier centre frequency (FC)
[MHz]
	Parameters
	Region A
	Region B
	Region C
	Region D
	Region E

	1.4
	≤1713.5
	RBstart
	0-1
	≥ 2
	≥ 2
	N/A
	N/A

	
	
	LCRB [RBs]
	≤ 6
	> 2
	≤ 2
	N/A
	N/A

	
	
	LCRB - RBstart
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	A-MPR [dB]
	≤ 16
	≤ 12
	≤ 8
	N/A
	N/A

	
	>1713.5
	No A-MPR needed

	3
	≤1717.5
	RBstart
	0-2
	3-6
	7-11
	12-14
	N/A

	
	
	LCRB [RBs]
	≤ 15
	<13
	< 9
	< 6
	N/A

	
	
	LCRB - RBstart
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	A-MPR [dB]
	≤ 16.5
	≤ 15
	≤ 10
	≤ 5
	N/A

	
	>1717.5
	No A-MPR needed

	5
	≤1722.5
	RBstart
	0-1
	2-10
	11-24

	
	
	LCRB [RBs]
	≤ 25
	N/A
	N/A
	≤ 7
	> 7

	
	
	LCRB - RBstart
	N/A
	≥ 1
	< 1
	N/A
	N/A

	
	
	A-MPR [dB]
	≤ 16
	≤ 15
	≤ 10
	≤ 5
	≤ 10

	
	>1722.5
	No A-MPR needed

	10
	≤1735
	RBstart
	0
	1-19
	20-49

	
	
	LCRB [RBs]
	≤ 50
	N/A
	N/A
	N/A
	N/A

	
	
	LCRB - RBstart
	N/A
	≥ 4
	< 4
	≥ -10
	< -10

	
	
	A-MPR [dB]
	≤ 15.5
	≤ 15
	≤ 10
	≤ 10
	≤ 5

	
	>1735
	No A-MPR needed

	15
	≤1747.5
	RBstart
	0-37
	38-44
	45-74

	
	
	LCRB [RBs]
	N/A
	N/A
	N/A
	N/A
	≤ 30

	
	
	LCRB - RBstart
	≥ 6
	< 6
	≥ -23
	< -23
	N/A

	
	
	A-MPR [dB]
	≤ 14.5
	≤ 10
	≤ 10
	≤ 5
	≤ 5

	
	>1747.5
	No A-MPR needed

	20
	≤1760
	RBstart
	0-38
	39-52
	53-99

	
	
	LCRB [RBs]
	N/A
	N/A
	>35
	≤ 35 
	≤ 47

	
	
	LCRB - RBstart
	≥ 6
	< 6
	
	
	

	
	
	A-MPR [dB]
	≤ 14.5
	≤ 10
	≤ 10
	≤ 5
	≤ 5

	
	>1760
	No A-MPR needed



********************* Unchanged Clauses Omitted *********************

6.6.3G	Spurious emission for V2X Communication
When UE is configured for E-UTRA V2X sidelink transmissions non-concurrent with E-UTRA uplink transmissions for E-UTRA V2X operating bands specified in Table 5.5G-1, the requirements in subclause 6.6.3 apply.
When UE is configured for simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions for inter-band E-UTRA V2X / E-UTRA bands specified in Table 5.5G-2, the UE-coexistence requirements in Table 6.6.3G-0 in subclause 6.6.3G apply as as specified for the corresponding inter-band con-current operation with uplink assigned to two bands.
Table 6.6.3G-0: Requirements for inter-band con-current V2X operation
	V2X con-current band Configuration
	Spurious emission

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	V2X_3A-47A
	E-UTRA Band 1, 5, 7, 8, 26, 28, 34, 39, 40, 44, 45, 65, 87, 88
NR band n79
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3
	FDL_low 
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 22, 41, 42, 52
NR band n77, n78
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7,8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_5A-47A
	E-UTRA Band 1, 3, 5, 7, 8, 10, 12, 13, 14, 17, 40, 53, 65, 85, 103
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 26
	859
	-
	869
	-27
	1
	

	
	E-UTRA Band 41, 52
NR band n77, n78, n79
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_7A-47A
	E-UTRA Band 1, 3, 5, 7, 8, 22, 26, 28, 34, 39, 40, 41, 42, 44, 45, 52, 65, 87, 88
NR band n77, n78
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2570 
	-
	2575
	+1.6
	5
	3, 6, 4

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	3, 6, 4

	
	Frequency range
	2595
	-
	2620
	-40
	1
	3, 6

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_8A-47A
	E-UTRA Band 1, 5, 26, 28, 34, 39, 40, 44, 45, 65, 87, 88
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 7, 22, 41, 42, 52
NR band n77, n78, n79
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 3, 8
	FDL_low 
	-
	FDL_high
	-50
	1
	2, 3

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_20A-47A
	E-UTRA Band 1, 3, 7, 8, 22, 31, 32, 33, 34, 40, 43, 65, 67, 87, 88
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 20
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 38, 42, 52, 69
NR band n77, n78
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	758
	-
	788
	-50
	1
	

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_28A-47A
	E-UTRA Band 1, 22, 42, 43, 65
NR band n77, n78, 87, 88
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 1
	FDL_low
	-
	FDL_high
	-50
	1
	10, 11

	
	E-UTRA Band 3, 7, 8, 20, 31, 38, 40
NR band n79
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	470
	-
	694
	-42
	8
	3, 12

	
	Frequency range
	470
	-
	710
	-26.2
	6
	13

	
	Frequency range
	662
	-
	694
	-26.2
	6
	3

	
	Frequency range
	758
	-
	773
	-32
	1
	3

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_34A-47A
	E-UTRA Band 1, 3, 5, 7, 8, 11, 18, 19, 20, 21, 22, 26, 28, 31, 32, 33, 34, 38,39, 40, 41, 42, 43, 44, 45, 52, 65, 67, 69, 87, 88
NR Band n78, n79
	FDL_low 
	-
	FDL_high
	-50
	1
	9

	
	NR Band n77
	FDL_low 
	-
	FDL_high
	-50
	1
	2, 9

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_39A-47A
	E-UTRA Band 1, 3,5,7,8, 22, 26, 28, 34, 39, 40, 41, 42, 44, 45, 52, 65
NR Band n79
	FDL_low
	- 
	FDL_high
	-50
	1
	

	
	NR Band n77,n78
	FDL_low 
	-
	FDL_high
	-50
	1
	2, 9

	
	Frequency range
	1805
	-
	1855
	[-40]
	1
	5

	
	Frequency range
	1855
	-
	1880
	[-15.5]
	5
	3, 4, 5

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_41A-47A
	E-UTRA Band 1, 3, 5, 7, 8, 22, 26, 28, 34, 39, 40, 41, 42, 44, 45, 52, 65
NR Band n77, n78
	FDL_low
	- 
	FDL_high
	-50
	1
	

	
	NR Band n79
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	V2X_71A-47A
	E-UTRA Band 5, 26, 53
	FDL_low
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	5925
	-
	5950
	-30
	1
	7, 8

	
	Frequency range
	5815
	-
	5855
	-30
	1
	7

	NOTE 1:	FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1
NOTE 2:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. In case the exceptions are allowed due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3 or 4 for the 2nd, 3rd or 4th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 3:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth.
NOTE 4:	For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.
NOTE 5:	This requirement is only applicable for carriers with bandwidth confined within 1885-1920 MHz (requirement for carriers with at least 1RB confined within 1880 - 1885 MHz is not specified). This requirement applies for an uplink transmission bandwidth less than or equal to 54 RB for carriers of 15 MHz bandwidth when carrier center frequency is within the range 1892.5 - 1894.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 1895 - 1903 MHz.
NOTE 6:	As exceptions, measurements with a level up to the applicable requirement of -38 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 2nd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 2nd harmonic totally or partially overlaps the measurement bandwidth (MBW).
NOTE 7: Applicable when NS_33 or NS_34 is configured by the pre-configured radio parameters.
NOTE 8: In the frequency range x-5950MHz, SE requirement of -30dBm/MHz should be applied; where x = max (5925, fc + 15), where fc is the channel centre frequency.
NOTE 9:	For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band
NOTE 10:	Applicable when the assigned E-UTRA carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz. Applicable when the assigned E-UTRA carrier is confined within 715 MHz and 718 MHz and when the channel bandwidth used is 3 MHz.
NOTE 11:	As exceptions, measurements with a level up to the applicable requirement of -36 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 3rd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 3rd harmonic totally or partially overlaps the measurement bandwidth (MBW).
NOTE 12:	This requirement is applicable in the case of a 10 MHz E-UTRA carrier confined within 703 MHz and 733 MHz, otherwise the requirement of -25 dBm with a measurement bandwidth of 8 MHz applies.
NOTE 13:	This requirement is applicable for 5 and 10 MHz E-UTRA channel bandwidth allocated within 718-728MHz. For carriers of 10 MHz bandwidth, this requirement applies for an uplink transmission bandwidth less than or equal to 30 RB with RBstart > 1 and RBstart<48. Applicable when the assigned E-UTRA carrier is confined within 715 MHz and 718 MHz and when the channel bandwidth used is 3 MHz.



For intra-band contiguous multi-carrier operation, the boundary between E-UTRA out of band and spurious emission domain for intra-band contiguous carrier aggregation specified in Table 6.6.3.1A-1 shall apply.
For intra-band contiguous multi-carrier operation, the spurious emission requirements in Table 6.6.3G-1 shall apply for coexistence with protected bands.
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
Table 6.6.3G-1: Requirements for intraband multi-carrier V2X operation
	V2X multi-carrier Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	V2X_47B
	E-UTRA Band 1, 3, 5, 7, 8, 22, 26, 28, 34, 39, 40, 41, 42, 44, 45, 50, 51, 52, 65
NR band n77, n78, n79
	FDL_low 
	- 
	FDL_high
	-50
	1
	



For V2X UEs supportingTransmit Diversity, the requirements specified for single carrier shall apply to each transmit antenna connector. 
If V2X UE is configured for transmission on single-antenna connector, the general requirements specified for single carrier shall apply to the active antenna connector.
6.6.3K	Spurious emission for Aerial UE
When "NS_UAV_70" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3K-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.6.3K-1: Additional requirements for "NS_UAV_70"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5, 10, 15, 20 MHz
	

	2690 ≤ f ≤ 2900
	-50
	1 MHz



When "NS_UAV_44" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3K-2. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.6.3K-2: Additional requirements for "NS_UAV_44"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth
	Note

	
	1.4, 3, 5, 10, 15, 20 MHz
	
	

	1675 ≤ f ≤ 1710
	-40
	1 MHz
	

	2620 ≤ f < 2645
	-15.5
	5 MHz
	1

	2645 ≤ f ≤ 2690
	-40
	1 MHz
	

	NOTE 1:	For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.





When "NS_UAV_46" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3K-3. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.6.3K-3: Additional requirements for "NS_UAV_46"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5, 10, 15, 20 MHz
	

	1675 ≤ f ≤ 1710
	-40
	1 MHz



[bookmark: _Toc368026347]6.6A	Void
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