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<Start Of Change R4-2315586>
[bookmark: _Toc137396820][bookmark: _Toc138884110][bookmark: _Toc21102916][bookmark: _Toc29810765][bookmark: _Toc36636117][bookmark: _Toc37273063][bookmark: _Toc45886143][bookmark: _Toc53183219][bookmark: _Toc58915886][bookmark: _Toc58918067][bookmark: _Toc66693936][bookmark: _Toc74915888][bookmark: _Toc76114513][bookmark: _Toc76544399][bookmark: _Toc82536521][bookmark: _Toc89952814][bookmark: _Toc98766630][bookmark: _Toc99702993][bookmark: _Toc106206779]A.3	Fixed Reference Channels for performance requirements (QPSK, R=193/1024)
The parameters for the reference measurement channels are specified in table A.3-2, table A.3-2A, table A.3-4 and table A.3-6 for FR1 PUSCH performance requirements:
-	FRC parameters are specified in table A.3-2 for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer.
	FRC parameters are specified in table A.3-2A for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos2 and 1 transmission layer.
-	FRC parameters are specified in table A.3-4 for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 2 transmission layers.
-	FRC parameters are specified in table A.3-6 for FR1 PUSCH with transform precoding enabled, additional DM-RS position = pos1 and 1 transmission layer.
The parameters for the reference measurement channels are specified in table A.3-14 for FR1 PUSCH performance requirements for TBoMS:
-	FRC parameters are specified in table A.3-14 for FR1 PUSCH with transform precoding disabled, Additional DM-RS position = pos1 and 1 transmission layer.
The parameters for the reference measurement channels are specified in table A.3-7 to table A.3-12 for FR2 PUSCH performance requirements:
-	FRC parameters are specified in table A.3-7 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos0 and 1 transmission layer.
-	FRC parameters are specified in table A.3-8 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos0 and 2 transmission layer.
-	FRC parameters are specified in table A.3-9 for FR2 PUSCH with transform precoding enabled, additional DM-RS position = pos0 and 1 transmission layer.
-	FRC parameters are specified in table A.3-10 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer. 
-	FRC parameters are specified in table A.3-11 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 2 transmission layer. 
-	FRC parameters are specified in table A.3-12 for FR2 PUSCH with transform precoding enabled, additional DM-RS position = pos1 and 1 transmission layer. 
The parameters for the reference measurement channels are specified in table A.3-13 for FR2 PUSCH performance requirements for 2-step RA type:
-	FRC parameters are specified in table A.3-13 for FR2 PUSCH with transform precoding disabled, Additional DM-RS position = pos1 and 1 transmission layer. 
The parameters for the reference measurement channels are specified in table A.3-15 for FR2 PUSCH performance requirements for TBoMS:
-	FRC parameters are specified in table A.3-15 for FR2 PUSCH with transform precoding disabled, Additional DM-RS position = pos1 and 1 transmission layer.
Note: The FRC table A.3-16 defined in TS38.104 [2] and TS38.141-1 [3] is not used in this specification.
Table A.3-1: Void


<End of Change R4-2315586>
<< Unchanged sections omitted >>
<Start Of Change R4-2315586>
[bookmark: _Toc137396826][bookmark: _Toc138884116]A.7	Fixed Reference Channels for performance requirements (16QAM, R=434/1024)
The parameters for the reference measurement channels are specified in table A.7-1 for FR2-1 PUSCH performance requirements with transform precoding disabled, additional DM-RS position = pos0 and 2 transmission layers.
The parameters for the reference measurement channels are specified in table A.7-2 for FR2-1 PUSCH performance requirements with transform precoding disabled, additional DM-RS position = pos1 and 2 transmission layers.
The parameters for the reference measurement channels are specified in table A.7-3 for FR2-2 PUSCH performance requirements with transform precoding disabled, additional DM-RS position = pos1 and 2 transmission layers.
Note: The FRC table A.7-4 defined in TS38.104 [2] is not used in this specification.

Table A.7-1: FRC parameters for FR2-1 PUSCH performance requirements, transform precoding disabled, Additional DM-RS position = pos0 and 2 transmission layers (16QAM, R=434/1024)
	Reference channel
	G-FR2-A7-1
	G-FR2-A7-2
	G-FR2-A7-3
	G-FR2-A7-4
	G-FR2-A7-5

	Subcarrier spacing [kHz]
	60
	60
	120
	120
	120

	Allocated resource blocks
	66
	132
	32
	66
	132

	CP-OFDM Symbols per slot (Note 1)
	9
	9
	9
	9
	9

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	434/1024
	434/1024
	434/1024
	434/1024
	434/1024

	Payload size (bits)
	24072
	48168
	11784
	24072
	48168

	Transport block CRC (bits)
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24

	Number of code blocks - C
	3
	6
	2
	3
	6

	Code block size including CRC (bits) (Note 2)
	8056
	8056
	5928
	8056
	8056

	Total number of bits per slot without PT-RS
	57024
	114048
	27648
	57024
	114048

	Total number of bits per slot with PT-RS (Note 3)
	54648
	109296
	26496
	54648
	109296

	Total symbols per slot without PT-RS
	14256
	28512
	6912
	14256
	28512

	Total symbols per slot with PT-RS (Note 3)
	13662
	27324
	6624
	13662
	27324

	NOTE 1:	DM-RS configuration type  = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos0 with l0= 0 as per Table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].
NOTE 3:	PT-RS configuration KPT-RS =2, LPT-RS =1.



Table A.7-2: FRC parameters for FR2-1 PUSCH performance requirements, transform precoding disabled, Additional DM-RS position = pos1 and 2 transmission layers (16QAM, R=434/1024)
	Reference channel
	G-FR2-A7-6
	G-FR2-A7-7
	G-FR2-A7-8
	G-FR2-A7-9
	G-FR2-A7-10

	Subcarrier spacing [kHz]
	60
	60
	120
	120
	120

	Allocated resource blocks
	66
	132
	32
	66
	132

	CP-OFDM Symbols per slot (Note 1)
	8
	8
	8
	8
	8

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	434/1024
	434/1024
	434/1024
	434/1024
	434/1024

	Payload size (bits)
	21504
	43032
	10504
	21504
	43032

	Transport block CRC (bits)
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24

	Number of code blocks - C
	3
	6
	2
	3
	6

	Code block size including CRC (bits) (Note 2)
	7200
	7200
	5288
	7200
	7200

	Total number of bits per slot without PT-RS
	50688
	101376
	24576
	50688
	101376

	Total number of bits per slot with PT-RS (Note 3)
	48576
	97152
	23552
	48576
	97152

	Total symbols per slot without PT-RS
	12672
	25344
	6144
	12672
	25344

	Total symbols per slot with PT-RS (Note 3)
	12144
	24288
	5888
	12144
	24288

	NOTE 1:	DM-RS configuration type  = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos1 with l0 = 0 and l = 8 as per Table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].
NOTE 3:	PT-RS configuration KPT-RS =2, LPT-RS =1.



Table A.7-3: FRC parameters for FR2-2 PUSCH performance requirements, transform precoding disabled, Additional DM-RS position = pos1 and 2 transmission layers (16QAM, R=434/1024)
	Reference channel
	G-FR2-A7-11
	G-FR2-A7-12
	G-FR2-A7-13

	Subcarrier spacing [kHz]
	120
	120
	480

	Allocated resource blocks
	66
	264
	66

	CP-OFDM Symbols per slot (Note 1)
	8
	8
	8

	Modulation
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	434/1024
	434/1024
	434/1024

	Payload size (bits)
	21504
	86040
	21504

	Transport block CRC (bits)
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24

	Number of code blocks - C
	3
	11
	3

	Code block size including CRC (bits) (Note 2)
	7200　
	7848
	7200　

	Total number of bits per slot without PT-RS
	50688
	202752
	50688

	Total number of bits per slot with PT-RS (Note 4)
	48576
	194304
	48576

	Total symbols per slot without PT-RS
	12672
	50688
	12672

	Total symbols per slot with PT-RS (Note 4)
	12144
	48576
	12144

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos1 with l0= 0 and l =8 as per Table 6.4.1.1.3-3 of TS 38.211 [9].
NOTE 2:	Code block size including CRC (bits) equals to K' in sub-clause 5.2.2 of TS 38.212 [15].
NOTE 3:	The calculation of the “Total number of bits per slot” and “Total symbols per slot” fields include the REs taken up by CSI part 1 and CSI part 2, if present.
NOTE 4:	PT-RS configuration KPT-RS =2, LPT-RS =1.



[bookmark: _Toc58916078][bookmark: _Toc58918259][bookmark: _Toc66694129][bookmark: _Toc74916154][bookmark: _Toc76114779][bookmark: _Toc76544665][bookmark: _Toc82536787][bookmark: _Toc89953080][bookmark: _Toc98766896][bookmark: _Toc99703259][bookmark: _Toc106207050][bookmark: _Toc115081052][bookmark: _Toc122000003][bookmark: _Toc124154902][bookmark: _Toc137396827][bookmark: _Toc138884117]A.8	Fixed Reference Channels for performance requirements (QPSK, R=157/1024)
<End of Change R4-2315586>
<< Unchanged sections omitted >>
<Start Of Change R4-2315586>

Table A.10-6: FRC parameters for FR2 UL timing adjustment requirements, PUSCH with transform precoding disabled, Additional DM-RS position = pos2 and 1 transmission layer (64QAM, R=517/1024)
	Reference channel
	G-FR2-A10-11
	G-FR2-A10-12

	Subcarrier spacing [kHz]
	120
	120

	Allocated resource blocks
	16
	66

	Data bearing CP-OFDM Symbols per slot (Note 1)
	7
	7

	Modulation
	64QAM
	64QAM

	Code rate (Note 2)
	517/1024
	517/1024

	Payload size (bits)
	4032
	16896

	Transport block CRC (bits)
	24
	24

	Code block CRC size (bits)
	-
	24

	Number of code blocks - C
	1
	3

	Code block size including CRC (bits) (Note 2)
	4056
	5664

	Total number of bits per slot without PT-RS
	8064
	33264

	Total number of bits per slot with PT-RS (Note 3)
	7728
	31878

	Total resource elements per slot without PT-RS
	1344
	5544

	Total resource elements per slot with PT-RS (Note 3)
	1288
	5313

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos2 with l0= 0 and l =4,8 as per Table 6.4.1.1.3-3 of TS 38.211 [9].
NOTE 2:	Code block size including CRC (bits) equals to K' in sub-clause 5.2.2 of TS 38.212 [15].
NOTE 3:	PT-RS configuration KPT-RS =2, LPT-RS =1.



A.11	Fixed Reference Channels for performance requirements (64QAM, R=438/1024)
Fixed Reference Channels for performance requirements (64QAM, R=438/1024) are not used in this specification. 

[bookmark: _Toc21103076][bookmark: _Toc29810925][bookmark: _Toc36636286][bookmark: _Toc37273232][bookmark: _Toc45886322][bookmark: _Toc53183367][bookmark: _Toc58916079][bookmark: _Toc58918260][bookmark: _Toc66694130][bookmark: _Toc74916155][bookmark: _Toc76114780][bookmark: _Toc76544666][bookmark: _Toc82536788][bookmark: _Toc89953081][bookmark: _Toc98766898][bookmark: _Toc99703261][bookmark: _Toc106207053][bookmark: _Toc115081055][bookmark: _Toc122000006][bookmark: _Toc124154905][bookmark: _Toc137396830][bookmark: _Toc138884120]Annex B (normative):
Environmental requirements for the BS equipment
<End of Change R4-2315586>

