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Frequency arrangement for overlapping operating bands
The following information is provided in order to assist a UE derive the DL NR-ARFCN and UL NR-ARFCN in a multi-band environment, in which multiple overlapping operating bands may be indicated in the fields freqBandIndicatorNR and MultiFrequencyBandListNR-SIB.
The overlapping bands, independent of release, which may be indicated in a cell are shown in Table A-1 for applicable NR operating bands. The DL NR-ARFCN and UL NR-ARFCN are derived according to TS 38.101-1 and TS 38.101-2.
Table A-1: Overlapping bands (multi-band environments) for each NR band
	NR
Operating Band
	Overlapping NR operating
bands
	Duplex Mode

	n2
	n25
	FDD

	n5
	n18, n26
	FDD

	n8
	n106
	FDD

	n18
	n5, n26
	FDD

	n12
	n85
	FDD

	n25
	n2
	FDD

	n26
	n5, n18
	FDD

	n38
	n41, n90
	TDD

	n41
	n38, n90
	TDD

	n48
	n78, n77
	TDD

	n78
	n48, n77
	TDD

	n77
	n48, n78
	TDD

	n80
	n86
	SUL

	n85
	n12
	FDD

	n86
	n80
	SUL

	n96
	n102
	TDD

	n102
	n96
	TDD

	n106
	n8
	FDD

	n257
	n258
	TDD

	n257
	n261
	TDD

	n259
	n260
	TDD
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