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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.101-3
	1031
	1
	Rel-18
	TS 38.101-3 big CR for DC_R18_xBLTE_2BNR_yDL2UL
	B
	18.3.0
	-
	R4-2321829
	LG Electronics
	DC_R18_xBLTE_2BNR_yDL2UL-Core
	5.5B.4.2, 5.5B.4.3, 5.5B.4.4, 5.5B.4.5, 5.5B.4a.3, 5.5B.6.2, 5.5B.6.3, 5.5B.6.4, 5.5B.6a.2, 5.5B.6a.3, 5.5B.6a.4, 6.2B.4.2.3.2, 6.2B.4.2.3.3, 6.2B.4.2.3.4, 6.2B.4.2.3.5, 7.3B.2.3.5.2, 7.3B.3.3.2, 7.3B.3.3.3, 7.3B.3.3.4, 7.3B.3.3.5
	Test: TS 38.521-3


	38.101-3
	1045
	0
	Rel-18
	CR for 38.101-3 UE to UE coex  R18
	A
	18.3.0
	-
	R4-2318525
	Nokia
	DC_R18_1BLTE_1BNR_2DL2UL
	6.5B.3.3.2
	

	38.101-3
	1052
	0
	Rel-18
	CR to TS 38.101-3 (Rel-18): Correction of an invalid channel bandwidth in 3DL/2UL inter-band reference sensitivity testing for PC3
	A
	18.3.0
	-
	R4-2318782
	Verizon, Ericsson, Samsung, Nokia
	DC_R18_xBLTE_2BNR_yDL2UL-Core
	7.3B.2.3.5.2
	Test:  38.521-3


	38.101-3
	1065
	0
	Rel-18
	CR on introduction of completed DC of 2 bands LTE and 1 band NR from RAN4#109 into TS 38.101-3
	B
	18.3.0
	-
	R4-2319703
	Huawei, HiSilicon
	DC_R18_2BLTE_1BNR_3DL2UL
	5.5B.4.2, 5.5B.4a.2, 5.5B.5.2, 6.2B.4.2.3.2, 7.3B.2.3.5.2, 7.3B.3.3.2
	Test: TS 38.521-1


	38.101-3
	1066
	1
	Rel-17
	Rel17 Cat F CR for 38.101-3 Correct the Uplink configuration for DC_2A_n7(2A)-n66A
	F
	17.11.2
	-
	R4-2321989
	Samsung
	DC_R18_xBLTE_2BNR_yDL2UL-Core
	5.5B.4.2
	Test: TS 38.521-3


	38.101-3
	1067
	0
	Rel-18
	Rel18 Cat A CR for 38.101-3 Correct the Uplink configuration for DC_2A_n7(2A)-n66A
	A
	18.3.0
	-
	R4-2319757
	Samsung
	DC_R18_xBLTE_2BNR_yDL2UL-Core
	5.5B.4.2
	Test: TS 38.521-3


	38.101-3
	1082
	1
	Rel-18
	Big CR to introduce new combinations DC of x bands LTE inter-band CA (x345) and 1 NR band
	B
	18.3.0
	-
	R4-2321931
	Nokia, Nokia Shanghai Bell
	DC_R18_xBLTE_1BNR_yDL2UL-Core
	5.5B.4.3, 5.5B.4.4, 5.5B.4.5, 5.5B.4a.3, 5.5B.4a.4, 5.5B.5.3, 5.5B.5.4, 5.5B.5a.3, 5.5B.5a.4, 6.2B.4.2.3.3, 6.2B.4.2.3.4, 6.2B.4.2.3.5, 7.3B.3.3.3, 7.3B.3.3.4, 7.3B.3.3.5
	Test: TS 38.521-3


	38.101-3
	1085
	1
	Rel-18
	TS 38.101-3 big CR for DC_R18_xBLTE_yBNR_zDL2UL
	B
	18.3.0
	-
	R4-2321932
	ZTE Corporation
	DC_R18_xBLTE_yBNR_zDL2UL-Core
	5.5B.4, 6.2B.4, 7.3B.3
	Test: TS38.521-3


	38.101-3
	1090
	0
	Rel-18
	Big CR for Rel-18 Dual Connectivity (DC) of 1 LTE band (1DL/1UL) and 1 NR band (1DL/1UL)
	B
	18.3.0
	-
	R4-2320553
	CHTTL
	DC_R18_1BLTE_1BNR_2DL2UL-Core
	5.3B.1.2, 5.3B.1.3, 5.5B.2, 5.5B.3, 5.5B.4.1, 6.2B.1.1a, 6.2B.1.3, 6.2B.4.2.3.1, 6.5B.3.3.2, 7.3B.2.3.2,  7.3B.2.3.4, 7.3B.2.3.5.1, 7.3B.3.3.1
	Test: 38.521-3





