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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.101-1
	1828
	1
	Rel-18
	TS 38.101-1 big CR for NR_700800900_combo_enh
	B
	18.3.0
	-
	R4-2321679
	CATT, China Telecom
	NR_700800900_combo_enh-Core
	5.2A.2.1, 5.2A.2.2, 5.5A.2, 5.5A.3.1, 5.5A.3.2, 6.2A.1.2, 6.2A.1.3, 6.2A.3.1.2, 6.2A.4.2.3, 6.2A.4.2.4, 6.5.3.2, 6.5A.2.4.2, 6.5A.3.2.2, 6.5A.3.2.3, 6.5A.3.3.2, 6.2A.4.2.4, 7.3A.2.2, 7.3A.3.2.1, 7.3A.3.2.3, 7.3A.5, 7.3A.6
	Test:  38.521-1


	38.101-1
	1829
	0
	Rel-18
	CR Bug Fixes for Band Combinations in 38101-1-i30_s00-05
	F
	18.3.0
	-
	R4-2318420
	Apple
	NR_CADC_R18_yBDL_xBUL-Core
	5.5A.3.3, 5.5B
	Test: TS 38.521-1


	38.101-1
	1835
	0
	Rel-18
	CR to R18 TS38.101-1 to align frequency range restriction for MSD
	F
	18.3.0
	-
	R4-2318473
	Skyworks Solutions Inc.
	NR_CADC_R18_2BDL_xBUL-Core, NR_CADC_R18_3BDL_xBUL-Core
	Clause 7.3A.4 and 7.3A.5
	Test:  38.521-1


	38.101-1
	1842
	0
	Rel-18
	CR for 38.101-1 UE to UE coex  R18
	A
	18.3.0
	-
	R4-2318522
	Nokia
	NR_CADC_R18_2BDL_xBUL
	6.5.3.2A
	Test: TS 38.521-1


	38.101-1
	1870
	1
	Rel-18
	CR for 38.101-1: Add delta RIB requirements for CA_n78C_n84A-n89A
	B
	18.3.0
	-
	R4-2321683
	CMCC
	NR_2SUL_cell_combos_R18
	5.5C, 7.3C
	Test: TS 38.521-1


	38.101-1
	1914
	1
	Rel-18
	Big CR to reflect the completed NR inter-band CA DC combinations for 3 bands DL with up to 2 bands UL into TS 38.101-1
	B
	18.3.0
	-
	R4-2321835
	ZTE Corporation
	NR_CADC_R18_3BDL_xBUL-Core
	5.2A.2.2, 5.5A.3.2, 5.5B, 6.2A.4.2.4, 7.3A.3.2.3, 7.3A.5
	Test:  38.521-1


	38.101-1
	1918
	1
	Rel-18
	big CR 38.101-1 new combinations Rel-18 NR Inter-band CA/DC for y bands DL with x bands UL (y=4,5,6, x=1,2)
	B
	18.3.0
	-
	R4-2321838
	Ericsson
	NR_CADC_R18_yBDL_xBUL
	5.2A.2.3, 5.2A.2.4, 5.5A.3.3, 5.5A.3.4, Table 5.5B.1-3, Table 5.5B.1-4, 6.2A.4.2.5, 6.2A.4.2.6, 7.3A.3.2.4 and 7.3A.3.2.5
	Test: TS 38.521-1


	38.101-1
	1920
	0
	Rel-17
	Rel17 Cat F CR for 38.101-1 Add missing Uplink configurations for PC3 CA_n46M-n48B-n96A and CA_n46M-n48(4A)-n96D
	F
	17.11.0
	-
	R4-2319754
	Samsung
	NR_CADC_R18_3BDL_xBUL-Core
	5.5A.3.2
	Test: TS 38.521-1


	38.101-1
	1921
	0
	Rel-18
	Rel18 Cat A CR for 38.101-1 Add missing Uplink configurations for PC3 CA_n46M-n48B-n96A and CA_n46M-n48(4A)-n96D
	A
	18.3.0
	-
	R4-2319755
	Samsung
	NR_CADC_R18_3BDL_xBUL-Core
	5.5A.3.2
	Test: TS 38.521-1


	38.101-1
	1922
	0
	Rel-17
	Rel17 Cat F CR for 38.101-1 Add missing MSD due to UL harmonic interference for PC3 CA_n71-n78 in clause 7.3A.4
	F
	17.11.0
	-
	R4-2319766
	Samsung, TELUS, Bell Mobility
	NR_CADC_R18_2BDL_xBUL-Core
	7.3A.4
	Test: TS 38.521-1


	38.101-1
	1923
	0
	Rel-18
	Rel18 Cat A CR for 38.101-1 Add missing MSD due to UL harmonic interference for PC3 CA_n71-n78 in clause 7.3A.4
	A
	18.3.0
	-
	R4-2319767
	Samsung, TELUS, Bell Mobility
	NR_CADC_R18_2BDL_xBUL-Core
	7.3A.4
	Test: TS 38.521-1


	38.101-1
	1925
	0
	Rel-18
	Big CR on Introduction of completed SUL band combinations into TS 38.101-1
	B
	18.3.0
	-
	R4-2319854
	Huawei, HiSilicon
	NR_SUL_combos_R18-Core
	5.5C, 7.3C.3.2.1, 7.3C.3.2.2, 7.3C.3.2.3
	Test: TS 38.521-1


	38.101-1
	1945
	1
	Rel-18
	TS 38.101-1 big CR for NR_CADC_R18_2BDL_xBUL
	B
	18.3.0
	-
	R4-2321864
	ZTE Corporation
	NR_CADC_R18_2BDL_xBUL-Core
	5.2A.2, 5.5A.3, 5.5B, 6.2A.1, 6.2A.4.2.3, 6.2B, 6.5A.3.2.3, 7.3A
	Test:  38.521-1


	38.101-1
	1952
	0
	Rel-18
	big CR for addition of NR CA Intra-band FR1
	B
	18.3.0
	-
	R4-2320301
	Ericsson
	NR_CA_R18_intra
	5.2A, 5.5A, 6.2F, 7.3A
	Test: TS 38.521 series


	38.101-2
	0686
	0
	Rel-18
	CR for 38.101-2 to add new configurations for the existing NR intra-band CA configurations
	B
	18.3.0
	-
	R4-2319851
	Samsung, Verizon
	NR_CA_R18_Intra-Core
	5.5A.2
	Test:  38.521-2


	38.101-2
	0687
	0
	Rel-18
	big CR for addition of NR CA Intra-band FR2
	B
	18.3.0
	-
	R4-2320302
	Ericsson
	NR_CA_R18_intra
	5.5A
	Test: TS 38.521 series


	38.101-3
	1034
	0
	Rel-18
	CR Bug Fixes for Band Combinations in 38101-3-i30_s00-05
	F
	18.3.0
	-
	R4-2318421
	Apple
	NR_CADC_R18_yBDL_xBUL-Core
	5.5A.1, 5.5B.4.2, 5.5B.4.3, 5.5B.7.3
	Test: TS 38.521-1


	38.101-3
	1063
	1
	Rel-18
	Big CR to reflect the completed NR inter-band CA DC combinations for 3 bands DL with up to 2 bands UL into TS 38.101-3
	B
	18.3.0
	-
	R4-2321836
	ZTE Corporation
	NR_CADC_R18_3BDL_xBUL-Core
	5.2A.1, 5.5A.1, 5.5B.7.2
	Test:  38.521-3


	38.101-3
	1064
	0
	Rel-18
	Big CR 38.101-3 new combinations Rel-18 NR Inter-band CA/DC for y bands DL with x bands UL (y=4,5,6, x=1,2)
	B
	18.3.0
	-
	R4-2319653
	Ericsson
	NR_CADC_R18_yBDL_xBUL
	Table 5.5A.1-3, 5.5B.7.3
	Test: TS 38.521-1


	38.101-3
	1084
	1
	Rel-18
	TS 38.101-3 big CR for NR_CADC_R18_2BDL_xBUL
	B
	18.3.0
	-
	R4-2321865
	ZTE Corporation
	NR_CADC_R18_2BDL_xBUL-Core
	5.5A.1, 5.5B.7.1
	Test: TS 38.521-3


	38.101-3
	1087
	1
	Rel-18
	CR for 38.101-3: Missing 2BDL xBUL Combinations from R4-2312482
	F
	18.3.0
	-
	R4-2321873
	T-Mobile USA, Ericsson, Telstra
	NR_CADC_R18_2BDL_xBUL-Core
	5.2A.1, 5.5A.1, 5.5B.7
	

	38.872
	0004
	1
	Rel-18
	Draft CR for capturing the output for 2UL/2DL CA_n5-n8
	B
	18.2.0
	-
	R4-2321680
	vivo
	NR_700800900_combo_enh-Core
	5.1.5
	




