

	
3GPP TSG-RAN WG1 Meeting #115 	R1-2312601
Chicago, USA, November 13th – November 17th, 2023 
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.214
	CR
	0473
	rev
	-
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	CR on Memory issue associated to slot offset determination for A-CSI without data

	
	

	Source to WG:
	Moderator (Apple), Nokia, Nokia Shanghai Bell, Samsung

	Source to TSG:
	R1

	
	

	Work item code:
	NR_L1enh_URLLC-Core 
	
	Date:
	2023-11-16

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	For A-CSI without UL-SCH, unlike A-CSI with UL-SCH or PUSCH without A-CSI, the slot offset is not determined from TDRA table. It is determined based on a set of report slot offset lists, where number of K2 entries in each list shall be the same number of rows in the configured TDRA table. The procedure needs a lot of memory, which needs to be accessed as quick as possible. The required memory in Rel-16 and later is scaled even 4 times more in comparison with Rel-15, when UE supports dynamic PUSCH repetition indication. This is while no PUSCH repetition is applied to an A-CSI without UL-SCH. 
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<text unchanged are omitted>


When the UE is scheduled to transmit a PUSCH with no transport block and with a CSI report(s) by a 'CSI request' field on a DCI, the 'Time domain resource assignment' field value m of the DCI provides a row index m + 1 to the allocated table as defined in Clause 6.1.2.1.1. The indexed row defines the start and length indicator SLIV, or directly the start symbol S and the allocation length L, and the PUSCH mapping type to be applied in the PUSCH transmission and the K2 value is determined as , where  are the corresponding list entries of the higher layer parameter
-	reportSlotOffsetListDCI-0-2 or reportSlotOffsetListDCI-0-2-r17, if PUSCH is scheduled by DCI format 0_2 and reportSlotOffsetListDCI-0-2 or reportSlotOffsetListDCI-0-2-r17 is configured;
-	reportSlotOffsetListDCI-0-1 or reportSlotOffsetListDCI-0-1-r17, if PUSCH is scheduled by DCI format 0_1 or 0_3 and reportSlotOffsetListDCI-0-1 or reportSlotOffsetListDCI-0-1-r17 is configured;
-	reportSlotOffsetList or reportSlotOffsetList-r17, otherwise;



in CSI-ReportConfig for the  triggered CSI Reporting Settings and  is the (m+1)th entry of , where the UE does not expect that (m+1) is larger than 16.
<text unchanged are omitted>
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