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-----------Start of the Change------------
[bookmark: _Toc138863297][bookmark: _Toc113825166][bookmark: _Toc106109345][bookmark: _Toc105174508][bookmark: _Toc98868224]9.1.2.8	S-NODE MODIFICATION REQUIRED
This message is sent by the S-NG-RAN node to the M-NG-RAN node to request the modification of S-NG-RAN node resources for a specific UE.
Direction: S-NG-RAN node  M-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	//skip unchanged part
	
	
	
	
	
	

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	RRC Config Indication
	O
	
	9.2.3.72
	
	YES
	reject

	Available fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	This IE is not used in this version of the specification.
	YES
	ignore

	Release fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	This IE is not used in this version of the specification.
	YES
	ignore

	SCG Indicator
	O
	
	ENUMERATED(released,...)
	
	YES
	ignore

	SCG UE History Information
	O
	
	9.2.3.151
	
	Yes
	ignore

	SCG Activation Request
	O
	
	9.2.3.154
	
	YES
	ignore

	CPAC Information Required
	O
	
	
	This IE may be sent from the target SN.
	YES
	ignore

	>Candidate PSCell List
	
	1
	
	Indicates the full list of candidate PSCells prepared at the target S-NG-RAN node.
	–
	

	>>Candidate PSCell Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI 9.2.2.7
	
	–
	

	SCG Reconfiguration Notification
	O
	
	ENUMERATED (executed, ..., executed-deleted, deleted)
	
	YES
	ignore
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