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	Reason for change:
	RAN2 has added requirements upon reception of certain MAC CEs in TS 38.321 V17.1.0.
However, the list of MAC CE with requirements according to the new MAC CEs added..

Since some MACE CE are not included in section 5.18.1, this CR is to solve this issue.

	
	

	Summary of change:
	
Section 5.18.1:
- Clarified that the clause 5.18.1 specifies the requirements also for the transmission of MAC CEs:
- Added BFD-RS Indication MAC CE; 
- Added IAB-MT Recommended Beam Indication MAC CE;
- Added UL PSD range adjustment for IAB MAC CE;
- Added Case-6 timing request MAC CE
- Removed “for UE-specific PDSCH” from “Unified TCI States 

Impact Analysis
Impacted 5G architecture options: NR SA

Impacted functionality: Requirements upon reception of MAC CEs

Inter-operability:
1.	 If the network is implemented according to the CR and the UE is not, there is no interoperability issue.

2.	 If the UE is implemented according to the CR and the network is not, there is no interoperability issue.


	
	

	Consequences if not approved:
	If the CR is not approved, the list of MAC CE with requirements upon reception remains incomplete.
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This clause specifies the requirements upon reception or transmission of the following MAC CEs:
-	SP CSI-RS/CSI-IM Resource Set Activation/Deactivation MAC CE;
-	Aperiodic CSI Trigger State Subselection MAC CE;
-	TCI States Activation/Deactivation for UE-specific PDSCH MAC CE;
-	TCI State Indication for UE-specific PDCCH MAC CE;
-	SP CSI reporting on PUCCH Activation/Deactivation MAC CE;
-	SP SRS Activation/Deactivation MAC CE;
-	PUCCH spatial relation Activation/Deactivation MAC CE;
-	Enhanced PUCCH spatial relation Activation/Deactivation MAC CE;
-	SP ZP CSI-RS Resource Set Activation/Deactivation MAC CE;
-	Recommended Bit Rate MAC CE;
-	Enhanced SP/AP SRS Spatial Relation Indication MAC CE;
-	SRS Pathloss Reference RS Update MAC CE;
-	PUSCH Pathloss Reference RS Update MAC CE;
-	Serving Cell set based SRS Spatial Relation Indication MAC CE;
-	SP Positioning SRS Activation/Deactivation MAC CE;
-	Timing Delta MAC CE;
-	Guard Symbols MAC CEs;
-	Positioning Measurement Gap Activation/Deactivation Command MAC CE;
-	PPW Activation/Deactivation Command MAC CE;
-	PUCCH spatial relation Activation/Deactivation for multiple TRP PUCCH repetition MAC CE;
-	PUCCH Power Control Set Update for multiple TRP PUCCH repetition MAC CE;
-	Unified TCI States Activation/Deactivation for UE-specific PDSCH MAC CE;
-	Differential Koffset MAC CE;
-	Case-7 Timing advance offset MAC CE;
-	DL TX Power Adjustment MAC CEs;
-	Child IAB-DU Restricted Beam Indication MAC CE;
-	Timing Case Indication MAC CE
-	BFD-RS Indication MAC CE;
-	IAB-MT Recommended Beam Indication MAC CE;
-	UL PSD range adjustment for IAB MAC CE;
[bookmark: _Hlk131639059]-	Case-6 Timing Request MAC CE.
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