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	Reason for change:
	A UE when operating as an NR L2 UE-to-network relay UE needs to indicate its capability to the network.

	
	

	Summary of change:
	1. Adding a UE capability to indicate whether the UE, when operating as an NR L2 sidelink relay UE, supports forwarding of posSIBs or not.
2. Adding a UE capability to indicate whether the UE, when operating as an NR L2 sidelink relay UE, supports indication of the offset between SFN and DFN timelines or not.
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	FDD-TDD DIFF
	FR1-FR2
DIFF

	accessStratumReleaseSidelink-r16
Indicates the access stratum release for NR sidelink communication the UE supports as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	posSIB-ForwardingSupported-r18
Indicates whether the UE, when operating as an NR L2 sidelink relay UE, supports forwarding of posSIBs.  The UE capable of operation as an NR L2 sidelink relay UE shall set this field to supported if it is capable of obtaining posSIBs.
	UE
	CY
	No
	No

	relayUE-Operation-L2-r17
Indicates whether NR L2 sidelink relay UE operation is supported by the UE.
	UE
	No
	No
	No

	remoteUE-Operation-L2-r17
Indicates whether NR L2 sidelink remote UE operation is supported by the UE. 
	UE
	No
	No
	No

	remoteUE-PathSwitchToIdleInactiveRelay-r17
Indicates whether L2 sidelink remote UE supports direct to indirect path switch with target relay in RRC_IDLE or RRC_INACTIVE state.
	UE
	No
	No
	No

	sfn-DFN-OffsetSupported-r18
Indicates whether the UE, when operating as an NR L2 sidelink relay UE, supports indication of the offset between SFN and DFN timelines.
	UE
	No
	No
	No
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