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1	Work plan related evaluation
	Do you want to modify the time budget for this WI/SI compared to what was endorsed at the last RAN meeting?
	No



If you answered No:	Then please remove the Excel file from the zip file of this status report.
If you answered Yes:	Then please fill out the attached Excel template to request a modification of the time 		budgets for your WI /SI. The Excel table has to be filled out for all affected RAN WGs and 		up to the target date of the WI/SI. The basis are the endorsed time budgets of the last 		RAN meeting. Please highlight all changes of the values.
		One time unit (TU) corresponds to ~ 2 hours in the meeting.
		If this status report covers a WI with Core and Performance part, then please have one 		line for each in the attached Excel table.
		Note: If no Excel table is attached, then this means no time budget change.
Additional explanations/motivations for the time budget changes in the attached Excel table:


2.	Detailed progress in RAN WGs since last TSG meeting (for all involved WGs)
	NOTE: Agreements and Open issues impacted cross-TSG aspects shall be explicitly highlighted
2.1	RAN1
2.1.1	Agreements
In RAN1#116, the following agreements were made. 

	
Agreement
Regarding the UE assumption on SSB transmission on a cell supporting on-demand SSB SCell operation, the following cases are identified for further study:
· Case #1: No always-on SSB on the cell
· Case #2: Always-on SSB is periodically transmitted on the cell
· FFS: Whether always-on SSB and on-demand SSB are not cell-defining SSB if transmitted.
FFS: Which scenario the above applies for 


Agreement
· RAN1 to strive for a common design for on-demand SSB operation considering all applicable CA configurations.
· 
Agreement
· For the following identified scenarios for on-demand SSB SCell operation, focus future RAN1 discussion to down-select (both may be selected) between the two scenarios.
· Scenario #2: SCell is configured to a UE but before the UE receives SCell activation command (e.g., as defined in TS 38.321)
· Scenario #3: After UE receives SCell activation command (e.g., as defined in TS 38.321)
· This does not preclude SCell for which activation is completed
· FFS: The case where SCell activation is completed
FFS: Application timing between NW triggering message and on demand SSB transmission


Agreement
· Support on-demand SSB SCell operation triggered by gNB.
· FFS Details of associated signaling/indication/configuration provided to UE
Agreement
· For SSB burst(s) triggered by on-demand SSB SCell operation, study at least the following options.
· Option 1: UE expects that on-demand SSB burst(s) is periodically transmitted from time instance A.
· Option 1A: UE expects that on-demand SSB burst(s) is periodically transmitted from time instance A until gNB turns OFF the on demand SSB
· Option 2: UE expects that on-demand SSB burst(s) is transmitted from time instance A to time instance B and not transmitted after time instance B.
· Option 3: UE expects that on-demand SSB burst(s) is transmitted N times after time instance A and not transmitted after N on-demand SSB bursts are transmitted.
· Option 4: UE expects that on-demand SSB burst(s) is transmitted with a periodicity from time instance A to time instance B and with the other periodicity after time instance B.
· FFS: The combination of above options
· FFS: How to define time instance A/B and the value of N per option
· FFS: Each option is applicable to which Cases or Scenarios (as per the previous agreement)

Agreement
For discussion purpose, the following assumption will be used in RAN1
· Cell A: A cell that is periodically transmitting at least its own SIB1
· NES Cell: A cell that may transmit SIB1 transmission in response to UL WUS from a UE
For the further study of on-demand SIB1 for idle/inactive mode UE, RAN1 studies the following options.
On target cell of UL WUS transmission:
· Option 1: UE transmits UL WUS to NES Cell
· Option 2: UE transmits UL WUS to Cell A
On configuration provision for UL WUS transmission
· Option A: UE obtains the UL WUS configuration from NES Cell
· Option B: UE obtains the UL WUS configuration from Cell A 
Other options are not precluded

Agreement
For further study of achievable NES gain with on-demand SIB1 for idle/inactive mode UE, 
· [bookmark: OLE_LINK185][bookmark: OLE_LINK188]Assume the following for network energy evaluation of non-NES cell in FR1:
· Empty/low/medium cell load as defined in 38.864
· [bookmark: OLE_LINK189]Cat 1/Cat 2 BS as defined in 38.864
· 30kHz SCS, DDDSU TDD pattern
· Case A: 20ms SSB period with 20ms SIB1 period; 
· Case C: 20ms SSB period with 160ms SIB1 period;
· Case D: 20ms SSB period with 40ms SIB1 period;
[bookmark: OLE_LINK186]Note: Other SSB/SIB1 periodicity assumptions are not precluded (up to companies to report)
· 4 or 8 SSBs in a SSB burst with SSB pattern case C
· 20ms or 160ms PRACH monitoring period
· Assume the following for network energy evaluation of NES cell in FR1:
· Empty/low/medium cell load as defined in 38.864
· Cat 1/Cat 2 BS as defined in 38.864
· 30kHz SCS, DDDSU TDD pattern
· Case 1: 20ms SSB period with no SIB1 transmitted; 
Note: Other SSB/SIB1 assumptions are not precluded (up to companies to report)
· 4 or 8 SSBs in a SSB burst with SSB pattern case C
· 20ms/160ms UL WUS monitoring period
· Note: SSB/CORESET0 multiplexing pattern 1 is used

[bookmark: OLE_LINK190]Agreement
· For study of UL WUS design, consider at least PRACH as a starting point
· FFS: Whether there is dedicated PRACH resource for SIB1 request 
· Other option(s) not precluded

Agreement
For the further study of on-demand SIB1 for idle/inactive mode UE, RAN1 to discuss triggering conditions for sending UL-WUS.

Agreement
For the study of on-demand SIB1 for idle/inactive mode UE, RAN1 to further study whether feedback from gNB in response to the SIB1 request is supported including associated details.

Agreement
[bookmark: OLE_LINK163]For the further study on UL WUS configuration among the following options:
· Option 1: Pre-defined UL WUS configuration
· Option 2: UL WUS configuration that applies to multiple NES cell 
· Option 3: UL WUS configuration that applies to a single NES cell

Agreement
For adaptation of SSB in time-domain, consider the following adaptation mechanisms for further study 
· Adaptation of SSB burst periodicity
· Adaptation based on two SSB configurations where up to two configurations can be active
· Adaptation based on skipping/transmitting some SSB bursts non-uniformly with single SSB configuration
· Adapting the transmitted number of SSBs within a SSB burst
· Cell DTX for SSB adaptation
· Whether to support new SSB burst periodicity value(s)
· Whether to support new SSB burst(s) (i.e. how SSB transmission is made within a burst)
· New compact SSB burst(s) 
· Adapting the position of SSBs within a SSB burst
· Other mechanisms/combinations are not precluded

Agreement
For adaptation of PRACH in time-domain, consider the following adaptation mechanisms for further study
· Adaptation based on configuration of additional[/different] PRACH resources for NES-capable UEs in addition to PRACH resources for legacy UEs (if any)
· Note: NES-capable UEs can use both additional PRACH resources and PRACH resources for legacy UEs
· For the additional PRACH resources,
· Adaptation of PRACH resource periodicity/PRACH occasion 
· Adaptation at PRACH configuration/association period/association pattern period level and SSB to RO mapping cycle
· Adaptation based on extending cell DRX operation for PRACH
· Concentrating ROs in time domain
· Other options are not precluded

Agreement
For adaptation of paging, 
· Study further from RAN1 perspective, techniques for adaptation of paging occasions in time-domain and achievable network energy savings
· Note: Specification details for PO/PF determination and paging-related configuration/procedures to be handled by RAN2

Agreement
For the adaptation mechanisms of SSB in time-domain, study further applicable scenarios and associated legacy UE impact/handling (if any) based on the following: 
· Applicability to UE in idle/inactive and/or connected mode 
· Applicability to PCell and/or SCell(s)

Agreement
For the adaptation mechanisms of SSB in time-domain, study further following mechanisms: 
· Adaptation mechanism indicated or configured by gNB without UE trigger
· Adaptation triggered by UE (if any)
FFS: Details of associated signaling/indication/configuration

Agreement
For the adaptation mechanisms of PRACH in time-domain
· Support at least PRACH adaptation provided by gNB without UE trigger
· FFS: PRACH adaptation with UE trigger
· Note: UE trigger means UE requests adaptation of PRACH
· Study at least the following,
· Dynamic signaling and/or semi-static signaling of PRACH adaptation 
· Adaptation of PRACH transmission according to certain condition 
· Applicability to idle/inactive and/or connected mode UEs
· Which scenarios the adaptation mechanism is applicable to (e.g. cell with both legacy and Rel-19 UE, cell with only Rel-19 UEs)

2.1.2	Remaining Open issues
· Details of specifying procedures and signaling method(s) to support on-demand SSB SCell operation for UEs in connected mode configured with CA, for both intra-/inter-band CA.
· Details of the study of procedures and signaling method(s) to support on-demand SIB1 for UEs in idle/inactive mode.
· Details of specifying adaptation of common signal/channel transmissions, including the study of adaptation of PRACH in spatial domain.

2.2	RAN2
2.2.1	Agreements
Not yet started

2.2.2	Remaining Open issues 
Not yet started


2.3	RAN3
2.3.1	Agreements
Not yet started

2.3.2	Remaining Open issues
Not yet started

2.4	RAN4
2.4.1	Agreements
Not yet started

2.4.2	Remaining Open issues
Not yet started

2.5	RAN5
n/a
2.5.1	Agreements
2.5.2	Remaining Open issues
2.5.3	Remaining Open issues with cross-WG dependencies
2.6	RAN6
n/a
2.6.1	Agreements
2.6.2	Remaining Open issues

3.	Detailed progress in SA/CT WGs since last TSG meeting (for all involved WGs)
NOTE: This section only needs to be filled in for WI/SIs where there is a corresponding relevant WI/SI in SA/CT. 
n/a
3.1	SAx/CTs
3.1.1	Agreements with cross-TSG impacts
3.1.2	Remaining Open issues with cross-TSG impacts
NOTE: This section should also flag any critical dependencies that need TSG attention. 
	
4.	References
NOTE:	This can be e.g. a list of all related Tdocs in the affected WGs since last TSG, references to LSs, produced TRs/TSs, the work/study item description or status reports of previous TSGs.
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