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<< Start of Changes >>
10	EN-DC Tests with NR PSCell under CCA and Other NR Cells in FR1
Editor’s note: Test cases for EN-DC with NR PSCell under CCA and SCell under CCA are also included here.
10.0	General
10.0.1	Principle of testing for UE capable of EN-DC with only NR bands with shared spectrum access
Test cases in table 10.0.1-1 are defined for UE capable of EN-DC with only NR band(s) with shared spectrum access and are not required for UE supporting also other NR band(s) (i.e. band with no shared spectrum access). The EN-DC configurations are defined in clause of 5.5B of TS 38.101-3 [4].
Table 10.0.1-1: Test cases applicable to UE supporting EN-DC with only NR bands with shared spectrum access
	Test category
	Section
	Test case

	Active BWP switching
	10.3.5.2.1
	EN-DC FR1 E-UTRAN – NR PSCell under CCA FR1 DL active BWP switch in non-DRX in synchronous EN-DC

	
	10.3.5.2.2
	EN-DC FR1 E-UTRAN – NR PSCell under CCA FR1 DL active BWP switch with FR1 SCell in non-DRX in synchronous EN-DC

	
	10.3.5.3.1
	EN-DC FR1 E-UTRAN – NR PSCell under CCA FR1 DL active BWP switch in non-DRX in synchronous EN-DC



10.1	RRC_CONNECTED state mobility

<< Skipped sections >>
11	NR Standalone Tests with NR PCell under CCA and Other NR Cells in FR1
Editor’s note: Test cases for NR SA with NR PCell under CCA and SCell under CCA are also included here.
11.0	General
11.0.1	Principle of testing for UE capable of EN-DC with only NR bands with shared spectrum access
Test cases in table 11.0.1-1 are defined for UE capable of NR SA operation with only NR band(s) with shared spectrum access and are not required for UE supporting also other NR band(s) (i.e. band with no shared spectrum access). 
Table 11.0.1-1: Test cases applicable to UE supporting SA operation with only NR bands with shared spectrum access
	Test category
	Section
	Test case

	Active BWP switching
	11.4.5.2.1
	NR SA FR1 - NR FR1 DL active BWP switch of PCell under CCA with non-DRX

	
	11.4.5.2.2
	NR SA FR1 DL active BWP switch with non-DRX under CCA

	
	11.4.5.3.1
	NR SA FR1 DL active BWP switch of Cell with non-DRX under CCA



11.1	RRC_IDLE state mobility

<< End of Changes >>
