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<Start of Changes>
[bookmark: _Toc44323953][bookmark: _Toc52990146][bookmark: _Toc60823345][bookmark: _Toc60825267][bookmark: _Toc69306168][bookmark: _Toc69309874][bookmark: _Toc76020189][bookmark: _Toc83720671][bookmark: OLE_LINK57]
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability Condition
	Applicability Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.1.2
	RRC / Paging for connection / Shared network environment
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.1a
	Paging Early Indication and Subgrouping
	
	
	

	8.1.1.1a.1
	Paging Early Indication with Subgrouping / RRC_IDLE / lastUsedCellOnly not configured / Subgroup ID selection
	Rel-17
	C224
	UEs supporting 5G Core and PEI

	8.1.1.1a.2
	Paging Early Indication with Subgrouping / RRC_INACTIVE / lastUsedCellOnly configured
	Rel-17
	C239
	UEs supporting 5G Core and RRC_INACTIVE and PEI

	8.1.1.1a.3
	Paging Early Indication without Subgrouping / RRC_IDLE
	Rel-17
	C224
	UEs supporting 5G Core and PEI

	8.1.1.2
	RRC connection establishment
	
	
	

	8.1.1.2.1
	RRC connection establishment / Return to idle state after T300 expiry
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.2.2
	Void
	
	
	

	8.1.1.2.3
	RRC connection establishment / RRC Reject with wait time
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.2.4
	RRC connection establishment / Extended value, spare fields and non-critical extensions in SI
	Rel-15 and Rel-16 only
	C21
	UEs supporting 5G Core

	< Unchanged Rows Skipped >

	8.1.5.11
	Idle/Inactive Measurements
	
	
	

	8.1.5.11.1
	Idle/Inactive Measurements / Idle mode / SIB11 configuration / Measurement of NR cells
	Rel-16
	C190
	UEs supporting 5G Core and Idle/Inactive Measurements

	8.1.5.11.2
	Idle/Inactive Measurements / Idle mode / RRCRelease configuration / Measurement of NR cells
	Rel-16
	C190
	UEs supporting 5G Core and Idle/Inactive Measurements

	8.1.5.11.3
	Idle/Inactive measurements / Inactive mode / SIB11 configuration / Measurement of NR cells
	Rel-16
	C192
	UEs supporting 5GC Core and RRC_INACTIVE and Idle/Inactive Measurements

	8.1.5.11.4
	Idle/Inactive measurements / Inactive mode / RRCRelease configuration / Measurement of NR cells
	Rel-16
	C192
	UEs supporting 5GC Core and RRC_INACTIVE and Idle/Inactive Measurements

	8.1.5.12
	Partial Sounding
	
	
	

	8.1.5.12
	Partial Sounding
	
	
	

	8.1.5.12.1
	Partial Sounding / RRC_CONNECTED / RRCReconfiguration
	Rel-17
	C315
	UEs supporting 5GS Core and partial frequency sounding for SRS with frequency hopping

	8.1.5.13
	Small Data Transmission
	
	
	

	8.1.5.13.1
	RRC SDT/CG based SDT/Success
	Rel-17
	C269
	UEs supporting 5GC Core and SDT via Configured Grant Type 1 in RRC_INACTIVE state

	8.1.5.13.2
	RRC SDT / CG based SDT ongoing / Data on non-SDT Radio Bearers
	Rel-17
	C269
	UEs supporting 5G Core and SDT via Configured Grant Type 1 in RRC_INACTIVE state

	8.1.5.13.3
	RRC SDT / CG based SDT / SDT-SRB2-Indication
	Rel-17
	C270
	UEs supporting 5G Core and SRB SDT and SDT via Configured Grant Type 1 in RRC_INACTIVE state



<Unchanged Text Skipped>

[bookmark: _Toc146804992]4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	C02
	IF A.4.3.4-1/2 OR A.4.3.4-1/3 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM Mode

	C03
	IF A.4.3.5-1/1 THEN R ELSE N/A
	UEs supporting 5GS and Long DRX Cycle

	C04
	IF A.4.3.5-1/2 THEN R ELSE N/A
	UEs supporting 5GS and short DRX cycle

	C05
	IF A.4.3.4-1/3 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM with 6-bit length of RLC sequence number

	C06
	IF A.4.3.4-1/2 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM with 12-bit length of RLC sequence number

	< Unchanged Rows Skipped >

	C312
	IF A.4.3.2-1/133 THEN R ELSE N/A
	UEs supporting 5GS and unified separate TCI with multi-MAC-CE

	C313
	IF A.4.1-5/1 AND A.4.3.7-1/59 THEN R ELSE N/A
	UEs supporting 5G Core and MICO mode

	C314
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND A.4.4-1/26 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and RRC Connection release with MPS priority indication

	C315
	IF A.4.1-5/1 AND A.4.3.2-1/134 THEN R ELSE N/A
	UEs supporting 5GS Core and partial frequency sounding for SRS with frequency hopping.

	C316
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND [10] A.4.4-1/33 AND A.4.3.7-1/12 AND A.4.3.7-1/58 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback and being configured for No E-UTRA Disabling In 5GS



< End of Changes >

