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[bookmark: _Toc232582177][bookmark: _Toc12141][bookmark: _Toc18630][bookmark: _Toc14014][bookmark: _Toc295][bookmark: _Toc21787]F.1.2	Measurement of transmitter
Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests
	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2A.1	UE maximum output power for category M1
	Same as clause 6.2.2EA in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”.
	

	6.2A.2	UE maximum output power reduction for category M1
	Same as clause 6.2.3EA in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”.
	

	6.2A.3 UE additional maximum output power reduction for category M1 UE
	Same as clause 6.2.4EA in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”.
	

	6.2A.4 Configured transmitted Power for category M1
	Same as clause 6.2.5EA in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”.
	

	6.2B.1	UE maximum output power for category NB1 and NB2
	Same as clause 6.2.2F in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”.
	

	6.2B.2	UE maximum output power reduction for category NB1 and NB2
	Same as clause 6.2.3F in TS 36.521-1[14] for FDD band with “f ≤ 3.0GHz”.
	

	6.2B.3	UE additional maximum output power reduction for category NB1 and NB2 UE
	Same as clause 6.2.3F in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”.
	

	6.2B.4	Configured transmitted Power for category NB1 and NB2
	Same as clause 6.2.5F in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”.
	

	6.3A.1	UE Minimum output power for category M1
	Same as clause 6.3.2EA in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”.
	

	6.3A.2 Transmit OFF power for category M1
	Same as clause 6.3.3EA in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”.
	

	6.3A.3.1	General ON/OFF time mask for category M1
	Same as clause 6.3.4EA.1 in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”.
	

	6.3A.3.2.1	PRACH time mask for UE category M1
	Same as clause 6.3.4EA.2 in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”.
	

	6.3A.3.2.2	SRS time mask for UE category M1
	Same as clause 6.3.4EA.2 in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”.
	

	6.3A.4.1	Power Control Absolute power tolerance for UE category M1
	Same as clause 6.3.5EA.1 in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”.
	

	6.3A.4.2	Power Control Relative power tolerance for UE category M1
	[bookmark: OLE_LINK13]Same as clause 6.3.5EA.2 in TS 36.521-1 [14]
	

	6.3A.4.3	Aggregate power control tolerance for UE category M1
	Same as clause 6.3.5EA.3 in TS 36.521-1 [14]
	

	6.3B.1	UE Minimum output power for category NB1 and NB2
	Same as clause 6.3.2F in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”
	

	6.3B.2	Transmit OFF power for category NB1 and NB2
	Same as clause 6.3.3F in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”
	

	6.3B.3.1	General ON/OFF time mask for category NB1 and NB2
	Same as clause 6.3.4F.1 in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”
	

	6.3B.3.2	NPRACH time mask for category NB1 and NB2
	Same as clause 6.3.4F.2 in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”
	

	6.3B.4.1	Power Control Absolute power tolerance for category NB1 and NB2
	Same as clause 6.3.5F.1 in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”
	

	6.3B.4.2 Power Control Relative power tolerance for category NB1 and NB2
	Same as clause 6.3.5F.2 in TS 36.521-1 [14]
	

	6.3B.4.3 Aggregate power control tolerance for category NB1 and NB2
	Same as clause 6.3.5F.3 in TS 36.521-1 [14]
	

	6.4A.2.1 Error Vector Magnitude (EVM) for category M1
	Same as clause 6.5.2.1EA.1 in TS 36.521-1 [14]
	

	6.4A.2.2 Carrier leakage for category M1
	Same as clause 6.5.2.2EA in TS 36.521-1 [14]
	

	6.4A.2.3 In-band emissions for non allocated RB for category M1
	Same as clause 6.5.2.3EA in TS 36.521-1 [14]
	

	6.4A.2.4 EVM equalizer spectrum flatness for category M1
	Same as clause 6.5.2.4EA in TS 36.521-1 [14]
	

	6.4B.2.1 Error Vector Magnitude (EVM) for Category NB1 and NB2
	Same as clause 6.5.2.1F.1 in TS 36.521-1 [14]
	

	6.4B.2.2 Carrier leakage for Category NB1 and NB2
	Same as clause 6.5.2.2F in TS 36.521-1 [14]
	

	6.4B.2.3 In-band emissions for Category NB1 and NB2
	Same as clause 6.5.2.3F in TS 36.521-1 [14]
	

	6.5A.2 Occupied bandwidth for category M1
	Same as clause 6.6.1EA in TS 36.521-1 [14] for FDD band with “channel bandwidth = 1.4MHz”.
	

	6.5A.3.2 Spectrum emission mask for category M1
	Same as clause 6.6.2.1EA in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”
	

	6.5A.3.4 Adjacent Channel Leakage Ratio for category M1
	Same as clause 6.6.2.3EA in TS 36.521-1 [14]
	

	6.5A.4.2 Transmitter Spurious emissions for category M1
	Same as clause 6.6.3EA.1 in TS 36.521-1 [14] for FDD band for spurious frequencies up to 12.75 GHz
	

	6.5A.4.3 Spurious emission band UE co-existence for category M1
	Same as clause 6.6.3EA.2 in TS 36.521-1 [14] for FDD band with “results > -60 dBm, f ≤ 3.0GHz”
	

	6.5A.4.4 Additional spurious emissions for category M1
	± 2.0 dB, f ≤ 3.0GHz
	

	6.5B.2 Occupied bandwidth for category NB1 and NB2
	Same as clause 6.6.1F in TS 36.521-1 [14]200kHz: 2kHz
	

	6.5B.3.2 Spectrum emission mask for category NB1 and NB2
	Same as clause 6.6.2.1F in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”
	

	6.5B.3.4 Adjacent Channel Leakage Ratio for category NB1 and NB2
	Same as clause 6.6.2.3F in TS 36.521-1 [14]
	

	6.5B.4.2 Transmitter Spurious emissions for category NB1 and NB2
	Same as clause 6.6.3F.1 in TS 36.521-1[14] for f < 5th harmonic of the upper frequency edge of the UL operating band in GHz
	

	6.5B.4.3 Spurious emission band UE co-existence for category NB1 and NB2
	Same as clause 6.6.3F.2 in TS 36.521-1 [14] for FDD band with “results > -60 dBm, f ≤ 3.0GHz”
	

	6.5B.4.4 Additional spurious emissions for category NB1 and NB2
	± 2.0 dB, f ≤ 3.0GHz
	

	6.6B Transmit intermodulation for category NB1 and NB2
	Same as clause 6.7F in TS 36.521-1 [14] for FDD band with “f ≤ 3.0GHz”
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