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[bookmark: _Toc18464][bookmark: _Toc18907][bookmark: _Toc912][bookmark: _Toc3318][bookmark: _Toc16476][bookmark: _Toc8593][bookmark: _Toc154078055]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
ACLR	Adjacent Channel Leakage Ratio
ACS	Adjacent Channel Selectivity
A-MPR	Additional Maximum Power Reduction
AWGN	Additive White Gaussian Noise
BW	Bandwidth
CW	Continuous Wave
DL	Downlink
EARFCN 	E-UTRA Absolute Radio Frequency Channel Number
E-UTRA 	Evolved UMTS Terrestrial Radio Access
EUTRAN	Evolved UMTS Terrestrial Radio Access Network
EVM	Error Vector Magnitude
FDD	Frequency Division Duplex
GEO	Geostationary Earth OrbitGeosynchronous Earth Orbit
GSO	Geosynchronous Orbit
ITU-R	Radiocommunication Sector of the International Telecommunication Union
LEO	Low Earth Orbit
HD-FDD	Half- Duplex FDD
MEO	Medium Earth Orbit
MPR	Maximum Power Reduction
NGSO	Non-Geosynchronous Orbit
OCNG	OFDMA Channel Noise Generator
OFDMA	Orthogonal Frequency Division Multiple Access
OOB	Out-of-band
QAM	Quadrature Amplitude Modulation
RAN	Radio Access Network
RE	Resource Element
REFSENS	Reference Sensitivity power level
RF	Radio Frequency
UE	User Equipment
UL	Uplink
UMTS	Universal Mobile Telecommunications System
UTRA	UMTS Terrestrial Radio Access
UTRAN	UMTS Terrestrial Radio Access Network
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