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1. [bookmark: _Toc122434485][bookmark: _Toc153203602]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2022-09_D23wk49 related to the title of this CR.
Contact:	Mohit Kanchan
	mohit.kanchan@keysight.com 
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc153203603]Corrections required
1. [bookmark: _Toc153203604]Change 1
	Function name
	function fl_TC_11_4_1_TestBody()

	Reason for change
	UL grant is getting stopped during step-2 of emergency call registration as TC has been removed from the function f_GetTestcaseAttrib_EarlyContentionResolution . 
Due to this change after RRC complete during emeregency call registration , TC is executing an additional function f_NR_SS_CommonCellConfig and modifing the UL Grant configurations.

	Summary of change
	OnSR UL Grant added at step-2CA to provide UL grant to device (for voice call data at Step-3_3E). 

	TTCN module
	Emergency_NR5GC.ttcn

	MCC160 Comment
	



[bookmark: _Toc153203605]Before Change:
	function fl_TC_11_4_1_TestBody() runs on NR5GC_PTC
  {
    var template (value) NG_NAS_DL_Message_Type v_MsgToSend;
    var PLMN_Identity v_ASN_PLMN := f_NR_CellInfo_GetPLMN (nr_Cell1);
    var NAS_PlmnId v_PLMN_Cell1 := f_NR_Asn2Nas_PlmnId(v_ASN_PLMN);
    var NG_NAS_SecurityParams_Type v_NAS_SecurityParams := f_NR5GC_Security_Get();
    var B3_Type v_KSI_InUse := v_NAS_SecurityParams.KSIamf;
    var GSM_MobilityInfo_Type v_GSM_MobilityInfo;
    var PDUSessionInfoList_Type v_PDUSessionInfo;
    var O1_Type v_PDUSessionIdToRelease;
    var NR_SRB_COMMON_IND v_ReceivedAsp;
    var integer i;
	...
	
	...
	
	 //@siclog "Step 2C" siclog@
    //PDU session release procedure to release non-IMS Emergency relevant PDUs.
    //Make the UE to transmit a PDU SESSION RELEASE REQ
    v_PDUSessionInfo := f_NR5GC_MobileInfo_GetSessionInfoList();
    //@sic R5s230143 sic@
    //Reset the stored messages, to capture the PDU Session Release REQs
    f_NR5GC_MsgInDefault_ResetStoreOfNASMessageReq();
    for ( i := 0; i<(lengthof(v_PDUSessionInfo) - 1); i:=i+1) //Capture PDU Session Release REQs
    {
       SRB.receive(car_NR_SRB_NasPdu_IND(nr_Cell1, ?, cr_NG_NAS_IndWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;
       f_NR5GC_MsgInDefault_StoreNASMessageReq (v_ReceivedAsp);
    }
    for ( i := 0; i<(lengthof(v_PDUSessionInfo) - 1); i:=i+1) //Now release fully the captured PDU Session Release REQs
    {
      if (v_PDUSessionInfo[i].PDUType != Emergency_PDN) {
        v_PDUSessionIdToRelease := v_PDUSessionInfo[i].SessionId;
        v_ReceivedAsp := f_NR5GC_MsgInDefault_GetOneNASMessageReq(i+1);
        if (not f_Check_NG_PDUSessionReleaseReq (v_GSM_MobilityInfo, v_PDUSessionInfo,
                                                 v_ReceivedAsp.Signalling.Nas[0].Pdu, v_PDUSessionIdToRelease)) {
              f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "PDU Session Release Request Message Failed");
            } else {
              f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 2C-1");
            }
        
            f_NR5GC_PDUSessionRelease(nr_Cell1,
                                  v_PDUSessionIdToRelease,
                                  cs_GMM_GSM_Cause (omit, '00100100'B));
      }
    }
    v_MyDefaultVar := activate(a_NR5GC_Deregistration_REQ(nr_Cell1)); //@sic Rs230748 sic@
    //@siclog "Step 2CA" siclog@
    //@sic R5-237482 sic@
    //The SS is configured to Stop RA response
    f_NR_SS_RachProcedureConfig(nr_Cell1, cs_NR_RachProcedureConfig_NoResponse);
    f_NR_ULGrantConfiguration_Start(nr_Cell1); //KS_Changes_for UL Grant   
    //@siclog "Step 3-3E" siclog@
    //@sic Rs230748 sic@
    f_NR5GC_EmergencyCallRelease(nr_Cell1);





After Change:
	function fl_TC_11_4_1_TestBody() runs on NR5GC_PTC
  {
    var template (value) NG_NAS_DL_Message_Type v_MsgToSend;
    var PLMN_Identity v_ASN_PLMN := f_NR_CellInfo_GetPLMN (nr_Cell1);
    var NAS_PlmnId v_PLMN_Cell1 := f_NR_Asn2Nas_PlmnId(v_ASN_PLMN);
    var NG_NAS_SecurityParams_Type v_NAS_SecurityParams := f_NR5GC_Security_Get();
    var B3_Type v_KSI_InUse := v_NAS_SecurityParams.KSIamf;
    var GSM_MobilityInfo_Type v_GSM_MobilityInfo;
    var PDUSessionInfoList_Type v_PDUSessionInfo;
    var O1_Type v_PDUSessionIdToRelease;
    var NR_SRB_COMMON_IND v_ReceivedAsp;
    var integer i;
	...
	
	...
	
	 //@siclog "Step 2C" siclog@
    //PDU session release procedure to release non-IMS Emergency relevant PDUs.
    //Make the UE to transmit a PDU SESSION RELEASE REQ
    v_PDUSessionInfo := f_NR5GC_MobileInfo_GetSessionInfoList();
    //@sic R5s230143 sic@
    //Reset the stored messages, to capture the PDU Session Release REQs
    f_NR5GC_MsgInDefault_ResetStoreOfNASMessageReq();
    for ( i := 0; i<(lengthof(v_PDUSessionInfo) - 1); i:=i+1) //Capture PDU Session Release REQs
    {
       SRB.receive(car_NR_SRB_NasPdu_IND(nr_Cell1, ?, cr_NG_NAS_IndWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;
       f_NR5GC_MsgInDefault_StoreNASMessageReq (v_ReceivedAsp);
    }
    for ( i := 0; i<(lengthof(v_PDUSessionInfo) - 1); i:=i+1) //Now release fully the captured PDU Session Release REQs
    {
      if (v_PDUSessionInfo[i].PDUType != Emergency_PDN) {
        v_PDUSessionIdToRelease := v_PDUSessionInfo[i].SessionId;
        v_ReceivedAsp := f_NR5GC_MsgInDefault_GetOneNASMessageReq(i+1);
        if (not f_Check_NG_PDUSessionReleaseReq (v_GSM_MobilityInfo, v_PDUSessionInfo,
                                                 v_ReceivedAsp.Signalling.Nas[0].Pdu, v_PDUSessionIdToRelease)) {
              f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "PDU Session Release Request Message Failed");
            } else {
              f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 2C-1");
            }
        
            f_NR5GC_PDUSessionRelease(nr_Cell1,
                                  v_PDUSessionIdToRelease,
                                  cs_GMM_GSM_Cause (omit, '00100100'B));
      }
    }
    v_MyDefaultVar := activate(a_NR5GC_Deregistration_REQ(nr_Cell1)); //@sic Rs230748 sic@
    //@siclog "Step 2CA" siclog@
    //@sic R5-237482 sic@
    //The SS is configured to Stop RA response
    f_NR_SS_RachProcedureConfig(nr_Cell1, cs_NR_RachProcedureConfig_NoResponse);
    f_NR_ULGrantConfiguration_Start(nr_Cell1); 
    //@siclog "Step 3-3E" siclog@
    //@sic Rs230748 sic@
    f_NR5GC_EmergencyCallRelease(nr_Cell1);




