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	Reason for change:
	In the current TTCN implementation of f_UT_RequestPDUSession, the parameter p_SpecialType is being assigned “””” as a default value.

This causes issues when this is passed to function fl_RequestPDPContext, where this is used to determine if pc_IPv4 and pc_IPv6 would be used or not.

Effectively, current implementation results in non-inclusion of IPv4v6 in the AT command At+CGDCONT.

This needs to be addressed.
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	Instead of setting parameter p_SpecialType to “”””, set it to “”.
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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc153273775]Corrections required
1.1 [bookmark: _Toc153273776]f_UT_RequestPDUSession
	Function name
	f_UT_RequestPDUSession

	Reason for change
	In the current TTCN implementation of f_UT_RequestPDUSession, the parameter p_SpecialType is being assigned “””” as a default value.

This causes issues when this is passed to function fl_RequestPDPContext, where this is used to determine if pc_IPv4 and pc_IPv6 would be used or not.

Effectively, current implementation results in non-inclusion of IPv4v6 in the AT command At+CGDCONT.

This needs to be addressed.

	Summary of change
	Instead of setting parameter p_SpecialType to “”””, set it to “”.

	TTCN module
	UpperTesterFunctions.ttcn

	MCC160 Comment
	



Before Change:
	function f_UT_RequestPDUSession(UT_PTC_MTC_PORT p_Port,
                        integer p_SessionId,
                        charstring p_DNN := "", // @sic R5s100466 sic@
                        boolean p_EmergencyBearer := false,  // @sic R5-120403 sic@
                        integer p_SSCMode := 1,
                        charstring p_S_NSSAI_ForATCmd := "",
                        boolean p_Access3GPP := true,
                        template (omit) boolean p_RQos := omit,
                        template (omit) boolean p_MH6 := omit,
                        template (omit) boolean p_AlwaysOn := omit,
                        integer p_NSLPI := -1,
                        charstring p_SpecialType := """", 
                        Ut_CnfReq_Type p_CnfRequired := NO_CNF_REQUIRED)
  {
    var charstring v_Cmd := fl_BuildPDNRequest(p_DNN, p_EmergencyBearer);
    var charstring v_CommasToReqType := ",,,,,";
    var charstring v_CommasToNSLPI := ",,,";
    var charstring v_CommasToSSC := ",,,,,,";
<<SKIPPED CODE>>



After Change:
	function f_UT_RequestPDUSession(UT_PTC_MTC_PORT p_Port,
                        integer p_SessionId,
                        charstring p_DNN := "", // @sic R5s100466 sic@
                        boolean p_EmergencyBearer := false,  // @sic R5-120403 sic@
                        integer p_SSCMode := 1,
                        charstring p_S_NSSAI_ForATCmd := "",
                        boolean p_Access3GPP := true,
                        template (omit) boolean p_RQos := omit,
                        template (omit) boolean p_MH6 := omit,
                        template (omit) boolean p_AlwaysOn := omit,
                        integer p_NSLPI := -1,
                        charstring p_SpecialType := "", //WA#AT_Command
                        Ut_CnfReq_Type p_CnfRequired := NO_CNF_REQUIRED)
  {
    var charstring v_Cmd := fl_BuildPDNRequest(p_DNN, p_EmergencyBearer);
    var charstring v_CommasToReqType := ",,,,,";
    var charstring v_CommasToNSLPI := ",,,";
    var charstring v_CommasToSSC := ",,,,,,";
<<SKIPPED CODE>>



