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<<Unchanged sections skipped>>
H.3.1	RRC messages and information elements contents exceptions for NR measurement configuration
<<Unchanged sections skipped>>
QuantityConfig-DEFAULT
NR quantity configuration when L3 filtering is not used.
Table H.3.1-5: QuantityConfig-DEFAULT: NR quantity configuration when L3 filtering is not used
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-127

	Information Element
	Value/remark
	Comment
	Condition

	QuantityConfig::= SEQUENCE {
	
	
	

	  quantityConfigNR-List SEQUENCE (SIZE (1..maxNrofQuantityConfig)) OF SEQUENCE {
	1 entry
	
	

	    quantityConfigCell[1] SEQUENCE {
	
	
	

	      ssb-FilterConfig SEQUENCE {
	
	
	

	        filterCoefficientRSRP
	fc0
	No L3 filtering
	

	        filterCoefficientRSRQ
	fc0
	No L3 filtering
	

	        filterCoefficientRS-SINR
	fc0
	No L3 filtering
	

	      }
	
	
	

	      csi-RS-FilterConfig SEQUENCE {
	
	
	

	        filterCoefficientRSRP
	fc0
	No L3 filtering
	

	        filterCoefficientRSRQ
	fc0
	No L3 filtering
	

	        filterCoefficientRS-SINR
	fc0
	No L3 filtering
	

	      }
	
	
	

	    }
	
	
	

	    quantityConfigRS-Index
	Not present
	
	

	    quantityConfigRS-Index SEQUENCE {
	
	
	SSB Index

	      ssb-FilterConfig SEQUENCE {
	
	
	

	        filterCoefficientRSRP
	fc0
	No L3 filtering
	

	        filterCoefficientRSRQ
	fc0
	No L3 filtering
	

	        filterCoefficientRS-SINR
	fc0
	No L3 filtering
	

	      }
	
	
	

	      csi-RS-FilterConfig SEQUENCE {
	
	
	

	        filterCoefficientRSRP
	fc0
	No L3 filtering
	

	        filterCoefficientRSRQ
	fc0
	No L3 filtering
	

	        filterCoefficientRS-SINR
	fc0
	No L3 filtering
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  quantityConfigEUTRA
	Not present
	
	

	  quantityConfigEUTRA SEQUENCE {
	
	
	INTER-RAT

	    filterCoefficientRSRP
	fc0
	
	

	    filterCoefficientRSRQ
	fc0
	
	

	    filterCoefficientRS-SINR
	fc0
	
	



	Condition
	Explanation

	INTER-RAT
	Configuration for inter-RAT EUTRA measurement tests

	SSB Index
	SSB Index (RS Index) is reported



<<End of change>>
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