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<< Unchanged sections omitted >>
F.1.3.2	Measurement of RRM requirements
Many information are skipped
Table F.1.3.2-1: Derivation of test requirements for EN-DC FR1 RRM tests
	Test
	Minimum requirement in TS 38.133 [6]
	Test tolerance
(TT)
	Test requirement in TS 38.533

	4.3.2.2.1
	Absolute uplink power:
Normal conditions ±9dB

Relative uplink power step:
Normal conditions ±2.5dB

Uplink timing:
15kHz SCS Te ±12*64*Tc
30kHz SCS Te ±8*64*Tc
	
2.1dB


0.7dB


112Tc 
112Tc
	Absolute uplink power:
Normal conditions ±11.1dB

Relative uplink power step:
Normal conditions ±3.2dB

Uplink timing:
15kHz SCS Te ±880*Tc
30kHz SCS Te ±624*Tc

	4.3.2.2.2
	Same as 4.3.2.2.1
	Same as 4.3.2.2.1
	Same as 4.3.2.2.1

	4.3.2.2.3
	Same as 4.3.2.2.1
	Same as 4.3.2.2.1
	Same as 4.3.2.2.1

	4.3.2.2.4
	Same as 4.3.2.2.1
	Same as 4.3.2.2.1
	Same as 4.3.2.2.1

	4.4.1.1 EN-DC FR1 UE transmit timing accuracy
	Test 1 (no DRX):
Uplink timing: 
±12*64 Tc  for 15 KHz SSB SCS,15 kHz UL SCS
±10*64 Tc  for 15 KHz SSB SCS,30 kHz UL SCS
±10*64 Tc  for 15 KHz SSB SCS,60 kHz UL SCS
±8*64 Tc  for 30 KHz SSB SCS,15 kHz UL SCS
±8*64 Tc  for 30 KHz SSB SCS,30 kHz UL SCS
±7*64 Tc  for 30 KHz SSB SCS,60 kHz UL SCS

Max step size Tq: 5.5*64*Tc
Min adjust rate Tp: 5.5*64*Tc
Max adjust rate: 5.5*64*Tc
Ês2 / Noc: +3.00dB
Noc = -98 dBm/15 kHz (Config 1,2,3)


Test 2 (with DRX):
±12*64 Tc  for 15 KHz SSB SCS,15 kHz UL SCS
±10*64 Tc  for 15 KHz SSB SCS,30 kHz UL SCS
±10*64 Tc  for 15 KHz SSB SCS,60 kHz UL SCS
±8*64 Tc  for 30 KHz SSB SCS,15 kHz UL SCS
±8*64 Tc  for 30 KHz SSB SCS,30 kHz UL SCS
±7*64 Tc  for 30 KHz SSB SCS,60 kHz UL SCS

Ês2 / Noc: +3.00dB
	

±1.75*64*Tc
±1.75*64*Tc
±1.75*64*Tc
±1.75*64*Tc
±1.75*64*Tc
±1.75*64*Tc

+0.5*64Tc
-3.6*64*Tc
+1.1*64*Tc
+0.3 dB
+1.5 dB



±1.75*64*Tc
±1.75*64*Tc
±1.75*64*Tc
±1.75*64*Tc
±1.75*64*Tc
±1.75*64*Tc

+0.3dB
	
Test 1 (10MHz Ch BW):
Uplink timing: ±13.75*64*Tc
Uplink timing: ±11.75*64*Tc
Uplink timing: ±11.75*64*Tc
Uplink timing: ±9.75*64*Tc
Uplink timing: ±9.75*64*Tc
Uplink timing: ±8.75*64*Tc

Max step size Tq: 6.0*64*Tc
Min adjust rate: 1.9*64*Tc
Max adjust rate: 6.6*64*Tc
Ês2 / Noc: +3.30dB
Noc = -98 dBm/15 kHz (Config 1,2,3) +1.5 dB

Test 2 (with DRX):

Uplink timing: ±13.75*64*Tc
Uplink timing: ±11.75*64*Tc
Uplink timing: ±11.75*64*Tc
Uplink timing: ±9.75*64*Tc
Uplink timing: ±9.75*64*Tc
Uplink timing: ±8.75*64*Tc

Ês2 / Noc: +3.30dB

	4.4.3.1 EN-DC FR1 timing advance adjustment accuracy
	Noc = -98 dBm/15 kHz (Config 1, 2, 4, 5)

Noc = -95 dBm/15 kHz (Config 3, 6)

Êsx / Noc = 3 dB

UE Timing Advance Adjustment Accuracy for 15kHz SCS = ±256 Tc+ TT

UE Timing Advance Adjustment Accuracy for 30kHz SCS = ±256 Tc+ TT
	0

0

0

+/- 88 Tc


+/- 88 Tc
	Noc = -98 dBm/15 kHz (Config 1, 2, 4, 5) 
Noc = -95 dBm/15 kHz (Config 3, 6) 
Êsx / Noc = 3 dB 

UE TAAA for 15kHz SCS = ±344 Tc

UE TAAA for 30kHz SCS = ±344 Tc

	4.5.1.1 EN-DC FR1 radio link monitoring out-of-sync test for PSCell configured with SSB-based RLM RS in non-DRX mode
	SNR during
T1: 1dB
T2: -7dB
T3: -15dB
	Offset during
T1: +0.8dB
T2: +0.8dB
T3: -0.8dB
	SNR during
T1: 1.8dB
T2: -6.2dB
T3: -15.8dB

	4.5.1.2 EN-DC FR1 radio link monitoring in-sync test for PSCell configured with SSB-based RLM RS in non-DRX mode
	SNR during
T1: 1dB
T2: -7dB
T3: -15dB
T4: -4.5dB
T5: 1dB
	Offset during
T1: +0.8dB
T2: +0.8dB
T3: -0.8dB
T4: -0.8dB
T5: +0.8dB
	SNR during
T1: 1.8dB
T2: -6.2dB
T3: -15.8dB
T4: -5.3dB
T5: 1.8dB
For testing of a UE which supports 4RX on all bands, the SNR during T3 and T4 is modified as specified in clause D.4.1.1

	4.5.1.3 EN-DC FR1 radio link monitoring out-of-sync test for PSCell configured with SSB-based RLM RS in DRX mode
	Same as 4.5.1.1
	Same as 4.5.1.1
	Same as 4.5.1.1

	4.5.1.4 EN-DC FR1 radio link monitoring in-sync test for PSCell configured with SSB-based RLM RS in DRX mode
	Same as 4.5.1.2
	Same as 4.5.1.2
	Same as 4.5.1.2

	4.5.1.5 EN-DC FR1 radio link monitoring out-of-sync test for PSCell configured with CSI-RS-based RLM RS in non-DRX mode
	Same as 4.5.1.1
	Same as 4.5.1.1
	Same as 4.5.1.1

	4.5.1.6 EN-DC FR1 radio link monitoring in-sync test for PSCell configured with CSI-RS-based RLM RS in non-DRX mode
	Same as 4.5.1.2
	Same as 4.5.1.2
	Same as 4.5.1.2

	4.5.1.7 EN-DC FR1 radio link monitoring out-of-sync test for PSCell configured with CSI-RS-based RLM RS in DRX mode
	Same as 4.5.1.1
	Same as 4.5.1.1
	Same as 4.5.1.1

	4.5.1.8 EN-DC FR1 radio link monitoring in-sync test for PSCell configured with CSI-RS-based RLM RS in DRX mode
	Same as 4.5.1.2
	Same as 4.5.1.2
	Same as 4.5.1.2

	4.5.1.9 EN-DC FR1 Radio Link Monitoring Out-of-sync Test for PSCell configured with SSB-based RLM RS for UE fulfilling relaxed measurement criterion
	SNR during
T1: 1dB
T2: 1dB
T3: -15dB
	Offset during
T1: +0.8dB
T2: +0.8dB
T3: -0.8dB
	SNR during
T1: 1.8dB
T2: 1.8dB
T3: -15.8dB

	4.5.2.1 EN-DC FR1 interruptions at transitions between active and non-active during DRX in synchronous EN-DC
	SNRs as specified
	0.6dB
	Formula: SNR + TT

	4.5.2.2 EN-DC FR1 interruptions at transitions between active and non-active during DRX in asynchronous EN-DC
	Same as 4.5.2.1
	Same as 4.5.2.1
	Same as 4.5.2.1

	4.5.2.3 EN-DC FR1 interruptions during measurements on deactivated NR SCC in synchronous EN-DC
	During T1:
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB
	During T1:
0dB
0dB
0dB
0dB
	During T1:
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB

	4.5.2.4 EN-DC FR1 interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
	Same as 4.5.2.3
	Same as 4.5.2.3
	Same as 4.5.2.3

	4.5.2.5 EN-DC FR1 interruptions during measurements on deactivated E-UTRAN SCC in synchronous EN-DC
	During T1:
Noc1: -104dBm/15kHz
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês1 / Noc1: +17dB
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB
	During T1:
0dB
0dB
0dB
0dB
	During T1:
Noc1: -104dBm/15kHz
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês1 / Noc1: +17dB
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB

	4.5.2.6 EN-DC FR1 interruptions during measurements on deactivated E-UTRAN SCC in asynchronous EN-DC
	Same as 4.5.2.5
	Same as 4.5.2.5
	Same as 4.5.2.5

	4.5.2.10 EN-DC FR1 interruptions due to RRM and RLM/BFD measurements on deactivated NR PSCell
	During T1:
Noc: -104dBm/15kHz
Ês2 / Noc: +17dB
	During T1:
0dB
0dB
	During T1:
Noc: -104dBm/15kHz
Ês2 / Noc: +17dB

	4.5.3.1 EN-DC FR1 SCell activation and deactivation of known SCell in non-DRX for 160ms SCell measurement cycle
	During T1:
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB

During T2:
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB

During T3:
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB
	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
0dB

During T3:
0dB
0dB
0dB
0dB
	During T1:
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB

During T2:
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB

During T3:
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB

	4.5.3.2 EN-DC FR1 SCell activation and deactivation of known SCell in non-DRX for 640ms SCell measurement cycle
	Same as 4.5.3.1
	Same as 4.5.3.1
	Same as 4.5.3.1

	4.5.3.3 EN-DC FR1 SCell activation and deactivation of unknown SCell in non-DRX
	Same as 4.5.3.1
	Same as 4.5.3.1
	Same as 4.5.3.1

	4.5.3.5 EN-DC FR1 direct SCell activation at SCell addition of known SCell
	During T1:
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB

During T2:
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB
	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
0dB
	During T1:
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB

During T2:
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB

	4.5.3.6 EN-DC FR1 fast SCell Activation of known SCell in non-DRX for 160ms SCell measurement cycle

	During T1:
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB

During T2:
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB
In signaling:
A3-offset = -15dB
	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
0dB
In signaling:
0 dB
	During T1:
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB

During T2:
Noc2: -104dBm/15kHz
Noc3: -104dBm/15kHz
Ês2 / Noc2: +17dB
Ês3 / Noc3: +17dB
In signaling:
A3-offset = -15dB

	4.5.3.7 EN-DC FR1 fast SCell Activation of known SCell in non-DRX for 640 ms SCell measurement cycle

	Same as 4.5.3.6
	Same as 4.5.3.6
	Same as 4.5.3.6

	4.5.4.1 EN-DC FR1 UE UL carrier RRC reconfiguration delay
	During T1:
Noc2: -102dBm/15kHz
Noc3: -102dBm/15kHz
Ês2 / Noc2: +16dB
Ês3 / Noc3: +16dB

During T2:
Noc2: -102dBm/15kHz
Noc3: -102dBm/15kHz
Ês2 / Noc2: +16dB
Ês3 / Noc3: +16dB

During T3:
Noc2: -102dBm/15kHz
Noc3: -102dBm/15kHz
Ês2 / Noc2: +16dB
Ês3 / Noc3: +16dB
	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
0dB

During T3:
0dB
0dB
0dB
0dB
	During T1:
Noc2: -102dBm/15kHz
Noc3: -102dBm/15kHz
Ês2 / Noc2: +16dB
Ês3 / Noc3: +16dB

During T2:
Noc2: -102dBm/15kHz
Noc3: -102dBm/15kHz
Ês2 / Noc2: +16dB
Ês3 / Noc3: +16dB

During T3:
Noc2: -102dBm/15kHz
Noc3: -102dBm/15kHz
Ês2 / Noc2: +16dB
Ês3 / Noc3: +16dB

	4.5.5.1 EN-DC FR1 SSB-based beam failure detection and link recovery in non-DRX
	q0 SSB SNR during:
T1: 5dB
T2: -3dB
T3: -12dB
T4: -12dB
T5: -12dB






q1 SSB during T1:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10dB

q1 SSB during T2:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10dB

q1 SSB during T3, T4 and T5:
Noc2: -98dBm/15kHz
Ês2 / Noc2: +10dB
	Offset during:
[bookmark: OLE_LINK6]T1: +0.8dB
T2: +0.8dB
T3: -0.8dB
T4: -0.8dB
T5: -0.8dB






q1 SSB during T1:
0dB
-0.2dB

q1 SSB during T2:
0dB
-0.2dB

q1 SSB during T3, T4 and T5:
0dB
+0.2dB
	SNR during:
T1: +5.8dB
T2: -2.2dB
T3: -12.8dB
T4: -12.8dB
T5: -12.8dB
For testing of a UE which supports 4RX on all bands, the SNR during T3, T4 and T5 is modified as specified in clause D.4.1.1

q1 SSB during T1:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10.2dB

q1 SSB during T2:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10.2dB

q1 SSB during T3, T4 and T5:
Noc2: -98dBm/15kHz
Ês2 / Noc2: +10.2dB

	4.5.5.2 EN-DC FR1 SSB-based beam failure detection and link recovery in DRX
	Same as 4.5.5.1
	Same as 4.5.5.1
	Same as 4.5.5.1

	4.5.5.3 EN-DC FR1 CSI-RS-based beam failure detection and link recovery in non-DRX
	q0 CSI-RS SNR during:
T1: 5dB
T2: -3dB
T3: -12dB
T4: -12dB
T5: -12dB






q1 CSI-RS during T1:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10dB

q1 CSI-RS during T2:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10dB

q1 CSI-RS during T3, T4 and T5:
Noc2: -98dBm/15kHz
Ês2 / Noc2: +10dB
	Offset during:
T1: +0.8dB
T2: +0.8dB
T3: -0.8dB
T4: -0.8dB
T5: -0.8dB






q1 CSI-RS during T1:
0dB
-0.2dB

q1 CSI-RS during T2:
0dB
-0.2dB

q1 CSI-RS during T3, T4 and T5:
0dB
+0.2dB
	SNR during:
T1: +5.8dB
T2: -2.2dB
T3: -12.8dB
T4: -12.8dB
T5: -12.8dB
For testing of a UE which supports 4RX on all bands, the SNR during T3, T4 and T5 is modified as specified in clause D.4.1.1

q1 CSI-RS during T1:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10.2dB

q1 CSI-RS during T2:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10.2dB

q1 CSI-RS during T3, T4 and T5:
Noc2: -98dBm/15kHz
Ês2 / Noc2: +10.2dB

	4.5.5.4 EN-DC FR1 CSI-RS-based beam failure detection and link recovery in DRX
	Same as 4.5.5.3
	Same as 4.5.5.3
	Same as 4.5.5.3

	4.5.5.5 EN-DC FR1 Scell CSI-RS-based beam failure detection and SSB-based link recovery in non-DRX
	q0 SSB SNR during:
T1: 5dB
T2: -3dB
T3: -12dB
T4: -12dB
T5: -12dB






q1 SSB during T1:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10dB

q1 SSB during T2:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10dB

q1 SSB during T3, T4 and T5:
Noc2: -98dBm/15kHz
Ês2 / Noc2: +10dB

q1 CSI-RS during T1:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10dB

q1 CSI-RS during T2:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10dB

q1 CSI-RS during T3, T4 and T5:
Noc2: -98dBm/15kHz
Ês2 / Noc2: +10dB
	Offset during:
T1: +0.8dB
T2: +0.8dB
T3: -0.8dB
T4: -0.8dB
T5: -0.8dB






q1 SSB during T1:
0dB
-0.2dB

q1 SSB during T2:
0dB
-0.2dB

q1 SSB during T3, T4 and T5:
0dB
+0.2dB

q1 CSI-RS during T1:
0dB
-0.2dB

q1 CSI-RS during T2:
0dB
-0.2dB

q1 CSI-RS during T3, T4 and T5:
0dB
+0.2dB
	SNR during:
T1: +5.8dB
T2: -2.2dB
T3: -12.8dB
T4: -12.8dB
T5: -12.8dB
For testing of a UE which supports 4RX on all bands, the SNR during T3, T4 and T5 is modified as specified in section D.4.1.1

q1 SSB during T1:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10.2dB

q1 SSB during T2:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10.2dB

q1 SSB during T3, T4 and T5:
Noc2: -98dBm/15kHz
Ês2 / Noc2: +10.2dB

q1 CSI-RS during T1:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10.2dB

q1 CSI-RS during T2:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10.2dB

q1 CSI-RS during T3, T4 and T5:
Noc2: -98dBm/15kHz
Ês2 / Noc2: +10.2dB

	4.5.5.6 EN-DC FR1 Scell CSI-RS-based beam failure detection and SSB-based link recovery in DRX
	Same as 4.5.5.5
	Same as 4.5.5.5
	Same as 4.5.5.5

	4.5.5.7 EN-DC FR1 PSCell TRP specific SSB-based beam failure detection and link recovery in non-DRX
	q0,0 SSB SNR during:
T1: 5dB
T2: -3dB
T3: -12dB
T4: -12dB
T5: -12dB

q0,1 SSB SNR during:
T1-T5: 5dB 



q1,0 and q1,1, SSB during T1:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10dB

q1,0 and q1,1, SSB during T2:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10dB

q1,0 and q1,1, SSB during T3, T4 and T5:
Noc2: -98dBm/15kHz
Ês2 / Noc2: +10dB
	q0,0, Offset during:
T1: +0.8dB
T2: +0.8dB
T3: -0.8dB
T4: -0.8dB
T5: -0.8dB

q0,1, Offset during:
T1-T5: +0.8dB 



q1,0 and q1,1, SSB during T1:
0dB
-0.2dB

q1,0 and q1,1, SSB during T2:
0dB
-0.2dB

q1,0 and q1,1, SSB during T3, T4 and T5:
0dB
+0.2dB
	q0,0, SNR during:
T1: +5.8dB
T2: -2.2dB
T3: -12.8dB
T4: -12.8dB
T5: -12.8dB
For testing of a UE which supports 4RX on all bands, the SNR during T3, T4 and T5 is modified as specified in clause D.4.1.1

q0,1, SNR during:
T1-T5: +5.8dB


q1,0 and q1,1, SSB during T1:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10.2dB

q1,0 and q1,1, SSB during T2:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10.2dB

q1,0 and q1,1, SSB during T3, T4 and T5:
Noc2: -98dBm/15kHz
Ês2 / Noc2: +10.2dB

	4.5.5.8 EN-DC FR1 SCell TRP specific CSI-RS-based beam failure detection and SSB-based link recovery in non-DRX
	q0,0 CSI-RS SNR during:
T1: 5dB
T2: -3dB
T3: -12dB
T4: -12dB
T5: -12dB






q0,1 CSI-RS SNR during:
T1-T5: 5dB 




q1,0 SSB during T1:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10dB

q1,0 SSB during T2:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10dB

q1,0 SSB during T3, T4 and T5:
Noc2: -98dBm/15kHz
Ês2 / Noc2: +10dB

q1,1 SSB during T1:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10dB

q1,1 SSB during T2:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10dB

q1,1 SSB during T3, T4 and T5:
Noc2: -98dBm/15kHz
Ês2 / Noc2: +10dB
	Offset during:
T1: +0.8dB
T2: +0.8dB
T3: -0.8dB
T4: -0.8dB
T5: -0.8dB






q0,1, Offset during:
T1-T5: +0.8dB 



q1,0 SSB during T1:
0dB
-0.2dB

q1,0 SSB during T2:
0dB
-0.2dB

q1,0 SSB during T3, T4 and T5:
0dB
+0.2dB

q1,1 SSB during T1:
0dB
-0.2dB

q1,1 SSB during T2:
0dB
-0.2dB

q1,1 SSB during T3, T4 and T5:
0dB
+0.2dB
	SNR during:
T1: +5.8dB
T2: -2.2dB
T3: -12.8dB
T4: -12.8dB
T5: -12.8dB
For testing of a UE which supports 4RX on all bands, the SNR during T3, T4 and T5 is modified as specified in section D.4.1.1

q0,1, SNR during:
T1-T5: +5.8dB




q1,0 SSB during T1:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10.2dB

q1,0 SSB during T2:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10.2dB

q1,0 SSB during T3, T4 and T5:
Noc2: -98dBm/15kHz
Ês2 / Noc2: +10.2dB

q1,1 SSB during T1:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10.2dB

q1,1 SSB during T2:
Noc2: -98dBm/15kHz
Ês2 / Noc2: -10.2dB

q1,1 SSB during T3, T4 and T5:
Noc2: -98dBm/15kHz
Ês2 / Noc2: +10.2dB

	4.5.6.1.1 EN-DC FR1 DCI-based DL active BWP switch in non-DRX in synchronous EN-DC
	During T1:
Noc2: -104dBm/15kHz
Ês2 / Noc2: +17dB

During T2:
Noc2: -104dBm/15kHz
Ês2 / Noc2: +17dB

During T3:
Noc2: -104dBm/15kHz
Ês2 / Noc2: +17dB
	During T1:
0dB
0dB

During T2:
0dB
0dB

During T3:
0dB
0dB
	During T1:
Noc2: -104dBm/15kHz
Ês2 / Noc2: +17dB

During T2:
Noc2: -104dBm/15kHz
Ês2 / Noc2: +17dB

During T3:
Noc2: -104dBm/15kHz
Ês2 / Noc2: +17dB

	4.5.6.1.2 EN-DC FR1 DCI-based DL active BWP switch with SCell in non-DRX in synchronous EN-DC
	During T1:
Noc2: -104dBm/15kHz
Ês2 / Noc2: +17dB
Noc3: -104dBm/15kHz
Ês3 / Noc3: +17dB

During T2:
Noc2: -104dBm/15kHz
Ês2 / Noc2: +17dB
Noc3: -104dBm/15kHz
Ês3 / Noc3: +17dB

During T3:
Noc2: -104dBm/15kHz
Ês2 / Noc2: +17dB
Noc3: -104dBm/15kHz
Ês3 / Noc3: +17dB
	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
0dB

During T3:
0dB
0dB
0dB
0dB
	During T1:
Noc2: -104dBm/15kHz
Ês2 / Noc2: +17dB
Noc3: -104dBm/15kHz
Ês3 / Noc3: +17dB

During T2:
Noc2: -104dBm/15kHz
Ês2 / Noc2: +17dB
Noc3: -104dBm/15kHz
Ês3 / Noc3: +17dB

During T3:
Noc2: -104dBm/15kHz
Ês2 / Noc2: +17dB
Noc3: -104dBm/15kHz
Ês3 / Noc3: +17dB

	4.5.6.2.1 EN-DC FR1 RRC-based DL active BWP switch in non-DRX in synchronous EN-DC
	During T1:
Noc2: -104dBm/15kHz
Ês2 / Noc2: +17dB
	During T1:
0dB
0dB
	During T1:
Noc2: -104dBm/15kHz
Ês2 / Noc2: +17dB

	4.5.7.1 EN-DC FR1 addition and release delay of known PSCell
	For Test Configurations 1,2,4,5
Noc: -885dBm/15kHz
Ês / Noc: 0.0dB
B1-Threshold: -963 dBm/SCS

For Test Configurations 3,6
Noc: -858dBm/15kHz
Ês / Noc: 0.0dB
B1-Threshold: -93 dBm/SCS

	
-0.6dB
0dB
-3dB


-0.64dB
0dB
-3dB

	
Noc: -858.6dBm/15kHz
Ês / Noc: 0.0dB
B1-Threshold: -969 dBm/SCS


Noc: -898.6dBm/15kHz
Ês / Noc: 0.0dB
B1-Threshold: -96 dBm/SCS

	4.5.8.1 EN-DC FR1 interruptions at switching between two uplink carriers
	Noc: -104dBm/15kHz
Ês / Noc: 17dB
	0dB
0dB
	Noc: -104dBm/15kHz
Ês / Noc: 17dB


<< End of changes >>

