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	Reason for change:
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In such a case, for power classes other than 3, in RX test cases, the UE will never exercise Tx Diversity even if supported. 
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<<< START OF CHANGES >>>

[bookmark: _Toc21354187][bookmark: _Toc27749827]5.4	Default NG-RAN RRC message and information elements contents
[bookmark: _Toc21354188][bookmark: _Toc27749828]5.4.1	Radio resource control information elements
As defined in clause 4.6.3 with the following exceptions:
For Tx and Rx test cases in which Power Class 3 UEs verifying Power Class 3 requirements, refer to Table 5.4.1-1; For Tx and Rx test cases in which Power Class 2 UEs verifying Power Class 2 requirements, refer to Table 5.4.1-2; For Tx and Rx test cases in which Power Class 1.5 UEs verifying Power Class 1.5 requirements, refer to Table 5.4.1-2A.
[bookmark: _CRTable5_4_11][bookmark: _Hlk44513694]Table 5.4.1-1: P-Max-PC3
	Derivation Path: Table 4.6.3-89

	Information Element
	Value/remark
	Comment
	Condition

	P-Max
	Not present
	
	SA

	
	23
	
	EN-DC



[bookmark: _CRTable5_4_12]Table 5.4.1-2: P-Max-PC2
	Derivation Path: Table 4.6.3-89

	Information Element
	Value/remark
	Comment
	Condition

	P-Max
	Not present
	
	SA

	
	26
	
	EN-DC



	Condition
	Explanation

	SA
	NR standalone RF tests cases

	EN-DC
	[bookmark: OLE_LINK13][bookmark: OLE_LINK14]EN-DC RF tests cases specified in 38.521-3



[bookmark: _CRTable5_4_12A]Table 5.4.1-2A: P-Max-PC1.5
	Derivation Path: Table 4.6.3-89

	Information Element
	Value/remark
	Comment
	Condition

	P-Max
	Not present
	
	SA



[bookmark: _CRTable5_4_13]Table 5.4.1-3: Void



<<< END OF CHANGES >>>



