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<Start of modified section 1>

[bookmark: _Toc83708504][bookmark: _Toc90490917][bookmark: _Toc98401846][bookmark: _Toc114860485][bookmark: _Toc138879169]5.3.2.1	Reception of CLOSE UE TEST LOOP message by the UE
Same as TS 36.509 [6], subclause 5.4.2.3 with the following exceptions: 
…
1>	else if UE test loop mode C has been selected;
2>	if no MBS radio bearer is established or if the UE test mode is not active; or
2>	if UE test loop mode A or UE test loop mode B operation is already closed on one or more data radio bearers; or
2> if TEST_LOOP_MODE_C_ACTIVE = TRUE or TEST_LOOP_MODE_D_ACTIVE = TRUE or TEST_LOOP_MODE_E_ACTIVE = TRUE or TEST_LOOP_MODE_F_ACTIVE = TRUE or TEST_LOOP_MODE_G_ACTIVE = TRUE or TEST_LOOP_MODE_H_ACTIVE = TRUE or TEST_LOOP_MODE_I_ACTIVE = TRUE:
3>	the UE behaviour is unspecified.
2>	otherwise:
3>	set TEST_LOOP_MODE_C_ACTIVE to TRUE
3>	set state variable MBMS_PACKET_COUNTER to zero;
3>	perform the UE actions for UE Test Loop Mode C operation as specified in subclause 5.3.4.2A and
3>	send CLOSE UE TEST LOOP COMPLETE message (the loopback shall be operational prior to the sending of the acknowledgement).

<End of modified section 1>

