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	Reason for change:
	CBW 35 MHz and 45 MHz are missing in the test requirements of OBW for inter-band 2UL CA.

	
	

	Summary of change:
	Table 6.5A.1.1.5-1 was removed, and the reference table was corrected to Table 6.5.1.5-1. According to 6.5A.1.0.3, the occupied bandwidth shall be less than the channel bandwidth specified in Table 6.5.1.3-1, so there is no reason to define test requirement table in 2UL CA test case.
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<<Unchanged sections skipped>>
[bookmark: _Toc60825521][bookmark: _Toc69306286][bookmark: _Toc69309951][bookmark: _Toc76020276][bookmark: _Toc83720764]6.5A.1.1	Occupied bandwidth for CA (2UL CA)
Editor’s Note:
- Due to lack of MPR requirements in core specification, this test case is incomplete for intra-band contiguous UL CA for power class 2 UEs indicating IE dualPA-Architecture supported, and incomplete for intra-band non-contiguous UL CA for power class 2 UEs, and power class 3 UEs when signalling is absent for dualPA-Architecture.
- MU needs to be reassessed.
<<Unchanged sections skipped>>
6.5A.1.1.5	Test requirements
For inter-band carrier aggregation, the measured Occupied Bandwidth for each component carrier shall not exceed values in Table 6.5A.1.1.5-16.5.1.5-1.
Table 6.5A.1.1.5-1: Occupied channel bandwidthVoid
	
	NR channel bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz

	Occupied channel bandwidth (MHz)
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100



For intra-band contiguous carrier aggregation, the measured Occupied Bandwidth shall not exceed the aggregated channel bandwidth as defined in subclause 5.3A.3.
For intra-band non-contiguous carrier aggregation, the measured Occupied Bandwidth shall not exceed values of channel bandwidth as defined in section 5.5A.2.
<<End of change>>

