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*** Unchanged parts are omitted ***
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*** Unchanged parts are omitted ***
When a UE would multiplex HARQ-ACK information in a PUSCH transmission that is configured by a ConfiguredGrantConfig, and includes CG-UCI [5, TS 38.212], the UE multiplexes the HARQ-ACK information in the PUSCH transmission if the UE is provided cg-UCI-Multiplexing; otherwise, if the HARQ-ACK information and the PUSCH have same priority index, the UE does not transmit the PUSCH and multiplexes the HARQ-ACK information in a PUCCH transmission or in another PUSCH transmission; if the HARQ-ACK information and the PUSCH have different priority indexes, the UE does not transmit the channel with the smaller priority index. 
In the following, DCI formats with CRC scrambled by C-RNTI or CS-RNTI or MCS-C-RNTI are also referred to as unicast DCI formats and DCI formats with CRC scrambled by multicast-MCCH-RNTI, G-RNTI for multicast or G-CS-RNTI are also referred to as multicast DCI formats. Corresponding unicast DCI formats are DCI formats 0_0/0_1/0_2/0_3/1_0/1_1/1_2/1_3 and multicast DCI formats are DCI formats 4_0/4_1/4_2 [4, TS 38.212]. PDSCH receptions scheduled by unicast or multicast DCI formats are referred as unicast or multicast PDSCH receptions. HARQ-ACK information associated with unicast or multicast DCI formats for PDCCH receptions in RRC_CONNECTED state are also respectively referred as unicast or multicast HARQ-ACK information.
*** Unchanged parts are omitted ***

[bookmark: _Ref505248562][bookmark: _Toc12021470][bookmark: _Toc20311582][bookmark: _Toc26719407][bookmark: _Toc29894840][bookmark: _Toc29899139][bookmark: _Toc29899557][bookmark: _Toc29917294][bookmark: _Toc36498168][bookmark: _Toc45699194][bookmark: _Toc156237202]9.1.2.1	Type-1 HARQ-ACK codebook in physical uplink control channel
For a serving cell , an active DL BWP, and an active UL BWP, as described in clause 12, the UE determines a set of  occasions for candidate PDSCH receptions for which the UE can transmit corresponding HARQ-ACK information in a PUCCH in slot . If serving cell  is deactivated, the UE uses as the active DL BWP for determining the set of  occasions for candidate PDSCH receptions a DL BWP provided by firstActiveDownlinkBWP-Id. The determination is based:
a)	on a set of slot timing values  associated with the active UL BWP on the primary cell or, if the PUCCH transmission is indicated by a DCI format to be on the PUCCH-sSCell as described in clause 9A, on a set of slot timing values  associated with the active UL BWP on the PUCCH-sSCell
-	If the UE is configured to monitor PDCCH for DCI format 1_0 and is not configured to monitor PDCCH for either DCI format 1_1/1_2/1_3 or DCI format 1_2 for serving cell , or the active DL BWP for serving cell  is dormant BWP,  is provided by the slot timing values {1, 2, 3, 4, 5, 6, 7, 8} for SCS configuration of PUCCH transmission , {7, 8, 12, 16, 20, 24, 28, 32} for , and {13, 16, 24, 32, 40, 48, 56, 64} for 
-	If the UE is configured to monitor PDCCH for DCI format 1_1/1_3 and is not configured to monitor PDCCH for DCI format 1_2 for serving cell ,  is provided by dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-r17
-	If the UE is configured to monitor PDCCH for DCI format 1_2 and is not configured to monitor PDCCH for DCI format 1_1/1_3 for serving cell ,  is provided by dl-DataToUL-ACK-DCI-1-2 or dl-DataToUL-ACK-DCI-1-2-r17
-	If the UE is configured to monitor PDCCH for DCI format 1_1/1_3 and DCI format 1_2 for serving cell ,  is provided by the union of dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-r17 and dl-DataToUL-ACK-DCI-1-2 or dl-DataToUL-ACK-DCI-1-2-r17
-	If an inapplicable value in dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-r17 is provided, the value is excluded from 
*** Unchanged parts are omitted ***
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*** Unchanged parts are omitted ***
If a UE is provided by MC-DCI-SetofCellsToAddModList a number of sets of serving cells and is provided USS sets to monitor PDCCH for detection of DCI format 1_3, the UE separately applies the following procedures for determining a corresponding second Type-2 HARQ-ACK sub-codebook for scheduling cells associated with DCI format 1_3 that
-	schedules PDSCH receptions on more than one serving cells from a set of serving cells, and/or 
-	does not include a SCell dormancy indication field or the SCell dormancy indication field is reserved, indicates SCell dormancy, and schedules PDSCH reception on one or more serving cells from the set of serving cells
-	in the following, and for the purpose of providing HARQ-ACK information corresponding to SCell dormancy indication, the UE assumes that the UE receives a PDSCH on the serving cell associated with fields in DCI format 1_3 used for SCell dormancy indication, as described in Clause 10.3, and that the PDSCH provides one transport block that the UE correctly decodes 
from the procedures for determining a first Type-2 HARQ-ACK sub-codebook that is associated with unicast SPS PDSCH receptions or with any unicast DCI format scheduling a PDSCH reception on a single serving cell, or has associated HARQ-ACK information without scheduling a PDSCH reception as described in this clause. The UE appends the second Type-2 HARQ-ACK sub-codebook to the first Type-2 HARQ-ACK sub-codebook.
Denote by  the number of bits for the counter DAI field in DCI format 1_3 and set . Denote by  the value of the counter DAI in a DCI format 1_3 scheduling PDSCH receptions on more than one serving cells among the more than one from the set of serving cells with index , in PDCCH monitoring occasion  according to Table 9.1.3-1. Denote by  the value of the total DAI in DCI format 1_3 scheduling PDSCH receptions on more than one cells in PDCCH monitoring occasion  according to Table 9.1.3-1. The UE assumes a same value of total DAI in all DCI formats 1_3 in PDCCH monitoring occasion  that schedule more than one PDSCH receptions on respective more than one serving cells from a set of serving cells. 
The UE determines the , for a total number of  HARQ-ACK information bits in the second Type-2 HARQ-ACK sub-codebook according to the following pseudo-code. 
Set  to the maximum number of serving cells in ScheduledCell-ListDCI-1-3 of a set of serving cells provided by MC-DCI-SetofCells, across the number of sets of serving cells, that can be scheduled PDSCH receptions by DCI format 1_3
Set  to the maximum total number of TBs in PDSCH receptions that can be scheduled by a DCI format 1_3 over more than one serving cells in a set of serving cells across the number of sets of serving cells
Set  to the number of sets of serving cells MC-DCI-SetofCells in a PUCCH group
Set  to the number of serving cells, across  sets of serving cells in the PUCCH group
Set  to index of sets of serving cells, 
Set  to the index of serving cells, , a lower index corresponds to a lower RRC index of a corresponding serving cell
Set  to the index of a serving cell, in a set of indexes of serving cells arranged in ascending order, from the set of  serving cells, 
Set  – PDCCH monitoring occasion index for detection of a DCI format 1_3 scheduling PDSCH receptions on more than one serving cells from a set of serving cells: lower index corresponds to earlier PDCCH monitoring occasion
Set 
Set 
Set 
Set 
Set  to the number of PDCCH monitoring occasions
while 
	
if harq-ACK-SpatialBundlingPUCCH is not provided,
while 
if PDCCH monitoring occasion  is before an active UL BWP change on the serving cell of PUCCH transmission if the UE is provided pucch-sSCellDyn, or an active UL BWP change on the PCell if the UE is not provided pucch-sSCellDyn
;	Comment by Aris Papasakellariou: Using the set ‘s’ would have been more transparent here but the pseudo-code also works using the cell ‘c’.
else
[bookmark: _Hlk160534812]if there are is a PDSCH reception on serving cell  that is scheduled by a DCI format scheduling more than one PDSCHs that provide respective more than one transport blocks with enabled HARQ-ACK information on respective more than one serving cells, where the DCI format isfrom the set  of serving cells associated with a PDCCH reception in PDCCH monitoring occasion  and c is the smallest serving cell index among the more than one serving cells  
if 
; 
end if
; 
if 
; 
else 
;
end if
;
;
while 
if the UE is scheduled PDSCH reception on serving cell , if any, from the more than one serving cellsof set 
if maxNrofCodeWordsScheduledByDCI is 2 for serving cell , if any, from the more than one serving cellsof set 
 = HARQ-ACK information bit corresponding to the first transport block of this cell
 = HARQ-ACK information bit corresponding to the second transport block of this cell
;
else
 = HARQ-ACK information bit corresponding to the transport block of this cell
;
end if
end if
;
end while
while  
= NACK;
;
end while
;
end if
;
end if
end while
else
while 
if PDCCH monitoring occasion  is before an active UL BWP change on the serving cell of PUCCH transmission if the UE is provided pucch-sSCellDyn, or an active UL BWP change on the PCell if the UE is not provided pucch-sSCellDyn
;	Comment by Aris Papasakellariou: Using the set ‘s’ would have been more transparent here but the pseudo-code also works using the cell ‘c’.
else
if there are is a PDSCH reception on serving cell  that is scheduled by a DCI format scheduling more than one PDSCHs that provide respective more than oneproviding a transport blocks for a HARQ process with enabled HARQ-ACK information on respective more than one serving cells, where the DCI format isfrom the set  of serving cells associated with a PDCCH reception in PDCCH monitoring occasion  and c is the smallest serving cell index among the more than one serving cells  	Comment by Aris Papasakellariou: Unnecessary
if 
; 
end if
; 
if 
; 
else 
;
end if
;
;
while 
if the UE is scheduled PDSCH reception for transport blocks with enabled HARQ-ACK information on serving cell , if any, from the more than one serving cellsof set 
if maxNrofCodeWordsScheduledByDCI is 2 for serving cell  
if the PDSCH reception provides two transport blocks
 = binary AND operation of the HARQ-ACK information bits corresponding to the first and second transport blocks of this cell
			else
 = HARQ-ACK information bit corresponding to the first transport block of this cell
			end if
else
	= HARQ-ACK information bit of this cell
end if
;
end if
;
end while
while  
= NACK;
;
end while
;
end if
;
end if
end while
end if 
; 
end while
; 
if UE does not set  and 
; 
end if
;
if 
; 
end if
if harq-ACK-SpatialBundlingPUCCH is not provided,
 
else
 
end if
 for any  .
If  and , for obtaining a PUCCH transmission power as described in clause 7.2.1, the UE determines , where  is the value of  for the first Type-2 HARQ-ACK sub-codebook and  is the value of  for the second Type-2 HARQ-ACK sub-codebook that is determined as
*** Unchanged parts are omitted ***
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*** Unchanged parts are omitted ***
A USS at CCE aggregation level  is defined by a set of PDCCH candidates for CCE aggregation level . 
If a UE is configured with CrossCarrierSchedulingConfig for a serving cell, the carrier indicator field value corresponds to the value indicated by cif-InSchedulingCell in CrossCarrierSchedulingConfig. If a UE is configured with MC-DCI-SetofCells for a set of serving cells, the UE can beis provided nCI-Value for the set of serving cells.
For an active DL BWP of a serving cell on which a UE monitors PDCCH candidates in a USS, if the UE is not configured with a carrier indicator field, the UE monitors the PDCCH candidates without carrier indicator field. For an active DL BWP of a serving cell on which a UE monitors PDCCH candidates in a USS, if a UE is configured with a carrier indicator field, the UE monitors the PDCCH candidates with carrier indicator field.
A UE does not expect to monitor PDCCH candidates on an active DL BWP of a secondary cell if the UE is configured to monitor PDCCH candidates for detection of DCI formats scheduling on that secondary cell in another serving cell. For a serving cell included in MC-DCI-SetofCells, if provided, the UE does not expect to monitor PDCCH candidates on more than one scheduling cell for detection of DCI formats scheduling on the serving cell. For the active DL BWP of a serving cell on which the UE monitors PDCCH candidates, the UE monitors PDCCH candidates at least for the same serving cell. 
For a search space set  associated with CORESET , the CCE indexes for aggregation level  corresponding to PDCCH candidate  of the search space set in slot  for an active DL BWP of a serving cell corresponding to carrier indicator field value , or corresponding to value  of nCI-Value associated with a set of serving cells MC-DCI-SetofCells, are given by 

where
[bookmark: _Hlk39576530]for any CSS, ; 
for a USS, , ,  for ,  for ,  for , and ;
;
 is the number of CCEs, numbered from 0 to , in CORESET  and, if any, per RB set 
-	for CORESET 0, the CCEs are obtained prior to puncturing, if any, of corresponding RBs [4, TS 38.211]; 
 is 
-	the carrier indicator field value, if provided by cif-InSchedulingCell in CrossCarrierSchedulingConfig for the serving cell on which PDCCH is monitored, except for scheduling of the serving cell from the same serving cell in which case ;
-	the nCI-Value, if provided, for the set of serving cells MC-DCI-SetofCells, if MC-DCI-SetofCells is provided; 
-	otherwise, including for any CSS, 
, where  is the number of PDCCH candidates the UE is configured to monitor for aggregation level  of a search space set  for a serving cell corresponding to ; 
for any CSS, ; 
for a USS,  is the maximum of  over all configured  values for a CCE aggregation level  of search space set  ;
the RNTI value used for  is the C-RNTI. 
*** Unchanged parts are omitted ***
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*** Unchanged parts are omitted ***
If a bandwidth part indicator field is provided by a DCI format 0_3/1_3, 
-	the UE applies for a serving cell the value of the bandwidth part indicator field, if
-	the UE is scheduled by the DCI format 0_3/1_3 to transmit PUSCH/receive PDSCH, respectively, on the serving cell, and
-	the serving cell includes a configured UL/DL BWP with index corresponding to the value of the bandwidth part indicator field, and
-	resourceAllocation = resourceAllocationType0 and not all bits of a block of the frequency domain resource assignment field associated with the serving cell in the DCI format 0_3/1_3 are equal to 0, or
-	resourceAllocation = resourceAllocationType1 and not all bits of a block of the frequency domain resource assignment field associated with the serving cell in the DCI format 0_3/1_3 are equal to 1, or
-	resourceAllocation = dynamicSwitch and not all bits of a block of the frequency domain resource assignment field associated with the serving cell in the DCI format 0_3/1_3 are equal to either 0 or 1, or
-	useInterlacePUCCH-PUSCH is provided and not all bits of a block of the frequency domain resource assignment field associated with the serving cell in the DCI format 0_3 are equal to 1 for  or are not equal to 0 for  
-	otherwise, the UE does not apply for the serving cell the value of the bandwidth part indicator field.
The UE does not expect to be scheduled by a DCI format 1_3 to receive a PDSCH on an activated SCell, if:
-	the DCI format 1_3 indicates an active DL BWP provided by dormantBWP-Id for the activated SCell, and
-	resourceAllocation = resourceAllocationType0 and not all bits of a block of the frequency domain resource assignment field associated with the activated SCell in the DCI format 1_3 are equal to 0, or
-	resourceAllocation = resourceAllocationType1 and not all bits of a block of the frequency domain resource assignment field associated with the activated SCell in the DCI format 1_3 are equal to 1, or
-	resourceAllocation = dynamicSwitch and not all bits of a block of the frequency domain resource assignment field associated with the activated SCell in the DCI format 1_3 are equal to either 0 or 1.
If an active DL BWP provided by dormantBWP-Id for a UE on an activated SCell is not a default DL BWP for the UE on the activated SCell, as described in clause 12, the BWP inactivity timer is not used for transitioning from the active DL BWP provided by dormantBWP-Id to the default DL BWP on the activated SCell.
*** Unchanged parts are omitted ***

