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[bookmark: _Toc28959283][bookmark: _Toc153529339]6.3	Sidelink
The tables 6.3-1 and 6.3-2 describe the possible combinations of physical channels that can be sent simultaneously in the sidelink by a UE. Table 6.3-1 introduces notation for a sidelink "Transmission Type" which represents a physical channel, and any associated transport channel. Table 6.3-2 describes the combinations of these "Transmission Types" which are supported by the UE depending on capabilities [8, TS 38.306], and enumerates how many of each can be transmitted simultaneously.
Table 6.3-1: Sidelink "Transmission Types"
	"Transmission Type"
	Physical Channel
	Associated
Transport Channel
	Comment

	A
	PSBCH
	SL-BCH
	

	B
	PSSCH
	SL-SCH
	

	C
	PSCCH
	SL-SCH
	

	D
	PSFCH
	N/A
	

	E
	SL PRS
	N/A
	



Table 6.3-2: Sidelink "Transmission Type" combinations
	Supported Combinations 
	Comment

	A
	Note 2

	B
	Note 2

	C
	Note 2

	E
	Note 4

	E
	Note 5

	 D
	Note 2

	B+C
	Note 2

	Note 1:	Depending on the UE capability, the UE may be able to perform simultaneous Uplink and Sidelink transmissions. If the simultaneous transmission of Sidelink and Uplink is beyond the UE capability, the one not prioritized can be dropped according to [TS 38.321].
Note 2:	Depending on the UE capability, the UE may be able to perform simultaneous sidelink communication transmissions of the same sidelink “Transmission Type” combinations across multiple SL carriers. 
Note 3:	Simultaneous transmissions over multiple SL carriers with one or more UL carriers is left up to UE implementation.
Note 4:	Applicable for a shared SL PRS resource pool.
Note 5:	Applicable for a dedicated SL PRS resource pool.



The tables 6.3-3 and 6.3-4 describe the possible combinations of physical channels that can be received simultaneously in the sidelink by a UE. Table 6.3-3 introduces notation for a sidelink "Reception Type" which represents a physical channel, and any associated transport channel. Table 6.3-4 describes the combinations of these "Reception Types" which are supported by the UE depending on capabilities [8, TS 38.306], and enumerates how many of each can be received simultaneously.
Table 6.3-3: Sidelink "Reception Types"
	"Reception Type"
	Physical Channel
	Associated
Transport Channel
	Comment

	A
	PSBCH
	SL-BCH
	

	B
	PSSCH
	SL-SCH
	

	C
	PSCCH
	SL-SCH
	

	D
	PSFCH
	N/A 
	

	E
	SL PRS
	N/A
	



Table 6.3-4: Sidelink "Reception Type" combinations
	Supported Combinations 
	Comment

	A
	

	B
	Note 1, Note 2

	C
	Note 1, Note 2

	E
	Note 3

	 E
	Note 4

	 D
	Note 2

	B+C
	Note 1, Note 2

	Note 1:	Corresponds to simultaneous reception within one sub-channel
Note 2:	Depending on the UE capability, the UE may be able to perform simultaneous sidelink communication receptions of the same sidelink “Reception Type” combinations across multiple SL carriers.
Note 3:	Applicable for a shared SL PRS resource pool. Corresponds to simultaneous reception within one sub-channel.
Note 4:	Applicable for a dedicated SL PRS resource pool with M1_1≥1. Corresponds to simultaneous reception within one dedicated SL PRS resource pool.





