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7.3.1	UE behaviour
*** Unchanged parts are omitted ***
If a UE transmits SRS on multiple SRS resources for positioning bandwidth aggregation according to linkage [6, TS 38.214], the UE calculates  using the same values of , , and  for each of the multiple SRS resources. 
If a UE transmits SRS based on a configuration by SRS-PosResourceSet in SRS-PosRRC-InactiveValidityAreaConfigSRS-PosRRC-InactiveConfig-ValidityArea in RRC_INACTIVE state [12, TS 38.331], the active UL BWP b refers to the BWP provided by bwp in SRS-PosRRC-InactiveValidityAreaConfigSRS-PosRRC-InactiveConfig-ValidityArea. If the UE is not provided pathlossReferenceRS-Pos in SRS-PosResourceSet, or if the UE is provided pathlossReferenceRS-Pos in SRS-PosResourceSet and the UE cannot accurately measure a pathloss, the UE calculates  using an RS resource from an SS/PBCH block with same index as the one the UE used to obtain MIB; otherwise, the UE uses the RS indicated by pathlossReferenceRS-Pos to calculate .
*** Unchanged parts are omitted ***

[bookmark: _Toc29894875][bookmark: _Toc29899174][bookmark: _Toc29899592][bookmark: _Toc29917328][bookmark: _Toc36498202][bookmark: _Toc45699230][bookmark: _Toc156237246]16	UE procedures for sidelink
*** Unchanged parts are omitted ***
A priority of a PSSCH according to NR radio access or according to E-UTRA radio access is indicated by a priority field in a respective scheduling SCI format. A priority of a PSSS/SSSS/PSBCH according to E-UTRA radio access is provided by sl-SSB-PriorityEUTRA [13, TS 36.213]. A priority of an S-SS/PSBCH block is provided by sl-SSB-PriorityNR. A priority of a PSFCH is determined as described in clause 16.2.4.2.
A UE does not expect to be provided search space sets associated with CORESETs on more than one cell to monitor PDCCH for detection of DCI format 3_0 or DCI format 3_1 or DCI format 3_2.
*** Unchanged parts are omitted ***

[bookmark: _Toc156237253]16.2.3A	SL PRS
A UE determines a power  for a SL PRS transmission on a resource pool in SL PRS transmission occasion  on active SL BWP  of carrier  as:

where,
-	 is defined in [8-1, TS 38.101-1]
-	 is determined by a value of sl-MaxTxPower based on a priority level and a CBR range for a CBR measured in slot , where  is the congestion control processing time [6, TS 38.214] ]; if sl-MaxTxPower is not provided, then 
-	if the resource pool is a shared SL PRS resource pool, a value of sl-MaxTxPower based on a priority level and a CBR range for a CBR measured in slot , where  is the congestion control processing time [6, TS 38.214]; if sl-MaxTxPower is not provided, . theThe priority level is same for PSSCH and SL PRS 
-	if the resource pool is a dedicated SL PRS resource pool, a value of sl-PRS-MaxTx-Power based on a priority level and a CBR range for a CBR measured in slot , where  is the congestion control processing time [6, TS 38.214]; if sl-PRS-MaxTx-Power is not provided, . theThe priority level is for SL PRS
-	if a value for  is provided
-	 [dBm]
-	else
-	 [dBm]
where
-	if the resource pool is a shared SL PRS resource pool,  is a value of dl-P0-PSSCH-PSCCH or dl-P0-PSSCH-PSCCH-r17; else, if the resource pool is a dedicated SL PRS resource pool,  is a value of dl-P0-SL-PRS
-	if the resource pool is a shared SL PRS resource pool,  is a value of dl-Alpha-PSSCH-PSCCH, if provided, and  if dl-Alpha-PSSCH-PSCCH is not provided; else, if the resource pool is a dedicated SL PRS resource pool,  is provided by dl-Alpha-SLPRS, if provided, and  if dl-Alpha-SL-PRS is not provided
-	 when the active SL BWP is on a serving cell , as described in clause 7.1.1 except that
-	the RS resource  is the one the UE uses for determining a power of a PUSCH transmission scheduled by a DCI format 0_0 in serving cell  when the UE is configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	the RS resource  is the one corresponding to the SS/PBCH block the UE uses to obtain MIB when the UE is not configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	 is a number of resource blocks for the SL PRS transmission occasion  and  is a SCS configuration for the SL PRS transmission
-	if a value for  is provided
-	 [dBm]
-	else
-	 [dBm]
where
-	if the resource pool is a shared SL PRS resource pool,  is a value of sl-P0-PSSCH-PSCCH or sl-P0-PSSCH-PSCCH-r17; else, if the resource pool is dedicated for SL PRS transmissions,  is a value of sl-P0-SL-PRS
-	if the resource pool is a shared SL PRS resource pool,  is a value of sl-Alpha-PSSCH-PSCCH, if provided and  if sl-Alpha-PSSCH-PSCCH is not provided; else, if the resource pool is a dedicated SL PRS resource pool,  is provided by sl-Alpha-SL-PRS if provided, and  if sl-Alpha-SL-PRS is not provided
-	, where 
-	 is obtained
-	if the resource pool is a shared SL PRS resource pool, from a PSSCH transmit power per RE summed over the antenna ports of the UE and higher layer filtered across PSSCH transmission occasions using a filter configuration provided by sl-FilterCoefficient, 
-	else, if the resource pool is a dedicated SL PRS resource pool, from a SL PRS transmit power per RE and higher layer filtered across SL PRS transmission occasions using a filter configuration provided by sl-FilterCoefficient
-	 is a RSRP, as defined in [7, TS 38.215], that is reported to the UE from a UE receiving the SL PRS transmission and is obtained 
-	if the resource pool is a shared SL PRS resource pool, from a PSSCH DM-RS using a filter configuration provided by sl-FilterCoefficient
-	else, if the resource pool is a dedicated SL PRS resource pool, from a SL PRS using a filter configuration provided by sl-FilterCoefficient
-	 is a number of resource blocks for the SL PRS transmission occasion  and  is a SCS configuration for the SL PRS transmission
*** Unchanged parts are omitted ***

[bookmark: _Toc156237264]16.4A	UE procedure for transmitting PSCCH in dedicated SL PRS resource pool
For a dedicated SL PRS resource pool, a UE can be provided a number of symbols in the resource pool, by timeResourcePSCCH-DedicatedSL-PRS-RPsl-TimeResourcePSCCH, starting from a second symbol that is available for SL transmissions in a slot, and a number of PRBs in the resource pool, by freqResourcePSCCH-DedicatedSL-PRS-RPsl-FreqResourcePSCCH, starting from a PRB with lowest index for a sub-channel determined according to an index of an associated SL PRS resource, for a PSCCH transmission with a SCI format 1-B. 
A UE that transmits a PSCCH with SCI format 1-B using SL PRS resource allocation mode 2 [6, TS 38.214] sets 
-	"Source ID" as indicated by higher layers
-	"Destination ID" as indicated by high layers
-	"Cast type indicator" as indicated by higher layers
-	"Resource reservation period" as an index in sl-PRS-ResourceReservePeriodList corresponding to a reservation period provided by higher layers [11, TS 38.321], if the UE is provided sl-MultiReserveResource
-	the values of the time resource assignment field and of the resource ID indication field as described in [6, TS 38.214] to indicate  resources from a set  of resources selected by higher layers as described in [11, TS 38.321] with  smallest slot indices   for  such that , where:
-	, where  is a number of resources in the set  with slot indices  , , such that , and  is provided by sl-MaxNumPerReserveDedicatedSL-PRS-RP
-	each resource, from the set of  resources, corresponds to a SL PRS resource and the corresponding PSCCH, and a slot in a set of slots 
-	 is a set of slots in a sidelink resource pool [6, TS 38.214]
-	 is an index of a slot where the PSCCH with SCI format 1-B is transmitted.
-	"SL PRS request" as indicated by higher layers
A UE that transmits a PSCCH with SCI format 1-B using SL PRS resource allocation mode 1 [6, TS 38.214] sets
-	"Source ID" as indicated by higher layers
-	"Destination ID" as indicated by high layers
-	"Cast type indicator" as indicated by higher layers
-	the values of the resource ID indication field and the time resource assignment field for the SCI format 1-B transmitted in the -th resource for SL PRS and the corresponding PSCCH transmission provided by a dynamic grant or by a SL configured grant, where  and M is the total number of resources for SL PRS and the corresponding PSCCH transmission provided by a dynamic grant or the number of resources for SL PRS transmission in a period provided by a SL configured grant type 1 or SL configured grant type 2, as follows:
-	the resource ID indication field and time resource assignment field indicate the -th to -th resources as described in [6, TS 38.214].
-	"SL PRS request" as indicated by higher layers
For decoding of a SCI format 1-B, a UE may assume that a number of bits provided by sl-NumReservedBitsSCI1B-DedicatedSL-PRS-RPsl-NumReservedBits can have any value as described in [4, TS 38.212].
*** Unchanged parts are omitted ***

