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	Reason for change:
	Interference signal position for transmitter intermodulation additional requirements is defined wrongly.

	
	

	Summary of change:
	Correct the interference signal position.
“Interfering signal centre offset from the carrier center frequency of the wanted signal” is corrected to “interfering signal centre offset from the edge of the wanted signal”
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 For Band n41 operation in Japan, the sum of transmitter intermodulation level over all antenna connectors shall not exceed the unwanted emission limits in clauses 6.6.3, 6.6.4 and 6.6.5 in the presence of an NR interfering signal according to table 6.7.2.2-1.
Table 6.7.2.2-1 Interfering and wanted signals for the additional transmitter intermodulation requirement for Band n41
	Parameter
	Value

	Wanted signal
	NR single carrier (NOTE)

	Interfering signal type
	NR signal of 10 MHz channel bandwidth

	Interfering signal level
	Rated total output power in the operating band – 30 dB

	Interfering signal centre frequency offset from the lower (upper) edge of the wanted signal the lower/upper carrier centre  frequency of the wanted signal 
	± 5 MHz
± 15 MHz
± 25 MHz

	NOTE:	This requirement applies for NR carriers allocated within 2545-2645 MHz.
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For Band n41 operation in Japan, the transmitter intermodulation level shall not exceed the unwanted emission limits in clauses 6.6.3, 6.6.4 and 6.6.5 in the presence of an NR interfering signal according to table 6.7.3.3-1.
Table 6.7.3.3-1 Interfering and wanted signals for the additional transmitter intermodulation requirement for Band n41
	Parameter
	Value

	Wanted signal
	NR single carrier (NOTE)

	Interfering signal type
	NR signal of 10 MHz channel bandwidth

	Interfering signal level
	Rated total output power in the operating band – 30 dB

	Interfering signal centre frequency offset from the lower (upper) edge of the wanted signal the lower/upper carrier centre  frequency of the wanted signal 
	± 5 MHz
± 15 MHz
± 25 MHz

	NOTE:	This requirement applies for NR carriers allocated within 2545-2645 MHz.
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