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[bookmark: _Toc526331628]START OF CHANGES
6.4.2.1.5.1	IAB type 1-O
For IAB-MT the ΔP between the power measured in step 6 and step 8 of clause 6.4.2.1.4.2 shall be according to Table 6.4.2.1.5.1-1, Table 6.4.2.1.5.1-2 and Table 6.4.2.1.5.1-3.
Table 6.4.2.1.5.1-1: IAB type 1-0 Output power dynamics test requirements for band n41.
	IAB-MT Type
	IAB-MT channel bandwidth
	Requirement (Note 1)

	Wide area
	≤40MHz
	10 log(Maximum RB) -1.2 < ΔP ≤ 10 log(Maximum RB) + 11.2

	
	40MHz < BW ≤ 100MHz
	10 log(Maximum RB) -1.5 < ΔP ≤ 10 log(Maximum RB) + 11.5

	Local area
	≤40MHz
	10 log(Maximum RB) + 3.8 < ΔP ≤ 10 log(Maximum RB) + 165.2

	
	40MHz < BW ≤ 100MHz
	10 log(Maximum RB) + 3.5 < ΔP ≤ 10 log(Maximum RB) + 16.5



Table 6.4.2.1.5.1-2: IAB type 1-0 Output power dynamics test requirements for band n77 and n78.
	IAB-MT Type
	IAB-MT channel bandwidth
	Requirement (Note 1)

	Wide area
	≤40MHz
	10 log(Maximum RB) - 1.5 < ΔP ≤ 10 log(Maximum RB) + 11.5

	
	40MHz < BW ≤ 100MHz
	10 log(Maximum RB) - 2.1 < ΔP ≤ 10 log(Maximum RB) + 12.1

	Local area
	≤40MHz
	10 log(Maximum RB) + 3.5 < ΔP ≤ 10 log(Maximum RB) + 16.5

	
	40MHz < BW ≤ 100MHz
	10 log(Maximum RB) + 2.9 < ΔP ≤ 10 log(Maximum RB) + 17.1



Table 6.4.2.1.5.1-3: IAB type 1-0 Output power dynamics test requirements for band n79.
	IAB-MT Type
	IAB-MT channel bandwidth
	Requirement (Note 1)

	Wide area
	≤20MHz
	10 log(Maximum RB) - 1.8 < ΔP ≤ 10 log(Maximum RB) + 11.2

	
	20MHz < BW ≤ 40MHz
	10 log(Maximum RB) - 2.0 < ΔP ≤ 10 log(Maximum RB) + 11.5

	
	40MHz < BW ≤ 100MHz
	10 log(Maximum RB) - 2.1 < ΔP ≤ 10 log(Maximum RB) + 17.1

	Local area
	≤40MHz
	10 log(Maximum RB) + 3.2 < ΔP ≤ 10 log(Maximum RB) + 16.8

	
	40MHz < BW ≤ 100MHz
	10 log(Maximum RB) + 3.0 < ΔP ≤ 10 log(Maximum RB) + 17

	
	40MHz < BW ≤ 100MHz
	10 log(Maximum RB) + 2.9 < ΔP ≤ 10 log(Maximum RB) + 17.1



6.4.2.1.5.2	IAB type 2-O
For IAB-MT the ΔP between the power measured in step 6 and step 8 of clause 6.4.2.1.4.2 shall be according to Table 6.4.2.1.5.2-1.:
Table 6.4.2.1.5.2-1: IAB type 2-0 Output power dynamics test requirements.
	IAB-MT Type
	IAB-MT channel bandwidth
	Requirement

	Wide area
	≤40MHz
	10 log(Maximum RB) -1.2 < ΔP ≤ 10 log(Maximum RB) + 11.2

	
	40MHz < BW ≤ 100MHz
	10 log(Maximum RB) -1.5 < ΔP ≤ 10 log(Maximum RB) + 11.5

	Local area
	≤40MHz
	10 log(Maximum RB) + 3.8 < ΔP ≤ 10 log(Maximum RB) + 165.2

	
	40MHz < BW ≤ 100MHz
	10 log(Maximum RB) + 3.5 < ΔP ≤ 10 log(Maximum RB) + 16.5
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