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-------------Start of the First Change---------------
9.3.1.119	BC Bearer Context F1-U TNL Info at DU
This IE contains CU F1-U TNL information for an MBS Session. It may also contain per Area Session ID F1-U TNL information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE MBS Session Type
	M
	
	
	
	-
	

	>location independent
	
	
	
	
	
	

	>>MBS F1-U Information at DU
	M
	
	UP Transport Layer Information
9.3.2.1
	
	-
	

	>>F1-U tunnel Not Established
	O
	
	ENUMERATED (true, ...)
	Indicates to not establish F1-U tunnel for this MBS session.
	YES
	ignore

	>location dependent
	
	
	
	
	
	

	>>Location dependent MBS F1-U Information at DU
	
	1..<maxnoofMBSAreaSessionIDs>
	
	
	-
	

	>>>MBS Area Session ID
	M
	
	9.3.1.111
	
	-
	

	>>MBS F1-U Information at DU
	M
	
	UP Transport Layer Information
9.3.2.1
	
	-
	

	>>>F1-U tunnel Not Established
	O
	
	ENUMERATED (true, ...)
	Indicates to not establish F1-U tunnel for this MBS Area session.
	YES
	ignore



	Range bound
	Explanation

	maxnoofMBSAreaSessionIDs
	Maximum no. of MBS Area Session IDs. Value is 256.



-------------Start of the Next Change---------------


	

[bookmark: _Toc105657457][bookmark: _Toc106108838][bookmark: _Toc112687941][bookmark: _Toc155897837][bookmark: _Toc105657409][bookmark: _Toc106108790][bookmark: _Toc112687883][bookmark: _Toc155897773]9.3.3.28	BC Bearer Context To Modify
This IE contains MBS session resource related information used to request BC Bearer Context Modification.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	BC Bearer Context NG-U TNL Info at 5GC To Setup or Modify
	O
	
	BC Bearer Context NG-U TNL Info at 5GC
9.3.1.112
	
	-
	

	BC MRB To Setup List
	O
	
	BC MRB Setup Configuration
9.3.1.114
	
	-
	

	BC MRB To Modify List
	
	0..<maxnoofMRBs>
	
	
	-
	

	>MRB ID
	M
	
	9.3.1.16a
	
	-
	

	>BC Bearer Context F1-U TNL Info at DU
	O
	
	9.3.1.119
	
	-
	

	>MBS PDCP Configuration
	O
	
	PDCP Configuration
9.3.1.38
	
	-
	

	>MBS QoS Flows Information To Be Setup
	O
	
	QoS Flow QoS Parameters List
9.3.1.25
	
	-
	

	>MRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.3.1.26
	Indicates the MRB QoS when more than one QoS Flow is mapped to the MRB.
	-
	

	BC MRB To Remove List
	
	0..<maxnoofMRBs>
	
	
	-
	

	>MRB ID 
	M
	
	9.3.1.16a
	
	-
	

	F1-U tunnel Not Established
	O
	
	ENUMERATED (true, ...)
	Indicates to not establish F1-U tunnel for this MBS broadcast session.
	YES
	ignore



-------------Start of the Next Change---------------


	

[bookmark: _Toc20955684][bookmark: _Toc29461127][bookmark: _Toc29505859][bookmark: _Toc36556384][bookmark: _Toc45881871][bookmark: _Toc51852512][bookmark: _Toc56620463][bookmark: _Toc64448105][bookmark: _Toc74152881][bookmark: _Toc88656307][bookmark: _Toc88657366][bookmark: _Toc105657472][bookmark: _Toc106108853][bookmark: _Toc112687956][bookmark: _Toc155897856]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-CommonNetworkInstance,
	id-SNSSAI,
	id-OldQoSFlowMap-ULendmarkerexpected,
	id-DRB-QoS,
	id-endpoint-IP-Address-and-Port,
	id-NetworkInstance,
//skip unchanged part
-- BCBearerContextToModify

BCBearerContextToModify ::= SEQUENCE {
	bcBearerContextNGU-TNLInfoat5GC		BCBearerContextNGU-TNLInfoat5GC	OPTIONAL,
	bcMRBToSetupList						BCMRBSetupConfiguration			OPTIONAL,
	bcMRBToModifyList					BCMRBModifyConfiguration			OPTIONAL,
	bcMRBToRemoveList					BCMRBRemoveConfiguration			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {BCBearerContextToModify-ExtIEs} }	OPTIONAL,
	...
}

BCBearerContextToModify-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
{ ID id-F1UTunnelNotEstablished			CRITICALITY ignore	EXTENSION F1UTunnelNotEstablished			PRESENCE optional},
	...
}

BCMRBModifyConfiguration ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF BCMRBModifyConfiguration-Item

BCMRBModifyConfiguration-Item ::= SEQUENCE {
	mrb-ID							MRB-ID,
	bcBearerContextF1U-TNLInfoatDU 	BCBearerContextF1U-TNLInfoatDU	OPTIONAL,
	mbs-pdcp-config					PDCP-Configuration				OPTIONAL,
	qoS-Flow-QoS-Parameter-List		QoS-Flow-QoS-Parameter-List		OPTIONAL,
	qoSFlowLevelQoSParameters		QoSFlowLevelQoSParameters		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {BCMRBModifyConfiguration-Item-ExtIEs} }	OPTIONAL,
	...
}

BCMRBModifyConfiguration-Item-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

BCBearerContextF1U-TNLInfoatDU ::= CHOICE {
	locationindependent				MBSF1UInformationAtDU,
	locationdependent				LocationDependentMBSF1UInformationAtDU,
	choice-extension	ProtocolIE-SingleContainer	{{BCBearerContextF1U-TNLInfoatDU-ExtIEs}}
}

BCBearerContextF1U-TNLInfoatDU-ExtIEs E1AP-PROTOCOL-IES ::= {
	...
}

BCMRBRemoveConfiguration ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF MRB-ID
//skip unchanged part
LocationDependentMBSF1UInformationAtCU ::= SEQUENCE (SIZE(1..maxnoofMBSAreaSessionIDs)) OF LocationDependentMBSF1UInformationAtCU-Item

LocationDependentMBSF1UInformationAtCU-Item ::= SEQUENCE {
	mbsAreaSession-ID				MBSAreaSessionID,
	mbs-f1u-info-at-CU				UP-TNL-Information,
	iE-Extensions					ProtocolExtensionContainer	{ { LocationDependentMBSF1UInformationAtCU-Item-ExtIEs } }	OPTIONAL,
	...
}

LocationDependentMBSF1UInformationAtCU-Item-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	...
}

LocationDependentMBSF1UInformationAtDU ::= SEQUENCE (SIZE(1..maxnoofMBSAreaSessionIDs)) OF LocationDependentMBSF1UInformationAtDU-Item

LocationDependentMBSF1UInformationAtDU-Item ::= SEQUENCE {
	mbsAreaSession-ID				MBSAreaSessionID,
	mbs-f1u-info-at-DU				UP-TNL-Information,
	iE-Extensions					ProtocolExtensionContainer	{ { LocationDependentMBSF1UInformationAtDU-Item-ExtIEs } }	OPTIONAL,
	...
}

LocationDependentMBSF1UInformationAtDU-Item-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-F1UTunnelNotEstablished		CRITICALITY		ignore		EXTENSION		F1UTunnelNotEstablished		PRESENCE		optional	},
	...
}

LocationDependentMBSNGUInformationAtNGRAN ::= SEQUENCE (SIZE(1..maxnoofMBSAreaSessionIDs)) OF LocationDependentMBSNGUInformationAtNGRAN-Item

LocationDependentMBSNGUInformationAtNGRAN-Item ::= SEQUENCE {
	mbsAreaSession-ID							MBSAreaSessionID,
	mbsNGUInformationAtNGRAN						MBSNGUInformationAtNGRAN,
	iE-Extensions							ProtocolExtensionContainer	{ { LocationDependentMBSNGUInformationAtNGRAN-Item-ExtIEs } }	OPTIONAL,
	...
}

LocationDependentMBSNGUInformationAtNGRAN-Item-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	...
}
//skip unchanged part
MBSF1UInformationAtCU ::= SEQUENCE {
	mbs-f1u-info-at-CU				UP-TNL-Information,
	iE-Extensions					ProtocolExtensionContainer	{ { MBSF1UInformationAtCU-ExtIEs } }	OPTIONAL,
	...
}

MBSF1UInformationAtCU-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSF1UInformationAtDU ::= SEQUENCE {
	mbs-f1u-info-at-DU				UP-TNL-Information,
	iE-Extensions					ProtocolExtensionContainer	{ { MBSF1UInformationAtDU-ExtIEs } }	OPTIONAL,
	...
}

MBSF1UInformationAtDU-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-F1UTunnelNotEstablished		CRITICALITY		ignore		EXTENSION		F1UTunnelNotEstablished		PRESENCE		optional	},
	...
}

MBSNGUInformationAt5GC ::= CHOICE {
	multicast 				MBSNGUInformationAt5GC-Multicast,
	choice-extension	ProtocolIE-SingleContainer	{{MBSNGUInformationAt5GC-ExtIEs}}
}

MBSNGUInformationAt5GC-ExtIEs E1AP-PROTOCOL-IES ::= {
	...
}

-------------End of the Changes---------------

