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<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

9.3.3.39
MBS Service Area

This IE contains the MBS service area.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Service Area Information List
	M
	
	
	

	
	
	
	
	

	>MBS Service Area Information Item
	
	1..maxnoofMBSServiceArea Information
	
	

	>>MBS Area Session ID
	M
	
	9.3.1.111
	

	>>MBS Service Area Information
	M
	
	9.3.3.40
	


	Range bound
	Explanation

	maxnoofMBSServiceAreaInformation
	Maximum no. of MBS Service Area Information elements in the MBS Service Area Information Location Dependent List IE. Value is 256


9.3.3.40
MBS Service Area information

This IE contains MBS service area information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Service Area Cell List
	
	0..<maxnoofCellsforMBS>
	
	

	>NR CGI 
	M
	
	9.3.1.14
	

	MBS Service Area TAI List
	
	0..<maxnoofTAIforMBS>
	
	

	>PLMN-Identity
	M
	
	9.3.1.7
	

	>5GS TAC 
	M
	
	9.3.3.41
	


<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

9.4.5
Information Element Definitions

-- ASN1START
-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

E1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>








MBS-ServiceArea ::= SEQUENCE {


mBS-ServiceAreaInformationList

MBS-ServiceAreaInformationList



OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {MBS-ServiceArea-ExtIEs} }
OPTIONAL,


...

}

MBS-ServiceArea-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

MBS-ServiceAreaInformation ::= SEQUENCE {


mBS-ServiceAreaCellList

MBS-ServiceAreaCellList















OPTIONAL,


mBS-ServiceAreaTAIList

MBS-ServiceAreaTAIList















OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {MBS-ServiceAreaInformation-ExtIEs} }
OPTIONAL,


...

}

MBS-ServiceAreaInformation-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

MBS-ServiceAreaCellList ::= SEQUENCE (SIZE(1.. maxnoofCellsforMBS)) OF NR-CGI

MBS-ServiceAreaTAIList ::= SEQUENCE (SIZE(1.. maxnoofTAIforMBS)) OF MBS-ServiceAreaTAIList-Item

MBS-ServiceAreaTAIList-Item ::= SEQUENCE {


plmn-ID






PLMN-Identity,


fiveGS-TAC





FiveGS-TAC,


iE-Extensions




ProtocolExtensionContainer { {MBS-ServiceAreaTAIList-Item-ExtIEs} }
OPTIONAL,


...

}

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>


