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CHANGES START
9.3.1.38	PDCP Configuration 
This IE carries the PDCP configuration.
	IE/Group Name

	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDCP SN UL Size
	M
	
	PDCP SN Size
9.3.1.61
	Indicates the PDCP SN UL size in bits. Corresponds to information provided in the pdcp-SN-SizeUL contained in the PDCP-Config IE as defined in TS 38.331 [10] for gNB or ng-eNB CP-UP separation, or in TS 36.331 [33] for eNB CP-UP separation. 
Is ignored if received through DRB To Modify List IE in the BEARER CONTEXT MODIFICATION REQUEST message.
	-
	-

	PDCP SN DL Size
	M
	
	PDCP SN Size
9.3.1.61
	Indicates the PDCP SN DL size in bits. Corresponds to information provided in the pdcp-SN-SizeDL contained in the PDCP-Config IE in TS 38.331 [10] for gNB or ng-eNB CP-UP separation, or in TS 36.331 [33] for eNB CP-UP separation. 
Is ignored if received through DRB To Modify List IE in the BEARER CONTEXT MODIFICATION REQUEST message.
	-
	-

	RLC mode
	M
	
	ENUMERATED (RLC-TM, RLC-AM, RLC-UM-Bidirectional, RLC-UM-Unidirectional-UL, RLC-UM-Unidirectional-DL, …)
	Indicates the RLC mode for the DRB. For more information see PDCP-Config IE in TS 38.331 [10] for gNB or ng-eNB CP-UP separation, or in TS 36.331 [33] for eNB CP-UP separation. 
Is ignored if received through DRB To Modify List IE in the BEARER CONTEXT MODIFICATION REQUEST message.
	-
	-

	ROHC Parameters
	O
	
	9.3.1.40
	
	-
	-

	T-Reordering Timer
	O
	
	9.3.1.41
	
	-
	-

	Discard Timer
	O
	
	9.3.1.42
	This IE is ignored if the Discard Timer Extended IE is present.
	-
	-

	UL Data Split Threshold
	O
	
	9.3.1.43
	
	-
	-

	PDCP Duplication 
	O
	
	ENUMERATED (True, …)
	Indicates whether PDCP duplication is to be configured for the DRB. This IE is ignored when the “Additional PDCP duplication Information” IE is present.
	-
	-

	PDCP Re-establishment
	O
	
	ENUMERATED (true,…)
	Indicates PDCP entity re-establishment to be triggered as defined in TS 38.323 [17] for gNB or ng-eNB CP-UP separation, or in TS 36.323 [34] for eNB CP-UP separation.
	-
	-

	PDCP Data Recovery
	O
	
	ENUMERATED (true,…)
	Indicates PDCP data recovery to be triggered as defined in TS 38.323 [17] for gNB or ng-eNB CP-UP separation, or in TS 36.323 [34] for eNB CP-UP separation.
	-
	-

	Duplication Activation
	O
	
	ENUMERATED (
Active, Inactive, …) 
	Information on the initial state of  DL PDCP duplication
	-
	-

	Out Of Order Delivery
	O
	
	ENUMERATED (true,…)
	Indicates whether or not outOfOrderDelivery specified in TS 38.323 [17] is configured. Out of order delivery is configured only when the radio bearer is established for gNB or ng-eNB CP-UP separation, or indicates whether or not rlc-OutOfOrderDelivery in TS 36.323 [34] is configured for eNB CP-UP separation.
	-
	-

	PDCP Status Report Indication
	O
	
	ENUMERATED (downlink, uplink, both, …)
	For AM DRB, “downlink” indicates that the PDCP entity is configured to send PDCP status report(s) to the UE, and “uplink” indicates that the UE is configured to send PDCP status report(s), as specified in TS 38.323 [17] for gNB or ng-eNB CP-UP separation, or in TS 36.323 [34] for eNB CP-UP separation. “both” indicates that both “downlink” and “uplink” should be applied.
	YES
	ignore

	Additional PDCP duplication Information
	O
	
	ENUMERATED (three, four, …)
	Indicates the number of PDCP duplication configured when it is more than 2 for the DRB
	YES
	ignore

	EHC Parameters
	O
	
	9.3.1.90
	
	YES
	ignore

	UDC Parameters
	O
	
	9.3.1.104
	
	YES
	ignore

	Discard Timer Extended
	O
	
	9.3.1.128
	
	YES
	reject

	PSI Based Discard Timer
	O
	
	9.3.1.x
	
	YES
	ignore




NEXT CHANGE
9.3.1.x	PSI Based Discard Timer 
This IE indicates PDCP discard timer used for DL PSI based discarding.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PSI Based Discard Timer
	M
	
	ENUMERATED (0, 2, 4, 6, 8, 10, 12, 14, 18, 22, 26, 30, 40, 50, 75, 100, …)
	Corresponds to information provided in the discardTimerForLowImportance contained in the PDCP-Config IE as defined in TS 38.331 [10].
Unit: millisecond.


NEXT CHANGE
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9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-CommonNetworkInstance,
	id-SNSSAI,
	id-OldQoSFlowMap-ULendmarkerexpected,
	id-DRB-QoS,
	id-endpoint-IP-Address-and-Port,
	id-NetworkInstance,
	id-QoSFlowMappingIndication,
	id-TNLAssociationTransportLayerAddressgNBCUUP,
	id-Cause,
	id-QoSMonitoringRequest,
	id-QosMonitoringReportingFrequency,
	id-QoSMonitoringDisabled,
	id-PDCP-StatusReportIndication,
	id-RedundantCommonNetworkInstance,
	id-redundant-nG-UL-UP-TNL-Information,
	id-redundant-nG-DL-UP-TNL-Information,
	id-RedundantQosFlowIndicator,
	id-TSCTrafficCharacteristics,
	id-ExtendedPacketDelayBudget,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-AdditionalPDCPduplicationInformation,
	id-RedundantPDUSessionInformation,
	id-RedundantPDUSessionInformation-used,
	id-QoS-Mapping-Information,
	id-MDTConfiguration,
	id-TraceCollectionEntityURI,
	id-EHC-Parameters,
	id-DAPSRequestInfo,
	id-EarlyForwardingCOUNTReq,
	id-EarlyForwardingCOUNTInfo,
	id-AlternativeQoSParaSetList,
[bookmark: _Hlk56618322]	id-MCG-OfferedGBRQoSFlowInfo,
[bookmark: _Hlk56618347]	id-Number-of-tunnels,
[bookmark: _Hlk56618382]	id-DataForwardingtoE-UTRANInformationList,
	id-DataForwardingtoNG-RANQoSFlowInformationList,
	id-MaxCIDEHCDL,
	id-ignoreMappingRuleIndication,
	id-EarlyDataForwardingIndicator,
	id-QoSFlowsDRBRemapping,
	id-SecurityIndicationModify,
	id-DataForwardingSourceIPAddress,
	id-M4ReportAmount,
	id-M6ReportAmount,
	id-M7ReportAmount,
	id-PDUSession-PairID,
	id-SurvivalTime,
	id-UDC-Parameters,
	id-SecurityIndication,
	id-SecurityResult,
	id-SDTindicatorSetup,
	id-SDTindicatorMod,
	id-DiscardTimerExtended,
	id-MCForwardingResourceRequest,
	id-MCForwardingResourceIndication,
	id-MCForwardingResourceResponse,
	id-MCForwardingResourceRelease,
	id-MCForwardingResourceReleaseIndication,
	id-PDCP-COUNT-Reset,
	id-MBSSessionAssociatedInfoNonSupportToSupport,
	id-VersionID,
	id-MBSAreaSessionID,
	id-Secondary-PDU-Session-Data-Forwarding-Information,
	id-MBSSessionResourceNotification,
	id-MCBearerContextInactivityTimer,
	id-MCBearerContextStatusChange,
	id-SpecialTriggeringPurpose,
	id-F1UTunnelNotEstablished,
	id-PDUSetQoSParameters,
	id-N6JitterInformation,
	id-ECNMarkingorCongestionInformationReportingRequest,
	id-ECNMarkingorCongestionInformationReportingStatus,
	id-PDUSetbasedHandlingIndicator,
	id-IndirectPathIndication,
	id-PSIbasedDiscardTimer,
/******* Unchanged part skipped ******/
DiscardTimer	::=	ENUMERATED {ms10, ms20, ms30, ms40, ms50, ms60, ms75, ms100, ms150, ms200, ms250, ms300, ms500, ms750, ms1500, infinity}

DiscardTimerExtended	::=	ENUMERATED {ms0dot5, ms1, ms2, ms4, ms6, ms8,..., ms2000}

PSIbasedDiscardTimer	::=	ENUMERATED {ms0, ms2, ms4, ms6, ms8, ms10, ms12, ms14, ms18, ms22, ms26, ms30, ms40, ms50, ms75, ms100, ...}
/******* Unchanged part skipped ******/
PDCP-Configuration	::=	SEQUENCE {
	
	pDCP-SN-Size-UL							PDCP-SN-Size,
	pDCP-SN-Size-DL							PDCP-SN-Size,
	rLC-Mode								RLC-Mode,
	rOHC-Parameters							ROHC-Parameters			OPTIONAL,
	t-ReorderingTimer						T-ReorderingTimer		OPTIONAL,
	discardTimer							DiscardTimer			OPTIONAL,
	uLDataSplitThreshold					ULDataSplitThreshold	OPTIONAL,
	pDCP-Duplication						PDCP-Duplication		OPTIONAL,
	pDCP-Reestablishment					PDCP-Reestablishment	OPTIONAL,
	pDCP-DataRecovery						PDCP-DataRecovery		OPTIONAL,
	duplication-Activation				Duplication-Activation		OPTIONAL,
	outOfOrderDelivery						OutOfOrderDelivery		OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer	{ { PDCP-Configuration-ExtIEs } }	OPTIONAL,
	...
}

PDCP-Configuration-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	{ID id-PDCP-StatusReportIndication					CRITICALITY ignore	EXTENSION PDCP-StatusReportIndication					PRESENCE	optional}|
	{ ID id-AdditionalPDCPduplicationInformation		CRITICALITY ignore	EXTENSION AdditionalPDCPduplicationInformation	PRESENCE optional	}|
	{ ID id-EHC-Parameters								CRITICALITY ignore	EXTENSION EHC-Parameters									PRESENCE optional}|
	{ ID id-UDC-Parameters								CRITICALITY ignore	EXTENSION UDC-Parameters									PRESENCE optional}|
	{ ID id-DiscardTimerExtended								CRITICALITY reject	EXTENSION DiscardTimerExtended									PRESENCE optional}|,
	{ ID id-PSIbasedDiscardTimer						CRITICALITY ignore	EXTENSION PSIbasedDiscardTimer								PRESENCE optional},
	...
}

NEXT CHANGE
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************
/******* Unchanged part skipped ******/
id-DiscardTimerExtended											ProtocolIE-ID ::= 177
id-ManagementBasedMDTPLMNModificationList						ProtocolIE-ID ::= 178
id-MCForwardingResourceRequest									ProtocolIE-ID ::= 179
id-MCForwardingResourceIndication								ProtocolIE-ID ::= 180
id-MCForwardingResourceResponse									ProtocolIE-ID ::= 181
id-MCForwardingResourceRelease									ProtocolIE-ID ::= 182
id-MCForwardingResourceReleaseIndication						ProtocolIE-ID ::= 183
id-PDCP-COUNT-Reset												ProtocolIE-ID ::= 184
id-MBSSessionAssociatedInfoNonSupportToSupport					ProtocolIE-ID ::= 185
id-VersionID													ProtocolIE-ID ::= 186
id-InactivityInformationRequest									ProtocolIE-ID ::= 187
id-UEInactivityInformation										ProtocolIE-ID ::= 188
id-MBSAreaSessionID												ProtocolIE-ID ::= 189
id-Secondary-PDU-Session-Data-Forwarding-Information				ProtocolIE-ID ::= 190
id-MBSSessionResourceNotification									ProtocolIE-ID ::= 191
id-MCBearerContextInactivityTimer									ProtocolIE-ID ::= 192
id-MCBearerContextStatusChange									ProtocolIE-ID ::= 193
[bookmark: _Hlk152278663]id-MT-SDT-Information 											ProtocolIE-ID ::= 194
id-MT-SDT-Information-Request									ProtocolIE-ID ::= 195
id-SDT-data-size-threshold										ProtocolIE-ID ::= 196
id-SDT-data-size-threshold-Crossed								ProtocolIE-ID ::= 197
id-SpecialTriggeringPurpose										ProtocolIE-ID ::= 198
id-AssociatedSessionID											ProtocolIE-ID ::= 199
id-MBS-ServiceArea												ProtocolIE-ID ::= 200
id-PDUSetQoSParameters											ProtocolIE-ID ::= 201
id-N6JitterInformation											ProtocolIE-ID ::= 202
id-ECNMarkingorCongestionInformationReportingRequest				ProtocolIE-ID ::= 203
id-ECNMarkingorCongestionInformationReportingStatus				ProtocolIE-ID ::= 204
id-PDUSetbasedHandlingIndicator 									ProtocolIE-ID ::= 205
id-IndirectPathIndication										ProtocolIE-ID ::= 206
id-F1UtunnelNotEstablished										ProtocolIE-ID ::= 207
id-PSIbasedDiscardTimer											ProtocolIE-ID ::= xxx



END
-- ASN1STOP

CHANGES END

