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	Reason for change:
	As agreed for SN RACH report topic, RAN3 has agreed to add the PSCell List Container IE in the ACCESS AND MOBILITY INDICATION message. The IE type was reference as PSCellIdListNR defined in TS 36.331. However, the final IE type is defined as CellIdListNR. 
Therefore, the misalignment between protocols should be mitigated.

	
	

	Summary of change:
	To replace PSCellIdListNR with CellIdListNR in Semantics description part of PSCell List Container IE contained in ACCESS AND MOBILITY INDICATION message.
Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because the change only affects the Semantics description.

	
	

	Consequences if not approved:
	Misalignment definition with TS 36.331.
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	Revision 1: based on R3-240753, adding co-source, update semantic description.
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This message is sent by NG-RAN node1 to transfer access and mobility related information to NG-RAN node2.
Direction: NG-RAN node 1  NG-RAN node 2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	RA Report List
	
	0..1
	
	
	YES
	ignore

	>RA Report List Item
	
	1 .. < maxnoofRAReports >
	
	
	EACH
	ignore

	[bookmark: _Hlk39132149]>>RA Report Container
	M
	
	OCTET STRING
	Includes the RA-ReportList IE as defined in subclause 6.2.2 in TS 38.331 [10].
	YES
	ignore

	>>UE Assistant Identifier
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	
	YES
	ignore

	>>PSCell List Container
	O
	
	OCTET STRING
	Includes the CellIdListNR PSCellIdListNR IE as defined in subclause 6.2.2 in TS 36.331 [14].
	YES
	ignore

	Successful HO Report List
	
	0..1
	
	
	YES
	ignore

	>Successful HO Report List Item
	
	1 .. <maxnoofSuccessfulHOReports>
	
	
	–
	

	>>Successful HO Report Container
	M
	
	OCTET STRING
	Includes the SuccessHO-Report IE as defined in subclause 6.2.2 in TS 38.331 [10].
	–
	

	Successful PSCell Change Report List
	
	0..1
	
	
	YES
	ignore

	>Successful PSCell Change Report List Item
	
	1 .. <maxnoofSuccessfulPSCellChangeReports>
	
	
	–
	

	>>Successful PSCell Change Report Container
	M
	
	OCTET STRING
	Includes the SuccessPSCell-Report IE as defined in TS 38.331 [10]
	–
	

	>>SN Mobility Information
	
	
	BIT STRING (SIZE (32))
	Mobility Information in the PSCell of the source SN in case this message is sent from the MN to the source SN;
Mobility Information in the PSCell of the target SN in case this message is sent from the MN to the target SN.
	–
	

	DL LBT Failure Information List
	
	0..1
	
	
	YES
	ignore

	> DL LBT Failure Information Item
	
	1 .. <maxnoofLBTFailureInformation>
	
	
	
	

	>>DL LBT Failure Information
	M
	
	9.2.3.174
	
	–
	



	Range bound
	Explanation

	[bookmark: OLE_LINK118]maxnoofRACHReports
	Maximum no. of RACH Reports, the maximum value is 64.

	maxnoofSuccessfulHOReports
	Maximum no. of Successful HO Reports, the maximum value is 64.

	maxnoofSuccessfulPSCellChangeReports
	Maximum no. of Successful PSCell Change Reports, the maximum value is 64.

	maxnoofLBTFailureInformation
	Maximum no. of UEs for which LBT Failure Information is provided, the maximum value is 64.
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