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	Reason for change:
	Mobile TRP Location information is provided to the LMF via multiple messages. The Assigned Criticality is set to “ignore” in E-CID Measurement Result IE and TRP Measurement Result IE, but it is set to “reject” in TRP Information IE. The Assigned Criticality should be consistent for the same IE.
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	Change the Assigned Critiality for Mobile TRP Location information IE to “ignore”.
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The TRP Information IE contains information for one TRP within an NG-RAN node. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	TRP ID
	M
	
	9.2.24
	
	-
	

	TRP Information Type
	
	1 .. <maxnoTRPInfoTypes>
	
	
	-
	

	>CHOICE TRP Information Item
	M
	
	
	
	-
	

	>>NR PCI
	
	
	INTEGER (0..1007)
	NR Physical Cell ID
	
	

	>>NR CGI
	
	
	9.2.9
	
	
	

	>>NR ARFCN
	
	
	INTEGER (0..3279165)
	
	
	

	>>PRS Configuration
	
	
	9.2.44
	
	
	

	>>SSB Information
	
	
	9.2.54
	
	
	

	>>SFN Initialisation Time
	
	
	Relative Time 1900
9.2.36
	
	
	

	>>Spatial Direction Information
	
	
	9.2.45
	
	
	

	>>Geographical Coordinates
	
	
	9.2.46
	
	
	

	>>TRP type
	
	
	ENUMERATED (prs-only-tp, srs-only-rp, tp, rp, trp, …, mobile trp)
	TS 38.305 [18]
	YES
	reject

	>>On-demand PRS TRP Information
	
	
	9.2.65
	
	YES
	reject

	>>TRP Tx TEG Association
	
	
	9.2.79
	
	YES
	reject

	>>TRP Beam Antenna Information
	
	
	9.2.82
	
	YES
	reject

	>>Mobile TRP Location Information
	M
	
	9.2.88
	
	YES
	rejectignore

	Mobile IAB-MT UE ID 
	C-ifMobileTRP
	
	OCTET STRING 
	The UE ID of the IAB-MT associated with the mobile TRP. Includes the GPSI as defined in TS 29.571 [Yy]
	YES
	reject

	>>Common TA Parameters
	M
	
	9.2.89
	
	YES
	reject

	Mobile IAB-MT UE ID 
	C-ifMobileTRP
	
	OCTET STRING 
	The UE ID of the IAB-MT associated with the mobile TRP. Includes the GPSI as defined in TS 29.571 [21]
	YES
	reject



	Condition
	Explanation

	ifMobileTRP
	This IE shall be present if the TRP type IE is set to the value 'mobile trp'
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TRPInformationTypeResponseItem-ExtIEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-TRPType						CRITICALITY reject TYPE TRPType						PRESENCE mandatory }|
	{ ID id-OnDemandPRS				CRITICALITY reject TYPE OnDemandPRS-Info				PRESENCE mandatory}|
	{ ID id-TRPTxTEGAssociation		CRITICALITY reject TYPE TRPTxTEGAssociation			PRESENCE mandatory}|
	{ ID id-TRPBeamAntennaInformation	CRITICALITY reject TYPE TRPBeamAntennaInformation		PRESENCE mandatory }|
	{ ID id-Mobile-TRP-LocationInformation	CRITICALITY reject ignore TYPE Mobile-TRP-LocationInformation	PRESENCE mandatory }|
	{ ID id-CommonTAParameters			CRITICALITY reject TYPE CommonTAParameters			PRESENCE mandatory },
	...

}
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