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	Reason for change:
	To enable the gNB-CU to send the mobile TRP’s location information to the LMF, the Mobile TRP Location Information IE is reported from the gNB-DU to the gNB-CU. The presence of the Location Information IE contained in the Mobile TRP Location Information IE is mandatory in the tabular, but is optional in the ASN.1. The Mobile TRP Location Information IE is designed to transfer at least the location information, which should be mandatory. 

	
	

	Summary of change:
	Change the presence of the “location-Information” IE in the “Mobile-TRP-LocationInformation” IE to mandatory in ASN.1.
Impact analysis
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
This CR has impact on the functional point of view, which will impact the mobile TRP location information report.

	
	

	Consequences if not approved:
	The mobile TRP location information may not be reported to the gNB-CU and further to the LMF, so that the UE location may not be correctly calculated.
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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
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-- M
>>>>>>>>>>>unchanged parts are skipped<<<<<<<<<<<<

Mobile-TRP-LocationInformation ::= SEQUENCE {
	location-Information			OCTET STRING	OPTIONAL,
	velocity-Information			OCTET STRING	OPTIONAL,
	location-time-stamp				TimeStamp		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { Mobile-TRP-LocationInformation-ExtIEs} } OPTIONAL,
	...
}
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