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	Reason for change:
	During ASN.1 review, the following RILs are proposed to be agreed, so the corresponding spec changes are captured.
	[RIL]: E054 [Delegate]: Ericsson (Tony)  [WI]: AdvRec [Class]: 1 [Status]: PropAgree [TDoc]: None [Proposed Conclusion]: v27
[Description]: Add the missing spare value (in case new values needs to be added in the future).
[Proposed Change]: Following change:
mcs-Table-r18                         ENUMERATED {qam1024, qam256, qam64, spare 1}                    OPTIONAL,    -- Need R

[RIL]: E055 [Delegate]: Ericsson (Tony)  [WI]: AdvRec [Class]: 1 [Status]: PropAgree [TDoc]: None [Proposed Conclusion]: v27
[Description]: If in future release new field needs to be added to this IE, a new version of AvancedReceiver-MU-MIMO needs to be created. It would be much easier to have an extension marker at the end of the IE.
[Proposed Change]: Added extension maker (…) at the end of AdvancedReceiver-MU-MIMO-r18.



And one editorial change can be made to improve the readability for the field description of precodingAndResourceAllocation.

	
	

	Summary of change:
	1. [bookmark: _GoBack]Add value ‘spare1’ for field mcs-Table-r18.
2. Add extension maker (…) at the end of IE AdvancedReceiver-MU-MIMO-r18.  	 
3. Make editorial changes to the field description of precodingAndResourceAllocation to improve the readability.
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	A new version of AdvancedReceiver-MU-MIMO needs to be created if in future release new field needs to be added to this IE.
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[bookmark: _Toc156130293][bookmark: _Toc60777158][bookmark: _Toc146781202][bookmark: _Hlk54206873]6.3.2	Radio resource control information elements
<Irrelevant Texts Omitted>

[bookmark: _Toc156130295]–	AdvancedReceiver-MU-MIMO
The IE AdvancedReceiver-MU-MIMO is used to provide a set of assistance information for R-ML (reduced complexity ML) receivers with enhanced inter-user interference suppression for MU-MIMO transmissions.
AdvancedReceiver-MU-MIMO information element
-- ASN1START
-- TAG-ADVANCEDRECEIVER-MU-MIMO-START

AdvancedReceiver-MU-MIMO-r18 ::=      SEQUENCE {
    precodingAndResourceAllocation-r18    BOOLEAN                                                OPTIONAL,    -- Need M
    dmrsPowerBoosting-r18                 BOOLEAN                                                OPTIONAL,    -- Need M
    pdsch-TimeDomainAllocation-r18        BOOLEAN                                                OPTIONAL,    -- Need M
    mcs-Table-r18                         ENUMERATED {qam1024, qam256, qam64, spare1}            OPTIONAL,    -- Need R
    advReceiver-MU-MIMO-DCI-1-1-r18       ENUMERATED {enabled}                                   OPTIONAL,    -- Need R
    ...
}

-- TAG-ADVANCEDRECEIVER-MU-MIMO-STOP
-- ASN1STOP

Editor's note: whether the IE type BOOLEAN within AdvancedReceiver-MU-MIMO-r18 needs to be changed to ENUMERATED {true} depends on further RAN4 clarification.
Editor's note: whether dmrsPowerBoosting-r18 needs to be removed depends on further RAN4 clarification.

	AdvancedReceiver-MU-MIMO field descriptions

	advReceiver-MU-MIMO-DCI-1-1
Configure the presence of the co-scheduled UE information filed in DCI format 1_1 (see TS 38.212 [17], clause 7.3.1.2.2).

	dmrsPowerBoosting
If the field is set to true, the UE can assume the DMRS power boosting configurations (i.e., Number of DMRS CDM groups without data, see TS 38.214 [19], table 4.1-1) of all the co-scheduled UE(s), which has the same DM-RS sequence as the target UE, is the same as the target UE.
If the field is set to false, the UE can not assume the DMRS power boosting configurations (i.e., Number of DMRS CDM groups without data, see TS 38.214 [19], table 4.1-1) of all the co-scheduled UE(s), which has the same DM-RS sequence as the target UE, is the same as the target UE.

	mcs-Table
Indicates the MCS table with the highest modulation order among all MCS tables configured to the co-scheduled UE(s), which has the same DMRS sequence as the target UE.

	pdsch-TimeDomainAllocation
If the field is set to true, the UE can assume the time domain resource assignment for PDSCH symbols of all the co-scheduled UE(s), which has the same DMRS sequence as the target UE, is same as the target UE.
If the field is set to false, the UE can not assume the time domain resource assignment for PDSCH symbols of all the co-scheduled UE(s), which has the same DMRS sequence as the target UE, is same as the target UE.

	precodingAndResourceAllocation
If the field is set to true, the UE can assume the precoding and resource allocation of the co-scheduled UE are the same in the PRG-level grid configured to the target UE when PRG=2 or 4, when the target UE and any co-scheduled UEs are in different CDM groups and with the same DMRS sequence.
If the field is set to false, the UE can not assume the precoding and or resource allocation of the co-scheduled UE are is the same in the PRG-level grid configured to the target UE when PRG=2 or 4, when the target UE and any co-scheduled UEs are in different CDM groups and with the same DMRS sequence.



NOTE: the same DMRS sequence represents the same root DMRS sequence r(n), see TS 38.211 [16], clause 7.4.1.1.1.
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