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[bookmark: _Toc21353647][bookmark: _Toc27749262][bookmark: _Toc36228066][bookmark: _Toc36228362][bookmark: _Toc36228817][bookmark: _Toc36229034][bookmark: _Toc44454619][bookmark: _Toc44455071]4.3.1.4.3	Intra-band non-contiguous EN-DC configurations within FR1
[bookmark: _Toc21353648][bookmark: _Toc27749263][bookmark: _Toc36228067][bookmark: _Toc36228363][bookmark: _Toc36228818][bookmark: _Toc36229035][bookmark: _Toc44454620][bookmark: _Toc44455072]4.3.1.4.3.1 FFS
4.3.1.4.3.2	Intra-band non-contiguous EN-DC configurations DC_2_n2
4.3.1.4.3.2.1	DC_2A_n2A
Table 4.3.1.4.3.2.1-1: Test frequencies for EN-DC combination DC_2A_n2A, Max Wgap
	Test Frequency ID
	NR channel bandwidth
[MHz]
	NR SCS
[kHz]
	NR test frequency range
(Note 1)
	E-UTRA channel bandwidth [MHz]
	E-UTRA
frequency range
(Note 2)

	Low with maxWgap
	5
	15
	Low
	20
	High

	(NR – E-UTRA)
	10
	
	
	
	

	
	15
	
	
	
	

	
	20
	
	
	
	

	
	25
	
	
	
	

	
	30
	
	
	
	

	
	35
	
	
	
	

	
	40
	
	
	
	

	High with maxWgap
	5
	
	High
	20
	Low

	(E-UTRA - NR)
	10
	
	
	
	

	
	15
	
	
	
	

	
	20
	
	
	
	

	
	25
	
	
	
	

	
	30
	
	
	
	

	
	35
	
	
	
	

	
	40
	
	
	
	

	Low with maxWgap
	10
	30
	Low
	20
	High

	(NR – E-UTRA)
	15
	
	
	
	

	
	20
	
	
	
	

	
	25
	
	
	
	

	
	30
	
	
	
	

	
	35
	
	
	
	

	
	40
	
	
	
	

	High with maxWgap
	10
	
	High
	20
	Low

	(E-UTRA - NR)
	15
	
	
	
	

	
	20
	
	
	
	

	
	25
	
	
	
	

	
	30
	
	
	
	

	
	35
	
	
	
	

	
	40
	
	
	
	

	Note 1:	The NR test frequencies are specified in clause 4.3.1.1.1.2 for the NR Channel Bandwidth, NR SCS and NR test frequency range as given in the table.
Note 2:	The E-UTRA test frequencies are specified in TS 36.508 [2], clause 4.3.1.1.2 for the E-UTRA channel bandwidth and E-UTRA test frequency range as given in the table.




4.3.1.4.3.3– 4.3.1.4.3.40	FFS
[bookmark: _Toc21353649][bookmark: _Toc27749264][bookmark: _Toc36228068][bookmark: _Toc36228364][bookmark: _Toc36228819][bookmark: _Toc36229036][bookmark: _Toc44454621][bookmark: _Toc44455073]4.3.1.4.3.41	Intra-band non-contiguous EN-DC configurations DC_41_n41
[bookmark: _Toc21353650][bookmark: _Toc27749265][bookmark: _Toc36228069][bookmark: _Toc36228365][bookmark: _Toc36228820][bookmark: _Toc36229037][bookmark: _Toc44454622][bookmark: _Toc44455074]4.3.1.4.3.41.1	DC_41A_n41A
[bookmark: _CRTable4_3_1_4_41_11]Table 4.3.1.4.41.1-1: Test frequencies for EN-DC combination DC_41A_n41A, Max Wgap
	Test Frequency ID
	NR channel bandwidth
[MHz]
	NR SCS
[kHz]
	NR test frequency range
(Note 1)
	E-UTRA channel bandwidth [MHz]
	E-UTRA
frequency range
(Note 2)

	Low with maxWgap
	40
	30
	Low
	20
	High

	(NR – E-UTRA)
	50
	
	
	
	

	
	60
	
	
	
	

	
	80
	
	
	
	

	
	100
	
	
	
	

	High with maxWgap
	40
	
	High
	20
	Low

	(E-UTRA - NR)
	50
	
	
	
	

	
	60
	
	
	
	

	
	80
	
	
	
	

	
	100
	
	
	
	

	Low with maxWgap
	40
	60
	Low
	20
	High

	(NR – E-UTRA)
	50
	
	
	
	

	
	60
	
	
	
	

	
	80
	
	
	
	

	
	100
	
	
	
	

	High with maxWgap
	40
	
	High
	20
	Low

	(E-UTRA - NR)
	50
	
	
	
	

	
	60
	
	
	
	

	
	80
	
	
	
	

	
	100
	
	
	
	

	Note 1:	The NR test frequencies are specified in clause 4.3.1.1.1.41 for the NR Channel Bandwidth, NR SCS and NR test frequency range as given in the table.
Note 2:	The E-UTRA test frequencies are specified in TS 36.508 [2], clause 4.3.1.2.9 for the E-UTRA channel bandwidth and E-UTRA test frequency range as given in the table.



[bookmark: _Toc36228070][bookmark: _Toc36228366][bookmark: _Toc36228821][bookmark: _Toc36229038][bookmark: _Toc44454623][bookmark: _Toc44455075]4.3.1.4.3.41.2	DC_41C_n41A
[bookmark: _CRTable4_3_1_4_41_21]Table 4.3.1.4.3.41.2-1: Test frequencies for EN-DC combination DC_41C_n41A, SCS=30kHz, Max Wgap
	Test Frequency ID
	NR channel bandwidth
[MHz]
	NR SCS 
[kHz]
	NR test frequency range
(Note 1)
	E-UTRA CC Combo / NRB_agg [MHz]
	E-UTRA
frequency range
(Note 2)

	Low with maxWgap
	40
	30
	Low
	20 + 20
	High

	(NR – E-UTRA)
	50
	
	
	
	

	
	60
	
	
	
	

	
	80
	
	
	
	

	
	100
	
	
	
	

	High with maxWgap
	40
	
	High
	20 + 20
	Low

	(E-UTRA - NR)
	50
	
	
	
	

	
	60
	
	
	
	

	
	80
	
	
	
	

	
	100
	
	
	
	

	Low with maxWgap
	40
	60
	Low
	20 + 20
	High

	(NR – E-UTRA)
	50
	
	
	
	

	
	60
	
	
	
	

	
	80
	
	
	
	

	
	100
	
	
	
	

	High with maxWgap
	40
	
	High
	20 + 20
	Low

	(E-UTRA - NR)
	50
	
	
	
	

	
	60
	
	
	
	

	
	80
	
	
	
	

	
	100
	
	
	
	

	Note 1:	The NR test frequencies are specified in clause 4.3.1.1.1.41 for the NR Channel Bandwidth, NR SCS and NR test frequency range as given in the table.
Note 2:	The E-UTRA test frequencies are specified in TS 36.508 [2], clause 4.3.1.2.9A for the E-UTRA CC Combo and E-UTRA test frequency range as given in the table.



[bookmark: _CR4_3_1_4_3_41_3]4.3.1.4.3.41.3	DC_41D_n41A
[bookmark: _CRTable4_3_1_4_41_31]Table 4.3.1.4.3.41.3-1: Test frequencies for EN-DC combination DC_41D_n41A, SCS=30kHz, Max Wgap
	Test Frequency ID
	NR channel bandwidth
[MHz]
	NR SCS
[kHz]
	NR test frequency range
(Note 1)
	E-UTRA CC Combo / NRB_agg [MHz]
	E-UTRA
frequency range
(Note 2)

	Low with maxWgap
	40
	30
	Low
	20 + 20 + 20
	High

	(NR – E-UTRA)
	50
	
	
	
	

	
	60
	
	
	
	

	
	80
	
	
	
	

	
	100
	
	
	
	

	High with maxWgap
	40
	
	High
	20 + 20 + 20
	Low

	(E-UTRA - NR)
	50
	
	
	
	

	
	60
	
	
	
	

	
	80
	
	
	
	

	
	100
	
	
	
	

	Low with maxWgap
	40
	60
	Low
	20 + 20 + 20
	High

	(NR – E-UTRA)
	50
	
	
	
	

	
	60
	
	
	
	

	
	80
	
	
	
	

	
	100
	
	
	
	

	High with maxWgap
	40
	
	High
	20 + 20 + 20
	Low

	(E-UTRA - NR)
	50
	
	
	
	

	
	60
	
	
	
	

	
	80
	
	
	
	

	
	100
	
	
	
	

	Note 1:	The NR test frequencies are specified in clause 4.3.1.1.1.41 for the NR Channel Bandwidth, NR scs and NR test frequency range as given in the table.
Note 2:	The E-UTRA test frequencies are specified in TS 36.508 [2], clause 4.3.1.2.9A for the E-UTRA CC Combo and E-UTRA test frequency range as given in the table.



4.3.1.4.3.42– 4.3.1.4.3.65	FFS

4.3.1.4.3.66	Intra-band non-contiguous EN-DC configurations DC_66_n66
4.3.1.4.3.66.1	DC_66A_n66A
Table 4.3.1.4.3.66.1-1: Test frequencies for EN-DC combination DC_66A_n66A, Max Wgap
	Test Frequency ID
	NR channel bandwidth
[MHz]
	NR SCS
[kHz]
	NR test frequency range
(Note 1)
	E-UTRA channel bandwidth [MHz]
	E-UTRA
frequency range
(Note 2)

	Low with maxWgap
	5
	15
	Low
	20
	High

	(NR – E-UTRA)
	10
	
	
	
	

	
	15
	
	
	
	

	
	20
	
	
	
	

	
	25
	
	
	
	

	
	30
	
	
	
	

	
	40
	
	
	
	

	
	45
	
	
	
	

	High with maxWgap
	5
	
	High
	20
	Low

	(E-UTRA - NR)
	10
	
	
	
	

	
	15
	
	
	
	

	
	20
	
	
	
	

	
	25
	
	
	
	

	
	30
	
	
	
	

	
	40
	
	
	
	

	
	45
	
	
	
	

	Low with maxWgap
	5
	30
	Low
	20
	High

	(NR – E-UTRA)
	10
	
	
	
	

	
	15
	
	
	
	

	
	20
	
	
	
	

	
	25
	
	
	
	

	
	30
	
	
	
	

	
	40
	
	
	
	

	
	45
	
	
	
	

	High with maxWgap
	5
	
	High
	20
	Low

	(E-UTRA - NR)
	10
	
	
	
	

	
	15
	
	
	
	

	
	20
	
	
	
	

	
	25
	
	
	
	

	
	30
	
	
	
	

	
	40
	
	
	
	

	
	45
	
	
	
	

	Note 1:	The NR test frequencies are specified in clause 4.3.1.1.1.66 for the NR Channel Bandwidth, NR SCS and NR test frequency range as given in the table.
Note 2:	The E-UTRA test frequencies are specified in TS 36.508 [2], clause 4.3.1.1.66 for the E-UTRA channel bandwidth and E-UTRA test frequency range as given in the table.





