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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.508-1
	3023
	-
	Rel-18
	Addition of test frequencies for new R17 NR CA combos within FR1
	F
	18.1.0
	RAN5#102
	R5-240275
	KDDI Corporation
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.508-1
	3036
	-
	Rel-18
	Introduction of test frequencies for CA_n66A-n71A-n77(2A) and CA_n66A-n71A-n78(2A)
	F
	18.1.0
	RAN5#102
	R5-240460
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.508-1
	3068
	-
	Rel-18
	Introduction of test frequencies for CA_n1A-n28A-n78A and CA_n3A-n28A-n78A
	F
	18.1.0
	RAN5#102
	R5-240775
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.508-1
	3075
	1
	Rel-18
	Update for additional NR-CA and NR-DC band configurations
	F
	18.1.0
	RAN5#102
	R5-241928
	Verizon
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.508-1
	3076
	-
	Rel-18
	Update NR inter-band CA configurations FR1 four bands table
	F
	18.1.0
	RAN5#102
	R5-240878
	Verizon Spain
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.508-1
	3078
	1
	Rel-18
	Update additional inter-band NR CA configurations
	F
	18.1.0
	RAN5#102
	R5-241708
	Verizon
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.508-1
	3094
	1
	Rel-18
	Addition of test frequencies for CA n77(2A), BCS1, UL CA.
	F
	18.1.0
	RAN5#102
	R5-241944
	Ericsson
	NR_CADC_NR_LTE_DC_R17-UEConTest
	4.3.1.1.5.77C.2.4.3.2
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.508-2
	0571
	-
	Rel-18
	Addition of UE capability for new R17 NR CA combos within FR1
	F
	18.1.0
	RAN5#102
	R5-240277
	KDDI Corporation
	NR_CADC_NR_LTE_DC_R17-UEConTest
	A.4.3.2A.4.1 and A.4.3.2A.4.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.508-2
	0583
	-
	Rel-18
	Introduction of CA_n66A-n71A-n77(2A) and CA_n66A-n71A-n78(2A) for physical layer baseline implementation capabilities
	F
	18.1.0
	RAN5#102
	R5-240461
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.508-2
	0592
	1
	Rel-18
	Update for additional NR-DC band configurations
	F
	18.1.0
	RAN5#102
	R5-241709
	Verizon Spain
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.508-2
	0593
	-
	Rel-18
	Update additional FR1 NR CA inter-band band configurations
	F
	18.1.0
	RAN5#102
	R5-240887
	Verizon
	NR_CADC_NR_LTE_DC_R17-UEConTest
	A.4.3
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.508-2
	0596
	1
	Rel-18
	Editorial correction to supported EN-DC configuration table
	F
	18.1.0
	RAN5#102
	R5-241710
	WE Certification
	NR_CADC_NR_LTE_DC_R17-UEConTest
	A.4.3.2B.2.3.1-2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.521-1
	2610
	1
	Rel-18
	General updates of TS 38.521-1 clause 5 for R17 CA configurations
	F
	18.1.0
	RAN5#102
	R5-241868
	CU Digital Technology, Verizon, Nokia, KDDI
	NR_CADC_NR_LTE_DC_R17-UEConTest
	5.2A.2.1  5.2A.2.2  5.5A.3.1  5.5A.3.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.521-1
	2633
	1
	Rel-18
	Addition of spurious emissions, delta TIBc and UE maximum output power for new R17 NR CA combos within FR1
	F
	18.1.0
	RAN5#102
	R5-241734
	KDDI Corporation
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-1
	2635
	1
	Rel-18
	Addition of delta RIBc and reference sensitivity for new R17 NR CA combos within FR1
	F
	18.1.0
	RAN5#102
	R5-241735
	KDDI Corporation
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-1
	2645
	1
	Rel-18
	Adding Reference sensitivity test requirements for CA_n66A-n71A-n77(2A) and CA_n66A-n71A-n78(2A)
	F
	18.1.0
	RAN5#102
	R5-241736
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-1
	2646
	-
	Rel-18
	Add UE maximum power requirements for CA_n71A-n78A
	F
	18.1.0
	RAN5#102
	R5-240465
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-1
	2647
	-
	Rel-18
	Add general spurious emissions for UE co-existence requirements for CA_n71A-n77A and CA_n71A-n78A
	F
	18.1.0
	RAN5#102
	R5-240466
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-1
	2659
	-
	Rel-18
	Adding Reference sensitivity test requirements for CA_n1A-n28A-n78A and CA_n3A-n28A-n78A
	F
	18.1.0
	RAN5#102
	R5-240777
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-1
	2668
	-
	Rel-18
	Update of 6.3C.1 for minimum output power for SUL bands
	F
	18.1.0
	RAN5#102
	R5-240835
	ZTE Corporation
	NR_CADC_NR_LTE_DC_R17-UEConTest
	6.3C.1.4, 6.3C.1.5
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2669
	-
	Rel-18
	Update of 6.3C.2 for transmit OFF power for SUL bands
	F
	18.1.0
	RAN5#102
	R5-240836
	ZTE Corporation
	NR_CADC_NR_LTE_DC_R17-UEConTest
	6.3C.2.5
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2671
	-
	Rel-18
	Update reference sensitivity requirement table for additional band configurations
	F
	18.1.0
	RAN5#102
	R5-240888
	Verizon
	NR_CADC_NR_LTE_DC_R17-UEConTest
	7.3A.1, 7.3A.2, 7.3A.3
	TS/TR ... CR ... ; TR 38.905 CR 0868; TS/TR ... CR ... 

	38.521-1
	2704
	1
	Rel-18
	Correction to Reference sensitivity for CA_n28A-n41A-n79A
	F
	18.1.0
	RAN5#102
	R5-241737
	Anritsu
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-1
	2705
	1
	Rel-18
	Clarification of asymmetric BW in Rx test cases for CA
	F
	18.1.0
	RAN5#102
	R5-241738
	Anritsu
	NR_CADC_NR_LTE_DC_R17-UEConTest
	7.3A.1, 7.3A.1_1, 7.3A.2, 7.3A.3, 7.5A.1, 7.5A.2, 7.5A.3, 7.6A.2.1, 7.6A.2.2, 7.6A.2.3, 7.6A.3.1, 7.6A.3.2, 7.6A.3.3, 7.6A.4.1, 7.6A.4.2, 7.6A.4.3, 7.8A.2.1, 7.8A.2.2, 7.8A.2.3, 7.9A.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.521-1
	2714
	1
	Rel-18
	Correction to note for inter-band CA including n48
	F
	18.1.0
	RAN5#102
	R5-241945
	Anritsu
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-1
	2715
	1
	Rel-18
	Correction to Reference sensitivity for CA_n26A-n70A
	F
	18.1.0
	RAN5#102
	R5-242015
	Anritsu
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.521-1
	2728
	1
	Rel-18
	Update of 4DL CA test cases
	F
	18.1.0
	RAN5#102
	R5-241907
	ROHDE & SCHWARZ, Verizon
	NR_CADC_NR_LTE_DC_R17-UEConTest
	7.3A.3, 7.3A.3.4.1, 7.3A.3.5, 7.4A.3.4.1, 7.4A.3.4.2, 7.5A.3.4.2, 7.6A.2.3.4.2, 7.6A.3.3.4.2
	TS/TR ... CR ... ; TR 38.905 CR 0877 TS 38.522 CR 0399; TS/TR ... CR ... 

	38.521-3
	1748
	-
	Rel-18
	Correction to Reference sensitivity for DC_21A_n28A
	F
	18.1.1
	RAN5#102
	R5-241108
	Anritsu
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.522
	0399
	1
	Rel-18
	Update of applicability for FR1 4DL CA test cases
	F
	18.1.0
	RAN5#102
	R5-241946
	ROHDE & SCHWARZ
	NR_CADC_NR_LTE_DC_R17-UEConTest
	4.1.1
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.905
	0855
	-
	Rel-18
	Addition of reference sensitivity and spurious emissions TP analysis for new R17 NR CA combos within FR1
	F
	18.1.0
	RAN5#102
	R5-240325
	KDDI Corporation
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.905
	0859
	-
	Rel-18
	Introduction of reference sensitivity test point analysis for CA_n66A-n71A-n77(2A) and CA_n66A-n71A-n78(2A)
	F
	18.1.0
	RAN5#102
	R5-240462
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.905
	0860
	-
	Rel-18
	Introduction of spurious emission TP analysis for CA_n71A-n78A
	F
	18.1.0
	RAN5#102
	R5-240464
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.905
	0862
	-
	Rel-18
	Introduction of reference sensitivity test point analysis for CA_n1A-n28A-n78A and CA_n3A-n28A-n78A
	F
	18.1.0
	RAN5#102
	R5-240776
	Nokia, Nokia Shanghai Bell
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	

	38.905
	0868
	-
	Rel-18
	Update reference sensitivity test cases for additional band configurations
	F
	18.1.0
	RAN5#102
	R5-240891
	Verizon
	NR_CADC_NR_LTE_DC_R17-UEConTest
	4.1.3
	TS/TR ... CR ... ; TS 38.521-1 CR 2671; TS/TR ... CR ... 

	38.905
	0877
	1
	Rel-18
	Update of test point selection for 4DL CA configurations
	F
	18.1.0
	RAN5#102
	R5-241908
	ROHDE & SCHWARZ, Verizon
	NR_CADC_NR_LTE_DC_R17-UEConTest
	4.1.3.1
	TS/TR ... CR ... ; TS 38.521-1 CR 2728 ; TS/TR ... CR ... 


